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10.0  MMS  FUNCTIONAL  DESCRIPTION 

This  section  reviews  all  of  the  functional  components  of 
MMS,  and  defines  those  areas  where  software  is  needed  or  where 
software  interfaces. 

MMS  consists  of  a  network  of  up  to  64  (sixty-four)  micro¬ 
processors  linked  to  a  minicomputer.  Figure  10.0-1  is  the  functional 
block  diagram  used  to  illustrate  this  network.  The  FCP  (Facility 
Control  Processor)  within  Figure  10.0-1  is  the  mini-computer.  Several 
computers  are  evaluated  relative  to  the  needs  of  MMS,  and  this  study 
is  presented  in  Chapter  2.1,  MFCP  DESCRIPTION"  . 

Functionally,  the  FCP  stores,  on  its  disks,  the  lib¬ 
raries  of  emulated  modules,  emulated  computer  systems,  and  emulated 
target  systems.  The  FCP  allows  the  user  to  configure  his  target  system 
onto  the  MMS  hardware,  and  to  interface  with  his  emulated  target  system 
during  its  execution. 

Once  the  functional  description  is  covered  within  this 
section,  the  software  necessary  for  MMS  is  covered  in  the  next 
section,  "Overview  -  MMS  Software"  (Section  11). 

Again,  in  reference  to  Figure  10.0-1,  three  components 
link  in  directly  to  the  FCP.  These  are: 

•  FCPI  -  Facility  Control  Processor  Interface 

•  PMSI  -  Performance  Monitoring  System  Interface 

•  IOP  -  Input/Output  Processor  ^ 

The  FCPI  is  used  for  downloading  large  blocks  of  information  to 

a  PE  (Processing  Element) .  Error  messages  will  also  be  processed  in 

•» 

both  directions  through  FCPI.  Thus,  a  PE  can  send  error  messages 
to  the  FCP  through  FCPI. 
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PMSI  is  used  to  pass  performance  monitoring  data  from  any 
PE  to  the  user  at  the  FCP.  PMSI  has  to  process  run-time  data 
differently  than  it  processes  off-line  data.  Off-line  data  is 
saved  on  a  disk  for  later  processing.  Run-time  data  is  processed 
immediately  and  some  type  of  results  are  printed  on  the  user's 
CRT  (Cathode  Ray  Tube,  which  in  an  interactive  terminal). 

The  IOP  allows  the  TS  (Target  System)  to  link  to  several 
types  of  data  generators  residing  within,  or  through,  the  FCP. 

These  dated  generators  can  be  a  file  of  data  values  previously 
generated,  or  can  be  a  program  to  generate  new  values  whenever 
the  program  is  accessed,  or  can  be  some  real  device  which  is 
linked  through  the  FCP. 

Four  other  components  reside  on  this  Master  Segment. 

These  are:  MBC  (Master  Broadcast  Controller),  SRC  (Shared  Re¬ 
source  Controller) ,  S3BC  (Segment  5  Bus  Controller) ,  and  TAC 
(Time  Alignment  Controller) .  These  seven  components  comprise 
the  master  components  utilized  by  all  PE's.  Thus,  they  will  be 
referred  to  as  the  "Big  7 ",  to  indicate  that  a  process  is  to  be 
done  here  to  aid  the  PE's. 

The  Master  Bus  has  four  additional  segments.  Each 
segment  has  a  SnCBIU  (Segment  n  Control  and  Bus  Interface  Unit)  , 
a  BC  (Broadcast  Controller),  and  sixteen  PE's,  as  illustrated  by 
Figure  10.0-2.  Figure  10.0-3  gives  a  further  functional  description 
of  these  PE’s. 

All  of  these  units  -  for  the  Master  Bus,  for  a  segment, 
and  for  a  PE  -  are  separately  discussed  in  the  following  pages. 
Section  10.2  will  cover  the  descriptions  for  the  "Big  7".  Section 
10.3  will  cover  the  descriptions  for  the  segment,  and  Section  10.4 
will  be  that  for  the  PE's. 
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To  further  aid  the  user,  a  glossary  of  terms  is  included 
as  Section  10.1.  The  intent  of  this  glossary  is  to  define  the 
scope  of  some  of  the  terminology  of  the  software  document.  Section 
10.5  sets  a  standard  for  all  following  major  sections  in  that  it 
contains  an  alphabetical  definition  of  all  abbreviations  used  within 
Section  10. 
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10.1  Glossary 

TIME 

Real  Time  is  the  same  as  Wall  Clock.  This  refers  to 
the  execution  of  all  parts  of  the  target  system  as  "real  world". 
Pseudo- time  is  the  MMS  approximation  to  Wall  Clock  time.  Since 
all  parts  are  executing  synchronously,  this  time  can  be  slowed 
down  to  study  the  target  system  while  still  maintaining  "real 
time"  conditions,  i.  e.,  time  coherence. 

PROGRAMMER 

It  is  visualized  that  two  levels  of  programmers  are 
necessary  for  MMS  utilization.  The  persons  that  develop  the  emulator 
packages  will  need  detailed  knowledge  of  the  hardware  of  the  peri¬ 
pherals  and  of  the  computer.  This  person  could  use  the  Microcode 
Assembler,  and  thus  be  referenced  as  the  Microcode  Programmer. 

If  the  E-Code  compiler  is  available,  these  emulation  packages 
could  be  developed  on  this  system.  Thus,  this  person  could  be 
known  as  the  Emulator  Programmer.  The  general  User  or  general 
Programmer  uses  the  library  of  emulators  developed  by  the  Emulator 
Programmer  to  configure  a  target  system. 

DATA  COLLECTION 

Two  types  of  data  are  referenced.  During  the  execution 
of  MMS,  the  data  collection  is  the  same.  If  the  user  wishes  to 
display  the  results  while  the  system  is  executing,  this  is  called 
run  data,  real-time  data,  or  active  data.  If  the  user  wishes 
to  store  the  results  on  a  disk  file  for  later  analysis,  this  is 
called  off-line  data  or  static  data. 
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VENDOR 


This  term  is  used  several  places  to  refer  to  software 
supplied  by  the  company  which  writes  the  MMS  operating  software. 
If  the  term  user  is  used,  then  this  refers  to  software  that  the 
vendor  does  not  supply. 


10-8 


10.2  Functional  Description- Master  Level 

The  Master  Segment  contains  the  "Big  n"  modules.  Each 
is  separately  described.  (See  Figure  10.0.2). 

10.2.1  Segment  5  Bus  Controller  (SSBC) 

Purpose:  S5BC  will  arbitrate  bus  requests  and  will 
decide  which  segment  ("Segment  n  Control  and  BIU"  unit)  will 
gain  control  over  the  bus. 

S/W:  None  required. 
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10.2.2 


Facility  Control  Processor  Interface  (FCPI) 

Purpose:  The  FCPI  is  used  to  download  large  amounts  of 
information  needed  to  configure  the  TS  and  is  used  for  the  trans¬ 
fer  of  one  word  messages  in  either  direction  between  the  FCP  and  the 
TS. 

Theory:  When  the  user  is  configuring  the  parts  of  the 
TS,  the  following  modules/data  are  downloaded  to  the  PE's: 

•  PEXE  (PE  Executive) 

•  IEC  (Instruction  Emulation  Code) 

•  Emulated  Hardware  modules 

•  TS  Software  (Operating  System  and  User  Programs) 

•  Registers 

•  Control  information 

When  the  user  is  starting  execution  of  the  TS,  or  when  the  user 
wishes  to  interact  with  the  TS  during  execution  or  with  DEBUG/PMS, 
these  one-word  messages  are  processed  through  FCPI.  Whenever  an 
error  condition  develops  through  the  execution  of  the  TS,  these 
error  messages  will  be  passed  to  FCP  through  FCPI. 

S/W:  No  software  is  required.  All  transfers  between 
FCP  and  PEXE  (or  other  components  of  MMS)  are  to  be  DMA,  with  the 
ability  to  also  set  up  an  interrupt  within  FCP  for  the  immediate 
processing  of  error  conditions. 

Note:  The  following  information  is  needed  for  FCPI 
to  process  data  or  files: 

•  Type  of  process 

01  *  Input  to  PE 

10  ■  Output  from  PE  (DMA) 

11  ■  Output  from  PE  (Interrupt) 

00  ■  Verify  block  of  information 
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•  Address  of  buffer  in  FCP 


•  Address  of  buffer  in  memory  of  PE 
t  Word  Count  (This  count  should  be  a  multiple  of  8 
so  that  MMS  can  emulate  computer  systems  which  have 
8  bits/word.) 


i 
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Purpose:  The  IOP  resolves  linkage  between  the  TS  emu¬ 
lated  within  MMS  and  the  physical  files  and/or  programs  residing 
within  the  FCP  to  satisfy  environmental  data. 

Theory:  When  a  TS  is  configured,  the  linkage  to  an  ex¬ 
ternal  program,  file,  or  device  is  initiated  by  the  System  Genera¬ 
tion  Loader  (SGL)  phase.  This  linkage  is  from  TS  to  IOPT  (Input/ 
Output  Port  Table)  within  IOP.  When  environmental  linkages  are 
defined  within  the  RTE  (Run-time  Executive)  phase,  IOPT  will  have 
linkages  defined  to  the  FCP  program,  file,  or  device.  An  executive 
is  to  be  vendor-supplied,  which  will  have  the  function  of  resolving 
priorities  of  those  accesses  to  the  FCP.  Control  over  the  pseudo¬ 
clock  will  not  be  a  function  of  the  IOP  because  the  emulated  hard¬ 
ware  modules  will  retain  this  control. 

Note:  A  PE  will  average  an  I/O  access  every  100  TS  in¬ 
structions.  To  keep  the  IOP  from  being  a  "weak  link",  all  emulated 
processes  should  be  partially  local  (handled  by  another  PE)  and  par¬ 
tially  centralized  (handled  within  IOP).  Thus,  small  to  medium 
I/O  could  be  handled  by  another  PE,  by  storing  the  data  file  within 
the  Internal  Memory  of  a  neighboring  PE.  Large  amounts  of  data,  or  a 
program  in  the  FCP  which  generates  data,  or  an  external  device  to  the 
FCP  would  be  processed  through  IOP. 

H/W:  Internal  Memory  of  64-bits  X  4K.  The  IOPT  (as 

part  of  software)  is  stored  in  this  memory. 


S/W: 

1)  IOPT,  which  is  a  table  of  at  least  2,000  simplex 
ports.  This  is  to  be  in  an  Internal  Memory  of  64-bits  by  4K. 

The  contents  of  this  table  should  include: 

•  On/Off  bit  (or  Busy/Not -busy  flag) 

•  Priority 

•  Port  number  (relative  to  computer  of  TS) 

§  PE  number 

t  I/O  flag  (0  for  Output  from  PE;  1  for  Input  to  PE) 

•  Two  words : 

address (es)  of  buffer (s)  within  Internal  Memory 
of  ?E 

addresses  of  dual  buffers  within  memory  of  FCP 
address  of  program  to  be  exercised  plus  one  data 
word  to  be  "seed"  data  into  program  (if  applicable) 
address  of  external  device  to  FCP,  which  is  to 
be  accessed  for  data.  Again,  second  word  could 
be  "seed"  data. 

current  address  of  active  input  buffer 
-  buffer  length 
counter 

return  address  when  data  transfer  is  done 

2)  Microcode  program  to  be  "burned"  into  a  PROM. 

This  program  will  be  accessed  whenever  an  I/O  process  is  to  be 
handled.  The  emulated  modules  for  I/O  will  access  PEXE  and  will 
have  selected  the  desired  arbitration  scheme  within  PEXE.  The 
I/O  arbitration  scheme  will  activate  the  "ON"  bit.  Then  the 
functions  of  this  microcode  program  are: 
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a)  Select  I/O  process  of  highest  priority. 

b)  Do  transfer  one  data  word  into  IOP  Data  Register. 

c)  Do  transfer  of  one  data  word  from  IOP  Data  Register 
into  destination. 

d)  Set  Interrupt  within  FCP  if  this  is  an  Interrupt 
process  rather  than  DMA  process. 

e)  If  buffer  length  has  been  reached,  change  current 
address  to  alternate. 

f)  Turn  off  "ON"  bit. 

g)  Check  to  see  of  any  other  I/O  processes  are  to  be 

handled . 

h)  Loop  back  to  step  (a) . 
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10.2.4 


Master  Broadcast  Controller  (MBC) 

Purpose:  The  MBC  accepts  incoming  messages  from  the 
FCP  (Facility  Control  Processor)  or  from  any  PE  (Processing  Element)  , 
which  is  really  from  PEXE  (PE  Executive) .  The  MBC  then  formulates 
that  message  with  an  address  which  reflects  that  the  message  is  to 
be  received  by  all  PE's.  Then  the  message  is  sent  (broadcasted) 
to  all  PE’s. 

Theory:  A  one-word  message  is  formulated  in  either  FCP 
<£ 

or  in  a  PE  (PEXE).  The  SBS  (Synchronous  Busing  Structure,  see 
Section  23.1)  word  format  of  the  message  contains  the  address  of 
the  register  of  MBC.  When  this  register  is  then  filled 
with  this  word  (at  least  48-bits  wide) ,  an  interrupt  signals  the 
hardware  within  MBC.  The  "busy"  flag  is  set  to  show  that  MBC  is  busy. 
The  address  portion  of  the  register  is  changed  to  reflect  that  the 
outgoing  message  is'^for  all  PE's.  Hardware  will  claim  the  bus, 
and  then  send  the  contents  of  the  register.  Hardware  then  releases 
the  "busy"  flag. 

S/W:  None  required. 


* 


* 


* 
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10.2.5  Performance  .Monitoring  System  Interface 'Performance 
Monitoring  Interf ace/PMS  Interface  CPMSI) 

Purpose:  The  PMSI  accepts  DE3UG/PMS  data  from  the  PE’s, 
processes  the  data  to  determine  if  for  run-time  analysis  or  if 
for  off-line  collection,  and  then  routes  the  DEBUG/PMS  data  to  des¬ 
ignated  area  within  FCP  so  that  FCP  can  then  process  it. 

Theory : 

A.  The  classes  of  data  are: 

1.  Run- time  PMS  data.  When  this  data  is  stored 
within  a  buffer  of  FCP,  which  is  large  enough  to  contain  one  unit 
of  PMS  data,  an  interrupt  is  sent  to  the  FCP  so  that  the  FCP  can 
immediately  process  the  routines  to  massage  the  data.  If  the  PMS 
data  is  identifying  a  breakpoint,  then  PMSI  will  stop  the  pseudo¬ 
clock.  Any  responses  to  this  breakpoint  will  be  handled  through 
FCPI  to  PEXE.  The  restart  of  the  pseudo-clock  will  thus  be  handled 
by  PEXE. 

2.  Off-line  PMS  data.  This  data  is  stored  into  one 
of  the  dual  buffers  within  the  FCP  memory  set  up  for  the  rapid 
collection  of  PMS  data.  This  is  a  DMA  process.  The  dumping  of  these 
buffers  will  be  accomplished  by  the  FCP  (using  one  of  its  utilities) . 
Since  PMSI  will  have  to  monitor  for  "full"  buffer  in  order  to  switch 
to  the  empty  buffer,  PMSI  should  alert  the  FCP,  also,  through  an 
interrupt. 

3.  Both  Run-time  and  off-line  PMS.  This  means  that 
a  copy  of  the  PMS  data  is  sent  through  both  processes  (1)  and  (2) . 

4.  Run-time  DEBUG.  The  data  is  stored  within  a 
memory  area  of  FCP,  which  area  is  large  enough  to  hold  one  unit  of 
DEBUG  data.  Then  an  interrupt  is  sent' to  the  FCP  so  that  it  can 
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immediately  process  the  information.  If  the  DEBUG  data  identities 
a  breakpoint.  PMSI  will  stop  the  pseudo-clock.  Again,  user  responses 
will  be  handled  through  FCPI  to  the  PE.  and  the  restart  signal  to 
the  pseudo-clock  will  initiate  from  PEXE. 

5.  Off-line  DEBUG.  Since  off-line  DEBUG  data  will  loov 
as  if  it  were  PMS  data,  the  collection  oi  DEBUG  data  will  be  the 

same  as  for  PMS  data.  Thus,  the  intermixing  of  DEBUG  and  PMS 

C if  the  user  so  wishes),  will  be  no  problem. 

6.  Both  Run  -time  and  off-line  DEBUG.  This  means  that 
a  copy  of  the  DEBUG  data  is  sent  through  both  processes  (4)  and  [5) . 

B.  When  the  user  specifies  either  DEBUG  or  PMS  during 
RTE,  a  dual -buffer  is  set  up  in  the  memory  of  the  FCP  for  data 
collection.  An  interrupt  handler  has  to  be  available  in  the  FCP 
to  empty  these  buffers  to  disk  whenever  the  FCP  receives  an 
interrupt  from  PMSI  on  the  master  segment  of  MMS ;  this  is  usually 
one  of  the  utilities  of  the  FCP.  Linkage  from  the  PMSI  to  these 
buffers  has  to  be  established.  Also,  the  PMSI  has  to  have  a  handler 
to  remember  in  which  of  the  two  buffers  it  is  currently  storing  data 
to  be  able  to  signal  the  FCP  when  one  of  them  is  full  and  to  then 
be  able  to  switch  to  the  alternate  buffer. 


C.  When  PMSI  receives  the  data  from  the  PE,  PMSI  has  to 
be  able  to  determine  the  class  of  data  received  -  whether  to 

send  to  buffer,  to  send  to  a  register  with  a  signal  to  FCP  to  pro¬ 
cess  register  contents  immediately  (for  run  -time  data),  or  to 
send  data  both  ways . 

D.  The  types  of  data  which  can  be  collected  and  how  they 
are  processed  are: 


10-17 


1.  Memory  accesses  -  When  user  wishes  to  monitor  one 
memory  location  or  a  block  of  memory,  the  memory  span  is  located 
in  the  Memory  Mapping  Table  of  the  MI  of  the  PE;  this  is  stored 


in  the  upper  portion  of  the  table.  The  memory  map  is  then  adjusted 
at  the  top  section  to  delete  reference  to  the  section  to  be  moni¬ 
tored.  The  reference  for  the  monitored  section  is  then  stored 
separately  in  the  Mapping  Table  with  necessary  monitor  flags  set. 

2.  Macro  instruction  -  When  the  microcode  program  is 
written  for  the  Instruction  Emulation  Code  (IEC) ,  a  table  will 
exist  in  Internal  Memory  which  will  contain  addresses  to  Control 
Store  (within  the  IEC  routine)  which  are  locations  to  emulate  the 
different  instructions.  Since  the  word  length  of  Internal  Memory 
is  32-bits  wide,  and  since  only  the  left-most  16  bits  are  required 
for  the  address  into  Control  Store,  the  right-most  16-bits  are  the 
PMS/DEBUG  flags  for  the  instructions.  These  flags  are  set  by 

RTE  under  user  control. 

3.  TS  registers  -  Since  these  registers  are  part  of 
Internal  Memory,  the  right-most  16  bits  are  again  used  for  PMS/ 
DEBUG  flags. 

4.  I/O  accesses 

a.  If  the  I/O  process  desired  refers  to  all  I/O 
processes,  this  would  be  handled  on  the  instruction  level. 

b.  If  the  I/O  process  desired  refers  to  a  specific 
device  or  handler,  the  flags  should  be  included  in  the  Address 
Table  which  refers  to  all  emulated  hardware  modules.  This  is 
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also  part  of  Internal  Memory,  and  is  used  by  programs  in  Control 
Store. 

c.  Shared  Resource  accesses  will  be  monitored  on  the 
PE  level.  Memory  will  thus  be  monitored  through  the  Memory  Mapping 
Table  in  MIU.  Other  resources  will  be  monitored  through  the 
emulated  hardware  module.  This  necessitates  having  SGL  set 
flags  within  several  PE's  when  referring  to  a  shared  resource. 

5.  Pseudo- time  clock  -  When  the  user  decides  to  set 

a  breakpoint  or  to  start  a  trace  depending  upon  pseudo- time,  an 

/ 

interrupt  handler  is  required  to  process  these  conditions.  Hard¬ 
ware  Interval  Timer  15  should  be  dedicated  for  this  condition. 

Since  the  address  table  for  these  Interval  Timers  is  located  in 
Internal  Memory,  the  right-hand  16-bits  will  contain  the  PMS/ 

DEBUG  flags.  The  Interval  Timer  is  only  16-bits  wide,  so  larger 
values  will  have  to  be  handled  within  the  software  interrupt 
handler.  Thus,  intervals  greater  than  640  microseconds  will  have 
to  be  loops  of  resetting  the  Interval  Timer  until  total  desired 
time  has  elapsed. 

6.  Micro-instructions  -  No  PMS  monitoring  is  done 
of  micro-instructions.  Hardware  is  implemented  within  each 
PE  to  cause  the  single  step  execution  of  micro-instructions 
when  in  the  DEBUG  mode. 

H/W:  Need  hardware  to  control  storage  of  data  into  the 

PMS I  register.  Hardware  talks  to  "calling"  PE's.  Hardware  sends 
interrupt  to  PMSI  executive  when  data  is  accepted  within  PMSI 
register . 
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S/W:  A  PMSI  Executive  (which  will  later  become  firm¬ 
ware)  is  needed  to  handle  the  DEBUG/PMS  data  that  is  generated 
through  the  execution  of  the  TS.  This  Executive  will  stop  TAC 
if  the  event  is  a  breakpoint.  If  the  event  involves  offline 
collection,  then  the  Executive  will  send  the  data  to  a  buffer 
in  the  FCP.  If  the  event  is  to  be  run-time  monitored,  then  the 
data  is  placed  in  a  special  buffer  and  an  interrupt  is  sent  to 
the  FCP.  Because  of  the  interrupt,  FCP  will  process  and  display 
the  data. 
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10.2.6  Shared  Resource  Controller  (SRC!) 

Purpose:  The  SRC  handles  the  interfacing  of  a  shared 
resource  between  two  or  more  PE's  of  some  emulated  IS.  The  SRC 
will  handle  the  arbitration  between  the  ;isers  of  each  shared 
resource . 

Theory:  The  SRC  will  be  the  same  physical  configuration 
as  the  other  PE's  of  MMS.  Several  types  of  arbitration  will  be 
included  in  the  Executive  for  this  component.  The  user,  when  he 
designs  the  software  to  emulate  some  shared  resource,  will  store 
part  of  the  package  within  the  PE  and  part  of  the  software  package 
in  SRC.  Then,  when  linkage  is  accomplished  during  the  SGL  phase, 
duplicate  packages  within  SRC  are  eliminated.  When  the  TS 
wishes  to  utilize  a  shared  resource,  it  will  link  to  its  module 
within  SRC.  This  microcode  package  will  resolve  arbitration  of 
who  gets  to  use  the  shared  resource .  The  handling  of  data  is 
accomplished  through  known  linkage  paths  to  emulated  shared  re¬ 
source.  Then  control  is  returned  to  initiating  modules  within 
the  PE.  Timing  is  established  and  controlled  by  SRC  in  order  to 
reflect  arbitration. 

S/W:  Software  needed  (will  become  firmware) : 

a)  Executive  in  microcode  with  table  to  link  between 
modules  within  PE's  and  the  linkage  module  within  SRC. 

b)  Executive  should  have  the  function  of  granting  con¬ 
trol  to  those  shared  resource  emulations  of  highest  priority. 

c)  Arbitration  subroutines  in  microcode  which  are 
available  for  user  to  utilize. 

d)  Executive  must  have  ability  to  accept  messages  from 
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PE's,  sending  "grant"  messages  to  PE's,  sending  results  to  PE's, 
and  then  accepting  "release"  messages  from  the  PE's. 


e)  Executive  should  have  ability  to  send  the  pseudo¬ 
time  elapsed,  if  arbitration  is  based  upon  total  delay  time,  back 
to  the  PE's  involved. 

f)  Executive  will  make  use  of  Interval  Timers  (16  H/W 
and  n  S/W)  to  determine  when  next  grant  message  can  be  sent. 

1)  If  arbitration  is  on  a  cycle-by-cycle  basis,  then 
the  use  of  interval  timers  will  provide  a  regular  scheduling  of 
the  "grant"  messages. 

2)  If  a  process  can  seize  a  resource  for  an  unlimited 
period  of  time,  then  "release"  messages  are  needed. 

g)  Message  contents : 


Request 

Msg  Type 

PE 

Identification 

Shared 
Resource  ID 

Priority 

j  Grant 

1  Msg  Type 

SRC 

Msg  ID 

Shared 
Resource  ID 

Arbitration 

Delay 

Release 

Msg  Type 

PE 

Identification 

Shared 
Resource  ID 

Not  Used 

Figure  10.2.6-1  .  Suggested  contents  for  Message  Handling 
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h)  Internal  Firmware:  Consists  of  two  control  blocks: 

1)  Resource  Control  Block  (RCB)  contains  information 


about  each  shared  resource. 


Address  to  microcode 

priority  algorithm 

Resource  service  time 

Start  address  for  set  of  PCB's 

No.  of  PCB's 

BusyARelease  flags 
_ 

Figure  10. -^16-2*  Suggested  Contents  for  Resource 

Control  Block  (RCB) 


2)  Process  Control  Block  (PCB)  records  the  process  that 
is  -waiting  for  a  resource. 


PE  Identification 


Priority 


Accumulated  Arbitration  Delay 


Service/Waiting  Status 


Root  Flag/Link  to  next  entry 


Address  of  entry  in  RCB 


Figure  TO. 2. 6-3  Suggested  Contents  for  Process  Control 

Block  (PCB) 

3)  Use  of  Control  Blocks  .  When  the  Executive  receives 
a  request  for  a  Shared  Resource  (SR) ,  it  finds  the  entry  in  RCB. 
Using  data  there  relative  to  the  PCB,  the  Executive  will  follow 
links  to  last  entry  for  this  SR,  and  will  "link  in"  this  new  re¬ 
quest  within  PCB. 
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When  Executive  selects  an  entry  from  PCB,  the 
Accumulated  Arbitration  Delay  is  sent  to  PE  along  with  the  Grant 
Message . 


10.2."  Time  Alignment  Controller  (TAC) 

Purpose:  The  TAC  controls  pseudo-time  for  the  TS . 
Theory:  During  RTE  (Run  Time  Executive),  the  user 
specifies  the  speed  at  which  to  generate  the  pseudo-tics.  This 
speed  regulates  the  pseudo- timing  for  the  TS. 

S/W:  None  required. 
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10.3 


Functional  Description  -  Segment  Level 

The  four  segments  are  identical  (see  Figure  10. 11-2).  Each 
contains  a  Segment  n  Control  and  BIU  (as  S1CBIU,  S2CBIU,  etc.),  a 
Breadcast  Controller,  and  16  PE’s.  The  PE  description  is  in  Section 
10.4,  but  the  other  two  functions  follow. 

10.5.1  Segment  n  Control  and  BIU  (SnCBIU) 

Purpose:  This  functional  control  block  will  coordinate 

with  the  Segment  Broadcast  Controller  (BC) .  On  outgoing  messages, 
this  unit  will  hold  the  message  and  handle  the  protocol  until  a 
successful  send  is  accomplished.  On  incoming  messages,  it  will 
screen  all  messages  on  the  SBS  Master  bus  and  accept  only  those 
for  a  component  on  its  segment.  Then  it  passes  the  message  onto 
its  segment  bus. 

Theory:  On  outgoing  messages,  this  block  accepts  the 
message  to  relay,  but  does  return  an  ACC  (Transfer  Accepted  bit 
in  SBS  format)  to  the  sending  PE.  When  other  segment  is  ready  to 
receive  (SmCBIU  is  ready  to  accept  message) ,  SnCBIU  will  send 
and  then  wait  for  an  "ACC"  message  from  SmCBIU.  If  this  "ACC" 
message  is  not  received  (by  any  sender  within  the  chain)  after 
so  many  tries  and  a  delta  wait  each  time,  the  sending  SnCBIU 
notifies  FCPI  (Facility  Control  Processor  Interface)  that  an 
error  exists.  FCPI  will  halt  TAC  and  also  send  the  error  message 
to  FCP . 

H/W:  All  functions  are  accomplished  by  hardware. 

S/W:  None  required. 
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10.3.2  Broadcast  Controller  C BC ) 

Purpose:  Each  segment  has  its  own  BC.  The  BC  controls 
communications  to  all  PE's  on  its  segment. 

Theory:  The  BC  has  two  ”wired-OR”  lines  to  a  dedicated 
register  within  the  BIU  of  each  PE.  Line  BCCl  indicates  to  the 
BC  that  each  device  [register  of  the  PE)  is  ready  to  receive 
a  communication.  If  the  device  does  not  receive  the  communication, 
then  BCC2  indicates  to  the  BC  that  a  hardware  failure  has  occurred 
in  one  of  the  PE's. 

H/W:  All  functions  are  accomplished  by  hardware. 

S/W:  None  required. 


! 0 . 4  Functional  Description  -  PE  Level 

Each  PE  is  the  same  (see  Figure  10 .0-3).  The  tunctional 
description  of  the  parts  follow  as  the  next  sub-sections. 


10.4.1  Bus  Interface  Unit  (BIU) 

Purpose:  The  BIU  accepts  messages  for  the  PE  and  for¬ 
mulates  and  sends  messages  from  the  PE. 

Theory:  A  set  of  registers  exists  within  the  BIU  to 
send  and  to  receive  messages  relative  to  the  PE.  The  BIU  also 
has  to  send  an  ’’Accept"  or  a  Not-accept”  response  to  all  incoming 
messages.  The  BIU  also  has  to  receive  and  respond,  if  necessary, 
to  same  type  of  messages  when  the  BIU  sends  a  message. 

H/W:  All  control  is  by  hardware. 

S/W:  None  required. 
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io.4.: 


Arbitration 


Purpose:  The  Arbitration  module  interfaces  Local  Memory, 

the  BIU,  and  the  internal  bus  of  the  PE.  It  decides  who  gets 
to  use  the  PE's  bus. 

H/W:  All  is  done  by  hardware. 

S/W:  None  required. 
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10.4.3 


Memory  Interface  Unit  (Mil?) /Memory  Interface  (MI) 


Purpose:  The  MIU  will  contain  those  tables  which  allow 

the  PE  to  access  the  instructions/data  of  the  TS . 

Theory:  A  Memory  Map  Table  is  defined  during  SGL 
when  the  user  defines  the  memory  of  his  TS.  During  RTE ,  when  the 
user  defines  the  memory  locations  of  variables,  of  memory  blocks, 
etc.,  relative  to  DEBUG/PMS,  this  table  is  further  refined.  Then 
when  executing  the  TS ,  this  table  is  always  utilized  to  locate  the 
address  relative  to  TS  and  to  physical  location  within  PE's.  This 
allows  the  monitoring  of  DEBUG/PMS  without  any  additional  overhead 
The  Memory  Map  Table  is  in  a  memory  of  64-bits  X  2K 
words.  The  format  is: 


C 32  bits) 

BEGIN  ADDR 

END  ADDR 

Relocation 

TAC 

DECR 

Figure  10.4.3  Memory  Map  Table  Format 


BEGIN  ADDR 

TS  beginning  address 

END  ADDR 

TS  ending  address 

Relocation 

relocation  to  adjust  for 

8,  16,  ...,  64-bit  words; 

defines  PE  absolute  address 

L/S 

shared  or  local  memory  block 

PMS 

16  bits  to  define  PMS  event 

flags . 

I/O  -  Memory  mapped  Input/Output 

Shared  No.  -  Shared  Block  Number  to  be 
sent  to  SRC  to  specify  the 
shared  block  to  access. 

TAC  DECR  -  Access  time  of  this  emulated 
memory  block. 

Since  two  words  are  used  to  define  an  entry,  one  thousand 
blocks  of  memory  can  be  defined.  During  SGL,  when  the  user  defines 
memory  blocks,  these  definitions  are  stored  downward.  During  RTE, 
when  the  user  defines  memory  and  variables  to  be  monitored,  these  are 
separated  from  the  initial  definition  area  and  are  identified  with 
flags. 

S/W:  No  programs  are  needed,  but  the  table  is  defined 
and  controlled  during  SGL  and  RTE. 
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10.4.4  Local  Memory  (LM) 

Purpose:  Local  Memory  is  16-bits  X  64K  words.  It  is 

used  to  hold  the  absolute  program  of  the  TS .  Local  Memory  is 
filled  during  the  execution  of  SGL  and/or  RTS,  depending  upon 
the  general  nature  of  the  TS  Operating  System  and  User  Appli¬ 
cation  programs. 

Theory:  When  the  user  is  defining  his  TS  Operating 
System,  the  selected  object  code  is  downloaded  to  Local  Memory. 

When  he  chooses  the  application  programs  to  execute  under  that 
Operating  System,  these  programs  are  also  stored  in  Local  Memory. 

The  downloading  of  these  object  programs  are  through  FCPI  (Faci  lity 
Control  Processor  Interface).  Then  when  the  TS  is  run,  the  instruc¬ 
tions  are  pulled  from  Local  Memory  by  the  IEC  (Instruction  Emulation 
Code),  which  is  a  microcode  program  in  Control  Store. 

H/W:  Hardware  (data  multiplexer  network)  is  needed 
to  divide  LM  into  modules  of  8-bits  wide  to  store  varying  word 
lengths . 


Word  length 

Number  of  modules 

Number  of  word/mod 

8 

1 

128K 

16 

2 

64K 

32 

4 

32K 

Also  need  hardware  to  select  correct  data,  and  to  output 

this  data. 

S/W:  No  software  required. 
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10.4.5 


Instruction  Execution  Unit  ( IEU/IEU  5  TOO 
Purpose:  The  Instruction  Execution  Unit  handles  the 
emulation  of  the  target  system.  It  will  handle  the  fetch,  decode, 
and  execution  of  the  TS  Software.  If  needed,  it  will  provide 
I/O  emulation  support.  It  also  supports  the  time  alignment,  PMS, 
and  DEBUG. 

Theory:  The  IEU  consists  of  the  following: 

a.  Control  Store  (CS)  -  This  is  80-bits  X  4K  words 
for  containing  the  Executive  (PEXE) ,  the  emulated  instruction 
set  (IEC) f  and  the  emulated  hardware  modules,  all  in  microcode. 

b.  Internal  Memory  (IM)  -  This  is  32-bits  X  4K 
words  for  storage  of  data  areas,  TS  registers,  PEXE  registers, 
etc.  The  32-bits  are  sub-divided  into  16-bits  for  data,  and  the 
right  most  16-bits  for  DEBUG/PMS  Flags.  Also  stored  here  are 
the  needed  software  Interval  Timers. 

c.  Registers  and  Arithmetic  Logic  Unit  (RALU) 

The  RALU  consists  of  32  16-bit  registers  and  a  16-bit  ALU.  The  in¬ 
tended  use  for  the  registers  is  temporary  storage  or  workspace  for 
PEXE  and  the  emulation.  A  standard  partition  should  be  set  up  by 
software  to  logically  divide  this  worksapce  into  contexts  of  PEXE, 
the  instruction  emulation,  I/O  emulation,  etc.  In  addition,  there 
is  no  hardware  restriction  as  to  using  these  registers  to  hold  the 
TS  register  data.  It  is  a  choice  that  is  ultimately  made  by  the 
emulation  writer.  However,  the  DEBUG/PMS  hardware  will  no  longer 
be  able  to  cause  the  "automatic"  collections.  The  user  would  be 
taxed  to  check  PMS  for  himself. 
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The  ALU  portion  of  the  RALU  is  capable  of  performing 
16  simple  arithmetic  and/or  logical  instructions  such  as  addition, 
subtraction,  AND,  OR,  etc.  It  is  also  capable  of  shifting  the  re¬ 
sults  left  or  right,  arithmetically  or  logically,  through  or  around 
the  carry,  or  rotating  the  bits  on  the  same  cycle  as  the  arithmetic 
operation.  Specifically  there  does  exist  a  multiplication  instruc¬ 
tion  which  is  executed  on  one  cycle  as  well. 

Two  additional  external  special-purpose  registers  exist. 
One  stores  the  condition  codes  created  by  the  RALU.  The  other  is 
another  status  register  which  represents  any  user  defined  status. 
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The  ALU  Condition  Codes  are: 


•  Sign  for  8-bits 

•  Sign  for  16-bits 

•  Integer  Overflow  on  8-bits 

•  Integer  Overflow  on  16-bits 

•  Carry  4  (from  4th  bit  into  5th) 

§  Carry  8  (from  8th  bit  into  9th) 

t  Carry  16  (from  16th  bit  into  17th) 

•  Parity  on  8-bits 

•  Parity  on  16-bits 

•  Zero  on  8-bits 

•  Zero  on  16-bits 

d.  Time  alignment  is  accomplished  in  the  Pseudo-time 
Accumulator.  The  user  microcode  for  the  emulation  of  the  in¬ 
struction  set  will  load  the  execution  time  of  each  macro  instruc 
tion  into  Register  3  of  that  module. 

e.  Interval  Timers 

•  Will  have  16  hardware  Interval  Timers. 

•  Use  H/W  Interval  Timer  0  to  reference  the  stack 
of  software  Interval  Timers . 

•  Use  H/W  Interval  Timer  13  always  for  pseudo¬ 
time  DEBUG  and  PMS. 

•  Can  have  as  many  software  Interval  Timers  as 

needed. 

•  Interval  Timers  are  assigned  to  the  emulated 
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I/O  modules,  i.e.,  disk  unit,  disk  controller,  etc.  The  emulated 
device  handler  will,  as  its  first  function,  store  the  time 
required  for  this  emulation  step.  When  this  time  has  elapsed, 
control  will  go  to  PEXE.  PEXE  contains  an  interrupt  handler 
to  process  the  condition  that  more  time  is  required  to  emulate 
the  emulation  process. 

f.  Priorities 

•  A  Priority  Table  needs  to  be  established  within 
PEXE  to  handle  all  MMS  interrupts.  This  table  will  also  contain 
the  required  addresses  into  PEXE  fo.r  the  different  Interrupt 
Handlers . 

H/W:  1.  Control  Store  and  Internal  Memory 

2.  Arithmetic  Logic  Unit 

3.  Hardware  Interval  Timers 

4.  Related  circuitry  to  Pseudo-time  Accumulator, 

to  handle  interrupts,  etc. 

S/W:  1.  PE  Executive 

2.  Emulated  Instruction  Code 

3.  Various  hardware  emulators 


10-36 


10.4.6  Control  Store  (CS) 

Purpose:  Control  Store  is  a  memory  block  within  IEU 
(Instruction  Execution  Unit)  which  contains  the  microcode  modules 
of  PEXE,  IEC  for  a  TS ,  and  all  the  emulated  hardware  modules  for 
the  TS.  Its  site  is  80-bits  X  4K  words. 

Theory:  The  microcode  instructions  written  to  define 
a  designated  TS  are  stored  within  Control  Store.  These  are 
utilized  by  IEU  to  execute  the  TS  macro-code. 

H/W:  None  required. 

S/W:  a)  PEXE  is  a  vendor  -supplied  microcode  PE 
Executive  which  is  independent  of  the  selection  of  TS.  It  contains  the 
mapping  (linking)  tables  to  allow  the  execution  of  any  TS  instruc¬ 
tion.  It  responds  to  general  type  interrupts  and  interfaces  to 
the  master  modules  of  MMS  to  handle  I/O. 

b)  IEC  (Instruction  Emulation  Code)  is  a  micro¬ 
code  module  to  interface  TS  macro  instructions  to  the  PE  microcode. 

A  sample  IEC  is  vendor-supplied,  and  a  manual  describing  how  to  write 
this  module  is  also  vendor- supplied .  IEC's  for  additional  TS's  are 
then  user- supplied . 

c)  Emulated  H/W  modules  are  microcode  modules 
to  emulate  the  actions  of  various  hardware  units/peripherals  of 
a  TS.  Again,  several  types  are  vendor-supplied  to  emulate  the 
parts  of  a  selected  TS.  Also,  a  manual  will  be  supplied  to  in¬ 
struct  others  as  to  format  and  ways  to  write  modules  for  future 
TS's.  The  depth  of  these  emulations  are  relative  to  the  needs 
of  the  user. 
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BITS 


4 

Seauencer  Op  Field 

16 

Displacement  Field 

A.  Next  Address  (Micro) 

B.  ALU  Cond.  Code  Select 

C.  Loading  of  Register 

1.  ALU  Cond.  Codes 

2.  Loadable  Cond.  Codes 

3.  Mask  Word  for  DECODE 

D.  ALU  Ree.  Select  Field 

16 

Pseudo-time  Dec.  Field 

8 

ALU.  Reg  Select  (Source/Des_tinati.on) 

10-16 

IEU  Addr.  Select  fM-INST  Tvpe) 

1 

ALU  Carry  In 

4 

ALU  Function  Select 

3 

ALU  Shift  MUX  Select 

4 

Decode  Logic  Select 

8-16 

Individual  Control  Lines 

A.  Pseudo-time  Decrement 

B.  MI  Start  Signal 

C.  MI  Incr.  Signal 

D.  Memory  Byte/Word  Select 

E.  BIU  Clock  Signal 

F.  BIU  Reset  Signal 

7 

Condition  Code  Input  Select 

A.  16  ALU  Condition  Codes 

B.  16  Loadable  Condition  Codes 

C.  32  PMS  Conditions 

D.  16  Interval  Timer  Interrupts 

E.  5  MI  Control  Codes 

1.  Complete  and  OK 

2.  Error 

3.  PMS  Block 

4.  SRC  Action 

5.  I/O  Address 

F.  2  BIU  Codes 

1.  Service  Request 

2.  Buffer  Full 

G.  Combinations 

Figure  10.4.6  Proposed  Format  for  Microcode  Word 
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10.4.7  Internal  Memory  (IM) 

Purpose:  Internal  Memory  is  a  memory  block  within  IEU 

(Instruction  Execution  Unit)  which  contains  the  data  words  re¬ 
quired  by  the  microcode  modules  within  Control  Store.  The  site 
of  this  memory  is  32-bits  X  4K  words. 

Theory:  The  data  needed  by  the  microcode  programs 
within  Control  Store  are  located  in  Internal  Memory.  These 
data  include  variables,  registers,  tables,  stacks,  etc.  The 
32-bit  words  contain  16-bits  of  data  on  the  left-most  half  and 
16-bits  of  DEBUG/PMS  flags  on  the  right-most  half. 

H/W:  None  required. 

S/W:  Defined  as  needed  within  PEXE,  IE C,  and  emulated 

H/W  modules. 
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10.4.8  Pseudo-time  Accumulator 

Purpose:  The  Pseudo- time  Accumulator  is  a  series  of 
registers  and  associated  logic  to  control  pseudo-time  for  the  PE. 

Theory:  During  RTE,  the  user  specifies  the  time  value 
of  a  pseudo-tic  and  the  value  of  the  pseudo-time  window.  These 
values  are  stored  in  the  Pseudo-time  Accumulator  (PTA)  of  each 
PE.  Then,  as  each  macro- instruction  of  the  TS  begins  execution, 
its  required  execution  time  is  sent  to  the  PTA.  During  execution 
of  the  macro- instruction,  pseudo-tics  are  sent  by  the  master  TAC 
to  PTA.  The  PTA  maintains  a  differential  time  window  of  the  amount 
of  time  used  by  the  PE  and  the  amount  issued  by  TAC.  If  the  PE 
moves  ahead  of  the  window,  the  PTA  informs  the  PE  to  go  into  an 
idle  state.  If  the  PE  lags  behind  the  window,  the  PTA  informs 
the  TAC  not  to  issue  any  more  tics  until  the  PE  advances  back  in¬ 
to  the  window.  v 

H/W:  All  is  accomplished  by  H/W. 

S/W:  None  required. 
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10.5 


Abbreviations  Used  in  Section  10 


ACC 

ALU 

BC 

BCC 

BCC1 

BCC2 

BIU 

CRT 

CS 

DEC 

DMA 

FCP 

FCPI 

H/W 

IEC 

IEU 

IEU 

C5IOC) 

IM 

IOP 

IOPT 

LM 

MBC 

MI 

MIU 

MMS 


Transfer  Accepted  Bit 
Arithmetic  Logic  Unit 
Broadcast  Controller 
Broadcast  Control  Line 
Broadcast  Controller  Line  1 
Broadcast  Controller  Line  2 
Bus  Interface  Unit 
Cathode  Ray  Tube 
Control  Store 

Digital  Equipment  Corporation 
Direct  Memory  Access 
Facility  Control  Processor 
Facility  Control  Processor  Interface 
Hardware 

Instruction  Emulation  Code 
Instruction  Execution  Unit 

IEU  with  Function  of  IOC  (Input/Output  Controller) 

included 

Internal  Memory 

Input/Output  Processor 

Input/Output  Port  Table 

Local  Memory 

Master  Broadcast  Controller 
Memory  Interface  Unit 
Memory  Interface  Unit 
Multiple  Microprocessor  System 
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MUX 

Multiplexer 

PCB 

Processor  Control  Block 

PH 

Processing  Element 

PEXE 

PE  Executive 

PMS 

Performance  Monitoring  System 

PMSEX 

PMSI  Executive 

PMS  I 

PMS  (Performance  Monitoring  System) 

Interface 

PTA 

Pseudo-time  Accumulator 

RCB 

Resource  Control  Block 

RTE 

Run-time  Executive 

SBS 

Synchronous  Busing  Structure 

SGL 

System  Generation  Loader 

SmCBIU 

Segment  m  Control  and  Bus  Interface 

Unit 

SnCBIU 

Segment  n  Control  and  Bus  Interface 

Unit 

SR 

Shared  Resource 

SRC 

Shared  Resource  Controller 

S5BC 

Segment  5  Bus  Controller 

S/W 

Software 

TAC 

Time  Alignment  Controller 

TS 

Target  System 
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OVERVIEW 


MMS  SOFTWARE  DESIGN 


The  software  design  of  MMS  follows  one  approach  to 
top-down  methodology.  Top-down  design  is  a  systematic  organi¬ 
sation  of  known  facts  and  known  objectives  into  a  cohesive, 
graphic  system.  The  top  level  provides  the  overview.  Then  each 
lower  level  describes  the  functional  steps  ("children")  to 
accomplish  its  "father"  level. 

The  graphic  approach  utilised  within  this  document  is 
designed  after  that  set  forth  by  SofTech,  Inc.*  Figure  11.0-1  is 
that  company's  "Structured  Analysis  Model".  Since  the  control 
flow  of  charts  is  always  from  left  to  right,  and  from  top  to  bottom, 
the  modified  SA  charts  used  within  this  document  are  easily  under¬ 
stood.  On  the  left-side  of  all  these  boxes  will  be  the  input 
data  coming  into  the  box.  The  right-side  will  identify  the  output 
data  and  the  output  control  flow.  Inside  a  box  will  be  identified 
an  activity,  which  will  be  identified  as  an  acting  verb  and  the 
object  of  that  action. 

Input  into  the  top  of  the  box  will  indicate  the  needed 
control  data,  as  input  tables,  etc.  In  most  cases,  the  linking 
between  the  boxes  or  nodes  of  a  chart  will  be  into  the  top  of 
the  box  to  indicate  implied  connecting  tables  to  achieve  that 
next  step. 

Input  into  the  bottom  of  these  boxes  will  identify 
the  mechanism  or  processor  needed  to  accomplish  the  specified 
action  named  within  the  box. 

Figure  11.0-2  shows  the  top  level  design  of  MMS.  The 

user,  in  order  to  utilise  the  MMS  configuration,  will  have  much 

*See  “Structured  Analysis  Reader  Guide",  9022-73.2,  May,  19~5,  by 
SofTech,  Inc.,  460  Totten  Pond  Road,  Waltham,  MA  02154 
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influence  on  the  total  operation  of  MMS ;  thus,  the  indication 
of  "User  Input  "  on  the  left  side.  On  the  right  side  are  three 
arrows  to  depict  total  output  which  the  user  can  obtain  through 
the  execution  of  MMS:  any  output  from  the  user’s  application 
programs,  any  DEBUG  results  when  checking  program  execution,  and 
any  PMS  data  collected  on  the  program  execution. 

The  types  or  categories  of  files  available  to  the  MMS 
user  are  four  in  number: 

1.  Emulated  H/W,  which  includes  the  instruction  set 
and  all  hardware  modules  to  emulate  the  total 
target  system. 

2.  TS  S/W,  which  will  include  the  operating  systems. 

3.  User  Pgms ,  which  includes  the  application  pro¬ 
grams  that  the  user  wishes  to  execute  under  some 
operating  system  on  the  configured  Target  System. 

4.  Environmental  Data/Pgms ,  which  includes  the  data 
files  and/or  programs  which  constitute  the  environ¬ 
ment  and  provide  input  to  MMS. 

Figurell. 0-3  shows  the  modular  design  of  MMS.  This  is  a  "busy" 
chart,  but  necessary  modules  or  programs  to  fulfill  the  mission  of  MMS  are 
shown  here  graphically  to  illustrate  their  relationships. 

The  microcode  programmer  can  use  either  an  '-E-Code  Compiler" 
or  the  "Microcode  Assembler"  to  generate  the  file  of  "Emulated 
H/W  Modules."  A  "Target  System  Configuration"  is  designed  to  be 
the  beginning  this  file  of  "Emulated  H/W  Modules".  "PEXE”  is  an 
executive  to  be  down-loaded  to  every  PE;  PEXE  is  vendor  supplied 
to  handle  interrupts  and  standard  I/O  processes  of  the  parts  of  TS. 
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The  MMS  User  calls  "SGL  [System  Generation  Loader)" 
to  help  him  to  select  the  parts  of  his  TS,  and  then  SGL  handles 
linkages.  The  MMS  User  then  calls  "RTE  (Run-Time  Executive)" 
to  finish  the  configuration  of  the  TS  software  and  to  handle 
execution  of  the  TS  programs  under  DEBUG/PMS. 

The  user  can  call  "Post  Mortem  Dump"  program  to  check 
the  static  conditions  of  any  part  of  the  TS  or  of  the  FCP 
(Facility  Control  Processor) .  This  program  can  be  called  whether 
or  not  MMS  was  operated  under  DEBUG/PMS  options. 

If  the  user  has  a  large  amount  of  data  collected  on  the 
TS  execution,  this  data  has  been  stored  within  a  file,  probably 
on  disk.  The  user  can  select  which  routines  he  wishes  to  utilize 
for  the  analysis  and  for  the  graphical  display  of  that  data. 

Another  package  required  as  part  of  MMS  is  one  necessary 
to  test  the  hardware  components  of  MMS.  The  FCP  computer  will 
have  its  set  of  diagnostic  routines.  These  will  be  exercised, 
also . 

The  nine  modules  thus  specified  will  be  the  next  nine 
sections.  Each  will  be  described  verbally.  Then  a  "Node  Tree 
Diagram"  will  specify  all  charts  necessary  to  graphically  describe 
the  functional  steps  of  that  module;  i.e.,  will  illustrate  the 
family  tree  of  diagrams.  Each  of  these  charts  will  be  composed 
of  two  to  six  pieces  (boxes  or  nodes) . 
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The  design  of  MMS  software  has  fulfilled  the  purpose 
of  being  modular.  This  modularity  has  been  carried  down  to  the 
lowest  level.  Programming  and  testing  should  "easily  follow  this  design 
standard  to  aid  modularity  of  programming  and  ease  of  documen¬ 
tation. 

As  a  review,  the  following  software  packages  are  part 
of  the  MMS  Software  Design  package: 

•  E-Code  Compiler  (Section  13) 

•  Microcode  Assembler  (Section  14) 

•  PEXE  (Section  15) 

•  Diagnostic  Programs  (JIMS  Hardware)  (Section  12) 

•  SGL  (Section  16) 

•  RTE  (Section  17) 

•  Post  Mortem  Dump  (Section  18) 

•  PMS  Off-line  Analysis  Routines  (Section  19) 

•  A  Target  System  (Section  20) 

•  Executives  for  IOP,  PMSI,  and  SRC  of  the 
’’Big  7"  (Section  23.2  -  23.4) 
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11.1 


Abbreviations  Used  in  Section  11 


DEC-X  Digital  Equipment  Corporation  computer  not  yet  specified 

E-Code  Emulation-Code  Language 

FCP  Facility  Control  Processor 

H/W  Hardware 

IOP  Input/Output  Processor 

MMS  Multiple  Microprocessor  System 

PEXE  PE  Executive 

Pgms  Programs 

PMS  Performance  Monitoring  System 

PMSI  PMS  (Performance  Monitoring  System)  Interface 

RTE  Run-time  Executive 

SA  Structured  Analysis 

SGL  System  Generation  Loader 

SRC  Shared  Resource  Controller 

Subs  Subroutines 

S/W  Software 

TS  Target  System 
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12.0  MMS  DIAGNOSTIC  PROGRAMS 

The  purpose  of  the  MMS  Diagnostic  Programs  is  to 
isolate  hardware  faults  down  to  the  functional  level.  This 
package  has  to  be  a  stand-alone  unit  that  can  test  all  components 
of  MMS  when  it  is  necessary  to  do  hardware  maintenance.  The 
same  routines  will  be  used  by  SGL  (System  Generation  Loader) 
to  determine  which  components  of  MMS  are  operational. 

The  approach  required  of  the  diagnostic  package  is 
that  all  tests  on  the  PE  level  store  the  results  in  that  PE. 

A  test  will  set  a  specified  bit  within  a  word  for  a  "good”  test 
and  another  bit  for  a  "no  good"  test.  This  table  of  results  will 
be  uploaded  to  the  FCP  as  part  of  the  total  diagnostic  package. 
Similarly,  the  modules  on  the  Master  Segment  will  be  tested, 
results  stored,  and  then  uploaded  to  the  FCP. 

The  stand-alone  diagnostic  package  will  have  the  Master 
driver  reside  in  the  FCP.  "Slave"driver  programs  will  be  down¬ 
loaded  to  the  PE's  and  to  the  necessary  modules  of  the  "Big  7". 

The  Master  in  the  FCP  will  send  start  signals  to  those  programs 
within  the  PE's  and  the  master  modules  which  are  part  of  the 
"Big  7".  After  this  initiation,  the  master  program  in  the  FCP 
will  collect  results  from  the  others.  Figure  12.0-1  shows  what 
programs  are  included  within  this  design. 

The  diagnostics  package  will  consist  of  a  main  pro¬ 
gram  which  will  call  subroutines  within  the  FCP.  The  routines 
within  the  FPC  will  comprise  the  "Master"  portion  of  the  tests. 
Figure  12.0-2  illustrates  this  approach,  and  will  also  illustrate 
the  descriptive  discussion  which  follows. 
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Section  10,  "MMS  FUNCTIONAL  DESCRIPTION" ,  discussed 
the  hardware  modules  of  MMS  and  what  the  functions  of  each  are. 

The  Master  Segment  is  comprised  of  the  "Big  7": 

MBC  -  Master  Broadcast  Controller 
FCPI  *  FCP  Interface 
PMSI  -  PMS  Interface 
IOP  -  I/O  Processor 
TAC  -  Time  Alignment  Controller 
SRC  -  Shared  Resource  Controller 
S5BC  ~  Segment  S  Bus  Controller 
Section  10  identified  the  functions  of  each  of  these  hardware 
components.  All  tables,  registers,  memories,  etc.,  of  these  modules 
need  to  be  massaged.  Tests  have  to  be  written  to  test  the  func¬ 
tional  purpose  of  each  module,  also.  Thus,  the  IOP  has  to  be 
able  to  download  data/programs  to  the  PE's;  it  has  to  be  able  to 
upload  blocks  of  data  from  a  PE  to  the  FCP.  The  PMSI  has  to  be 
able  to  accept  PMS  data  from  a  PE,  to  assess  the  PMS  function 
type,  and  then  to  select  one  of  several  control  paths.  All  these 
tests  have  to  verify  internal  actions  and  have  to  verify  the 
interactions  with  the  PE's.  Once  all  diagnostics  within  each 

« 

module  of  the  "Big  7"  have  been  processed,  the  results  are  to  be 
uploaded  to  the  FCP. 

Since  each  segment  is  a  step  lower  than  the  parts  of 
the  Master  Segment,  each  of  these  has  to  be  tested.  The  passing 
of  messages  by  the  segment  BC  (Broadcast  Controller)  and  the 
segment  CBIU  (Control  and  BIU)  between  the  Master  Segment  and  the 


individual  PE's  will  constitute  a  functional  test.  Then  the 
additional  required  tests  to  identify  board  functions  will  be 
added  later. 

The  next  lower  set  of  tests  will  be  that  needed  to 
verify  that  each  PE  is  operational.  A  diagnostic  package  will 
be  downloaded  to  each  PE.  The  "Master"  in  the  FCP  will  then 
initiate  the  execution  of  these  "slave"  programs.  The  parts 
of  the  PE  have  also  been  identified  in  Section  10. 

The  diagnostic  program  downloaded  to  Control  Store 
of  the  PE  will  have  to  verify  that  all  parts  of  the  PE  are 
operational.  The  parts  identified  in  Figure  12.0-2  are: 

BIU  -  Bus  Interface  Unit 
LM  -  Local  Memory 
Arbitration 

MIU  -  Memory  Interface  Unit 

IEU  -  Instruction  Execution  Unit 

CS  -  Control  Store 

IM  -  Internal  Memory 

PTA- Pseudo -Time  Accumulator 

Since  each  PE  has  a  word  length  of  32  bits  within 
Internal  Memory,  each  word  can  reflect  the  results  for  16  tests. 
Each  test  will  have  Control  over  the  setting  of  2  bits:  one  fo 

"good”  and  one  for  "no  good".  Some  tests  are  to  be  run  several 
times.  Thus,  a  table  is  required  for  the  storage  of  results. 

The  uploading  of  this  table  from  each  PE  to  the  FCP  through 
the  FCPI  will  constitute  part  of  the  functional  test  of  FCPI. 


The  functional  tests  could  be  identified  as: 

A.  Master  Broadcast  Controller  (MBC) 

Purpose:  to  broadcast  1-word  messages  to  all 

PE's 

Test  Pgm:  FCP  sends  a  message  to  MBC  to  broadcast 
to  all  PE’s.  When  PE  receives  this  message, 
it  will  fill  wurd  in  Test  Table  that  reflects 
MBC  Test  Complete. 

Number  of  Trials:  suggest  that  at  least  4-8 
tests  be  executed. 

B.  Master  Broadcast  Controller  (MBC) 

Test  Pgm:  one  PE  at  random  is  selected  to  send 
a  broadcast  message  to  MBC.  Again,  each  PE 
will  reflect  that  received  message  in  Test 
Table . 

Number  of  Trials:  suggest  that  at  least  4-8  tests 
be  executed. 

C.  Facilities  Control  Interface  (FCPI) 

Purpose:  to  download  or  upload  large  blocks  of 

data  or  programs. 

Test  Program:  FCP  has  the  FCPI  down-load  the 
test  programs  for  each  PE.  The  PE  can  ase 
the  FCPI  to  up-load  the  results.  (Have  PE 
also  use  IOP  to  up-load  the  control  words  of 
test  results.) 

Number  of  Trials:  one  down-load  from  FCP  to  each 
PE  should  be  sufficient. 


12-6 


Note:  The  FCPI  is  designed  to  verify  data.  One 

PE  should  also  request  this  function.  Two 
tests  should  be  used: 

a.  Verify  that  one  block  of  data  sent  twice 
does  check. 

b.  Change  n  words  for  one  set  of  data.  See 
if  n  errors  occur. 

Initially,  the  approach  was  that  the  MMS  diagnostic 
package  would  be  user  selectable.  A  menu  of  available  types 
of  tests  was  to  have  been  listed  on  a  CRT,  and  then  the  user 
would  have  selected  those  in  which  he  was  interested.  Bus 
speeds  have  been  studied,  and  the  MMS  structure  has  been  evaluated 
relative  to  the  diagnostic  requirements.  The  best  approach 
is  to  have  all  tests  run  without  any  interaction  from  the  user. 
More  positive  results  can  be  obtained,  plus  the  time  required 
for  this  total  package  is  felt  to  be  about  1  to  3  minutes. 
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Ag  -  HARDWARE  DIAGNOSTICS  [FROM  FCP  VIEW) 

The  diagnostic  package  will  have  the  "Master"module 
reside  in  FCP.  Separate  "Slave"  modules  will  be  downloaded  to 
all  PE's.  Each  number  of  the  "Big  7"  will  have  its  own  individual 
"Slave”  test  package.  The  Master  initiates  execution  of  all  the 
Slaves . 

Then  the  Master  waits  either  for  an  interrupt  from  the 
user  or  an  interrupt  from  one  of  the  slaves.  If  the  user  inter¬ 
rupts  to  request  intermediate  printouts  on  his  CRT,  the  Master 
sends  the  request  to  the  members  of  MMS .  When  the  Master 
receives  the  answers,  he  prints  the  results. 

If  the  user  wants  a  hard  copy  printout  at  the  end  of 
the  diagnostic  run,  the  Master  will  receive  all  tables  generated 
by  MMS.  These  tables  will  be  DMA'd  to  the  memory  of  FCP.  The 
Master  will  interpret  all  the  tables  and  print  a  summary  for 
the  user. 
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A0  -  HARDWARE  DIAGNOSTICS  (FROM  PE  VIEW) 

Each  PE  will  have  a  diagnostic  program  downloaded  to 
it  from  the  FCP.  FCP  will  give  the  start  message  to  the  TAC, 
which  will  start  sending  pseudo-tics  to  all  PE's. 

Each  PE  will  test  all  of  its  internal  components  and 
will  store  the  results  within  a  Diagnostic  Table.  When  com¬ 
pleted,  the  PE  will  then  send  a  completion  flag  to  FCP.  FCP 
may  request  the  results,  and  will  tell  each  PE  when  it  is  ready 
to  receive  the  results. 

Within  the  PE,  whenever  an  interrupt  is  received, 
the  PE  will  check  to  see  what  type  of  interrupt  -  PE  to  do 
something  or  PE  to  receive  results  for  storing.  If  the  PE  is 
to  respond  with  an  action,  it  will  send  what  is  requested  by 
FCP  or  by  another  component  of  MMS . 
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A0  -  HARDWARE  DIAGNOSTICS  fFROM  "BIG  7”  VIEW) 

Once  these  seven  modules  are  designed  modularly  it 
is  possible  to  define  these  tests.  Where  possible,  each 
module  should  have  tests  similar  to  those  for  the  PE's  -  one 
which  will  check  all  registers,  memories,  etc. 

Then,  the  MMS-defined  functions  should  be  evaluated  for 
each  module.  When  the  above  tests  are  done  and  the  enable  flag 
is  set,  each  module  will  accept  data  from  one  or  more  PE's  which 
will  help  simulate  the  defined  functions.  Then  several  PE’s  will 
interact  through  these  modules  on  the  Master  Segment.  If  needed, 
the  data  received  under  simulation  conditions  is  evaluated  and 
the  results  are  sent  to  a  PE  for  storage  in  its  Diagnostic  Table. 
In  other  cases,  a  message  is  sent  to  one  of  the  PE's. 
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12.1 


Abbreviations  Used  in  Section  12 


3C 

Broadcast  Controller 

BIU 

Bus  Interface  Unit 

CBIU 

Control  and  BIU 

CRT 

Cathode  Ray  Tube 

CS 

Control  Store 

Diag. 

Diagnostic 

Diag. 

Pkg.  Diagnostic  Package 

DMA 

Direct  Memory  Access 

FCP 

Facility  Control  Processor 

FCPI 

Facility  Control  Processor 

Interface 

H/W 

Hardware 

IEU 

Instruction  Execution  Unit 

IM 

Internal  Memory 

IOP 

Input/Output  Processor 

LM 

Local  Memory 

MBC 

Master  Broadcast  Controller 

MIU 

Memory  Interface  Unit 

MMS 

Multiple  Microprocessor  System 

PE 

Processing  Element 

Pkg„ 

Package 

PMS 

Performance  Monitoring  System 

PMSI 

PMS  (Performance  Monitoring 

System)  Interface 

PTA 

Pseudo -time  Accumulator 

SGL 

System  Generation  Loader 

SRC 

Shared  Resource  Controller 

S5BC 

Segment  S  Bus  Controller 

TAC 

Time  Alignment  Controller 
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13.0 


E-CODE  COMPILER 


This  higher-order  language  (HOL)  will  significantly 
simplify  the  task  of  building  emulators.  The  language  should  be 
one  with  which  the  users  can  be  comfortable.  It  enables  the  user 
to  write  instructions  such  as:  "FETCH  MACRO",  "DECODE  BIT  3, 
etc.  The  output  of  this  compiler  will  be  directly  executed  by  the 
PE's  within  MMS .  Thus,  this  E-Code  Compiler  is  used  in  place  of 
the  Microcode  Assembler. 

The  advantages  for  incorporating  the  E-Code  Compiler  into 
MMS  rather  than  the  microcode  assembler  are  many.  Less  program 
statements  will  be  required  by  the  user  to  incorporate  the  same 
emulations.  The  user  will  be  able  to  accomplish  more  emulations 
also  because  of  ease  of  use  of  the  language.  Error-free  coding 
will  result  sooner.  A  higher-level  language  is  easier  to  under¬ 
stand,  to  update,  and  to  document.  A  well-defined  E-Code 
language  will  eliminate  the  need  for  the  microcode  assembler. 

Thus,  better  implementation  of  MMS  will  save  the  user  time  and 
money . 

The  E-Code  Compiler  could  be  implemented  in  MMS,  as 
well  as  having  the  microcode  assembler.  But,  additional  money 
could  be  saved  by  implementing  this  E-Code  Compiler  and  not 
including  the  microcode  assembler. 

The  specification  of  the  HOL  language  is  not  part  of 
this  study,  but  it  is  imperative  that  this  language  be  defined 
before  the  building  of  MMS.  The  impact  of  substituting  the  E-Code 
Compiler  for  the  Microcode  Assembler  should  be  ascertained. 
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13.1 

E-Code 

HOL 

MMS 

PE 


Abbreviations  Used  In  Section  13 
Emulation  Code 

Higher-Order  Language  (also  HLL  for  Higher- 
Level  Language) 

Multiple  Microprocessor  System 
Processing  Element 
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14.0  MICROCODE  ASSEMBLER 

The  Microcode  Assembler  is  a  vendor-supplied  software 
package  that  resides  on  the  FCP.  The  purpose  of  this  package 
is  to  enable  the  programmer  to  design  the  hardware  emulation 
modules  and  the  module  to  emulate  the  target  computer  instruction 
set. 

The  programmer  using  ^he  Microcode  Assembler  would 
have  to  have  knowledge  of: 

•  the  language  set  for  the  Microcode  Assembler. 

•  the  language  set(s)  of  the  assembler(s)  for 
the  Target  System  computer(s) . 

•  the  emulation  requirements  of  the  TS ,  in 
order  to  do  emulations  to  the  required  detail. 

•  the  hardware  details  in  order  to  design  emulation 
modules . 

•  MMS  in  order  to  design  the  configuration  of  target 
systems  within  the  MMS  structure. 

The  microcode  programmer  will  thus  have  to  be  someone 
with  specialized  skills  to  enable  "good"  application  of  MMS. 

The  general  user  will  not  be  this  person.  The  microcode  programmer 
will  generate  libraries  of  emulation  modules  for  various  computer 
systems.  The  user  will  utilize  these  libraries  to  design  net¬ 
works  of  computer  systems,  or  Target  Systems. 

The  deta-il  level  of  any  emulated  device  should  be  only 
as  in-depth  as  the  purpose  of  the  emulation.  As  the  library 
of  these  emulators  increases,  a  separate  descriptive  area  should 
be  maintained  to  distinguish  levels  of  complexity.  The  use  of 
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version  numbers  should  also  be  helpful  to  identify  the  various 
levels  of  complexity.  Note  that  a  version  number  of  3  doesn't 
mean  that  it  is  more  complex  than  a  version  number  of  2;  the  3 
means  that  it  was  produced  after  version  2. 

It  is  recommended  that  the  emulation  of  the  instruction 
set  be  very  comprehensive  and  complete.  It  should  not  be  nec¬ 
essary  to  have  several  versions  of  this,  the  IEC. 

Figure  14.0-1  identifies  the  hierarchy  of  the  tip-down 
design  charts  included  for  the  Microcode  Assembler.  The  Micro¬ 
code  Assembler  will  accomplish  these  four  tasks: 

1.  Associate  symbols  and  labels  with  machine  addresses. 

2.  Produce  machine  code  (binary)  to  perform  the  specified 
functions:  emulate  the  instruction  set,  emulate  a  hardware  device, 
etc. 

3.  Connect  the  program  to  the  PE  executive  for  necessary 

services . 

4.  Produce  a  module  of  Identification  Section  and 
Program  Section  to  be  accessible  by  SGL. 
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Htgure  14.0-1  To|>-Down  Design  Charts 


C0  -  MICROCODE  ASSEMBI.FR 


The  Microcode  Assembler  accepts,  as  input,  a  source  pro¬ 
gram  in  microcode  language  format.  This  source  program  is  written 
as  part  of  the  Target  System  (TS)  Emulation.  The  output  of  the 

assembler  is  either  the  Emulation  Code  in  object  program  form  or 
an  Error  list.  The  proposed  form  of  the  object  module  is  given 

in  Figure  14.0-2. 

Using  the  proposed  format  illustrated  in  Figure  14.0-2, 
the  object  module  contains  several  header  sections  which  permit 
the  user  to  finalize  the  design  of  the  emulation  module  so  that 
it  fits  his  emulation  needs.  The  first  part  of  the  header  is  the  ID, 
which  allows  the  selection  of  the  modules  from  the  libraries.  The 
next  section,  "User  Question  Section",  allows  SGL  to  query  the 
user  as  to  his  choice  of  some  data  definitions,  speeds,  etc.  The 
"User  Register  Section"  allows  the  configuration  of  registers  of  a 
TS  computer.  If  the  emulation  is  for  some  hardware  device,  etc.,  the 
next  three  sections  allow  the  definition  of  status  words,  of  I/O 
Buffers,  and  of  I/O  Ports.  Because  the  lengths  of  the  above  areas 
are  variable,  a  specified  code  is  then  utilized  as  the  beginning  of 
the  object  code.  The  object  code  module  length  is  also  variable, 
so  another  flag  is  defined  as  Ending  Flag  for  the  object  module. 

The  next  variable  defines  the  data  area  for  the  emulation  module. 

If  this  emulation  is  for  an  instruction  set,  then  the  register  area 
and  data  area  are  defined.  If  the  emulation  is  for  a  hardware  device, 
then  timing  is  defined,  identification  of  the  assigned  Hardware/ 
Software  timer,  some  words  for  TS  status  words,  some  words  for  the 
buffer  area,  some  words  for  I/O  Port  definitions,  and  then  the  area 
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Figure  Id. 0-2  Pro.oosed  Format  of  Object  Module  created  by  Micro¬ 
assembler.  Every  Instruction. Set  or  Hardware  Emulation  Module  wil 
have  one  of  the  above  formats  so  that  3GL  can  create  the  necessary 
linkages  between  modules. 
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for  data  definition. 

Figure  14.0-2  illustrates  that  a  format  has  to  be  defined/so 
that  SGL  and  RTE  can  utilise  and  link  these  modules.  Section  20,  j 

I 

"Target  System",  discusses  this  format  and  its  need.  j 

I 

I 

The  microassembler  is  a  two-pass  assembler.  The  first  j 

pass  of  the  assembler  processes  all  of  the  source  code  and  builds; 

i 

the  Symbol  Table  and  creates  the  Data  Area  for  the  Object  Module.: 

The  second  pass  of  the  assembler  creates  the  binary  , 
microcode  instructions.  To  accomplish  this  task,  three  different 
processes  are  required.  Labels  and  instructions  need  to  be  verified 
against  the  Symbol  Table  addresses  to  insure  their  correctness. 

The  instruction  needs  to  be  decoded,  with  the  use  of  the  Encoder 
Table,  into  the  correct  number  of  binary  microcode  instructions. 

In  addition,  any  operands  need  to  be  processed  and  placed  in  the 
appropriate  binary  microcode. 

When  an  "END"  statement  has  been  encountered,  processing 
stops.  The  object  code  or  Error  List  is  output. 
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CIA  -  SET  UP  SYMBOL  TABLE 

The  setting  up  of  the  Symbol  Table  involves  two  distinct 
functions:  3uild  Identification  Section  and  Process  Microcode 
Instructions.  These  two  functions  create  one  Symbol  Table  which 
contains  all  the  information  needed  on  any  alpha-numeric  symbol 
used  in  the  source  program  module. 

If  values  have  to  be  resolved  at  SGL  time  or  if  linkage 
areas  have  to  be  defined  for  SGL  or  for  RTE,  these  areas  formulate 
parts  of  the  Identification  Section. 

At  the  same  time  that  the  Symbol  Table  is  being  built, 
the  Data  Area  for  the  Object  Module  is  being  reserved  in  memory. 
This  area  can  then  be  used  by  SGL. 
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C2A1  -  BUILD  IDENTIFICATION  SECTION 

The  building  of  the  Identification  Section  (Header, 
Question,  User  Register,  Status  Word,  I/O  Buffer,  I/O  Port)  is 
the  first  part  of  creating  the  Symbol  Table. 

The  Header  Section  does  not  involve  putting  any  entries 
in  the  Symbol  Table.  The  assembler  checks  the  name  and  version 
of  the  emulation  and  verifies  that  there  is  no  other  emulation 
with  the  same  name  and  version.  If  there  is,  then  there  would 
be  an  error  return;  otherwise,  the  entry  which  identifies  the 
EC  module  is  placed  in  the  area  (disk  file)  directory. 

The  Question  Section  contains  all  of  the  user  inputs 
that  are  resolved  at  SGL  time.  The  inputs  are  identified  by 
variable  names  used  in  the  EC  itself.  The  names  are  stored  in 
the  Symbol  Table  as  external  values.  A  memory  word(s)  in  Internal 
Memory  is  assigned  to  each  variable.  The  user  is  given  the  minimum 
and  maximum  values  (if  applicable)  and  the  default  value  for 
each  variable.  If  the  user  specifies  a  value  other  than  the 
default  value,  the  new  value  is  stored  at  the  address  indicated 
for  it  in  the  Question  Section. 

The  Status  Word,  I/O  Buffer,  and  I/O  Port  Sections 
pertain  to  the  H/W  EC  module,  and  the  User  Register  Section  per¬ 
tains  to  the  IEC  module. 

The  Status  Word  Section  defines  all  of  the  Status  Words 
used  by  the  H/W  EC's.  In  addition,  the  breakdown  of  the  Status 
Word(s)  is  given  in  this  Section.  This  breakdown  is  needed  to 
inform  SGL  of  the  format  of  the  Status  Word(s) .  Each  Status 
Word  is  given  a  memory  word(s)  ,  and  has  its  name  and  address 
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placed  in  the  Symbol  Table  for  use  in  resolving  addressing  in 
Pass  Two  of  the  assembler. 

The  I/O  Buffer  and  I/O  Port  Sections  are  handled 
similar  to  the  Status  Word  Section.  The  Symbol  Table  reflects 
the  memory  reserved  for  each  of  the  types  of  words. 

Also  for  the  modules  of  H/W  EC's,  a  place  for  Timing 
and  for  the  address  or  number  of  the  Interval  Timer  is  reserved 
in  memory. 

See  Figure  14.0-2  for  the  format  relative  to  all  emulated 

modules . 

The  User  Register  Section  contains  all  of  the  registers 
that  are  used  in  the  IEC  module.  There  are  two  purposes  for 
identifying  these  registers.  The  first  one  is  that  the  micro¬ 
assembler  needs  to  know  information  about  the  registers  to  resolve 
the  addressing  and  sizing  of  the  registers.  The  second  purpose 
is  to  allow  RTE  to  have  this  information  so  that,  during  PMS, 
register  values  can  be  accessed.  The  information  in  this  section, 
which  is  identified  by  the  microcode  programmer,  is  merely  the 
register  bit  value  in  the  IEC.  During  assembly,  the  User  Register 
Section  is  updated  with  the  actual  hardware  address  of  each 
register . 
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CZA2 


PROCESS  MICROCODE  INSTRUCTIONS 


Processing  the  microcode  instructions  on  Pass  One  of 
the  assembler  is  necessary  in  order  to  give  addresses  to  all 
labels  in  the  microcode  module.  The  input  to  this  procedure  is 
the  microcode  source  program  and  the  partially  completed  Symbol 
Table.  The  Encoder  Table  is  needed  to  correctly  increment  the 
PC.  The  output  of  this  procedure  is  a  Symbol  Table,  ready  to 
be  used  by  Pass  Two  of  the  assembler. 

Each  microcode  statement  is  located  in  the  Encoder 
Table,  and  the  corresponding  delta-value  for  the  PC  is  found. 

The  delta-value  reflects  the  number  of  words  needed  to  expand 
this  instruction.  A  check  is  made  for  a  label  in  the  statement. 
If  a  label  exists,  the  label  and  current  value  of  PC  is  stored 
in  the  Symbol  Table.  The  instruction  is  then  checked  to  see  if 
it  is  an  "END"  statement.  If  it  is,  then  Pass  One  ends.  If  not, 
the  PC  is  incremented  by  the  delta-value,  and  the  process  is 
repeated  for  the  next  microcode  instruction. 
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C1B  -  PROCESS  LABEL 

The  processing  of  the  Label  on  Pass  Two  is  done  to  insur 
that  the  current  value  of  the  PC  is  the  same  as  the  address  of 
that  Label  stored  in  the  Symbol  Table.  If  there  are  any  differ¬ 
ences,  that  error  is  stored  in  the  Lrror  List. 

► 

This  checking  process  involves:  increasing  the  PC  so 
that  it  reflects  the  correct  address  of  the  instruction  being 
.^processed,  reading  a  statement  from  the  microcode  source  module, 
and  checking  for  a  Label  on  that  statement.  If  there  is  a  Label, 
the  Symbol  Table  is  searched  for  the  Label  and  the  current  PC  is 
checked  against  the  Symbol  Table's  value.  Any  errors  are  stored 
in  the  Error  List.  If  there  is  no  Label  in  the  statement,  all 
checking  is  by-passed. 


C1C  -  PROCESS  OPCODE 

The  Process  OpCode  procedure  takes  as  input  the  micro¬ 
code  statment  that  was  read  in  the  Process  Label  section  of  the 
assembler.  The  tables  used  are  the  Symbol  Table,  the  Encoder 
Table,  and  the  Error  Table.  The  output  of  this  process  is  two¬ 
fold.  For  an  individual  statement,  the  binary  code  which  the 
statement  represents  is  passed  to  the  Process  Operand  section. 
However,  when  the  statement  being  processed  is  an  "END"  state¬ 
ment,  which  signifies  the  end  of  assembly,  the  microcode  is 
"cleaned  up"  and  the  microcode  object  module  is  output. 
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C1D  -  PROCESS  OPERAND 


In  this  Processing  section,  the  microcode  statement 
operands  are  resolved  through  use  of  the  Symbol  Table.  When  the 
value  in  the  Symbol  Table  is  found,  the  Encoder  Routine >  which  was 
determined  in  the  Process  OpCode  section,  is  updated  to  contain 
the  addresses  of  the  operands.  If  the  Symbol  Table  does  not  con¬ 
tain  the  operand,  the  error  is  noted  in  the  Error  Table. 
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Abbreviations  Used  in  Section  14 


Addr . 

Address 

BF 

Beginning  Flag 

Bfr 

Buffers 

EC 

Emulation  Code 

EF 

Ending  Flag 

FCP 

Facility  Control  Processor 

H/W 

Hardware 

ID 

Identification 

I  EC 

Instruction  Emulation  Code 

I/O 

Input/Output 

MM  S 

Multiple  Microprocessor  System 

Op  Code 

Operation  Code 

PC 

Program  Counter 

PE 

Physical  Element 

PMS 

Program  Monitoring  System 

Prt 

Ports 

RTE 

Run-time  Executive 

SGL 

System  Generation  Loader 

Trar 

Timers 

TS 

Target  System 

15.0  PE  EXECUTIVE  (PEXE) 

The  PE  Executive  (PEXE)  is  an  operating  system  which  is 
supplied  to  the  user  as  part  of  the  MMS  software.  PEXE  is  written 
in  microcode  and  resides  in  the  PE's  CS.  The  purpose  of  PEXE  is 
to  handle  the  interfacing  between  the  emulated  system  and  the 
MMS  hardware.  An  interrupt  is  sent  to  PEXE  whenever  the  emulated 
modules  need  one  of  the  services  of  PEXE. 

Basically,  PEXE  will  initialize  itself,  the  instruction 
set  (IEC),  and  all  the  emulated  modules.  Then,  it  signals  the 
user  at  the  FCP  computer  that  it  is  ready  for  execution.  When  all 
PE's  are  ready,  the  user  can  start  the  execution  of  the  TS.  User 
application  programs  are  executed,  with  emulated  modules  inter¬ 
preting  the  TS  instructions.  When  these  emulated  modules  need 
I/O  handling,  have  an  error  condition,  result  in  a  time-out, 
arrive  at  the  end  of  the  program,  etc.,  they  signal  PEXE  through 
an  interrupt.  PEXE  will  accomplish  the  desired  action,  and  will 
return  to  the  emulator  when  possible. 

Figure  15,0-1  shows  the  charts  included  to  identify 
the  functional  design  of  PEXE. 
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PEXE  consists  of  nine  types  of  operations.  One  is 
initialization  of  data  areas  for  PEXE,  the  instruction  set,  and 
all  required  emulated  modules.  The,  PEXE  has  to  be  able  to 
handle  eight  types  of  processes:  Microcode  DEBUG,  PMS/DEBUG, 
error  Interval  Timer  time-out,  I/O,  DMA  operation, pseudo-clock 
alignment,  and  job  completion.  Each  of  these  eight  steps  will 
be  discussed  individually. 


Symbol  Table 


D1A  -  INITIALIZATION  OF  DATA 

The  purpose  of  the  initialization  step  is  to  prepare 
the  TS  for  execution.  Because  the  user  may  wish  to  restart  the 
TS  at  any  time  without  having  to  go  through  reloading 
of  the  total  system,  this  step  has  to  be  present. 

One  approach  to  letting  PEXE  know  which  modules  need 
initialization  would  be  to  have  all  these  modules  store  the 
addresses  to  their  initialization  routine  within  a  special  table 
of  PEXE.  This  would  require  an  additional  step  per  module  during 
SGL. 

When  all  emulation  modules  are  stored  within  the  PE, 
a  mapping  table  is  generated.  This  table  identifies  every  module, 
its  start  address  within  Control  Store  for  instructions,  and  its 
start  address  with  .n  Internal  Memory  for  data.  All  emulation 
modules  will  have  to  follow  a  prescribed  format,  of  which  Figure  1 
is  suggested  as  a  model.  Then,  the  suggested  method  is  that  PEXE 
checks  the  first  data  word  for  every  module.  If  this  word  con¬ 
tains  an  address  to  that  module,  then  this  defines  the  initiali¬ 
zation  routine  for  that  module.  If  this  first  word  is  zero, 
then  no  initialization  is  required  for  the  module.  The  second 
word  would  then  have  to  be  the  address  to  the  routine  itself. 


CONTROL  STORE 


INTERNAL  MEMORY 


Figure  13.0-2 


Suggested  Format  for  Emulation  Modules 


DIB  -  DEBUG  MICROCODE 

"DEBUG  MICROCODE"  is  a  DEBUG  handler  for  microcode 
level  instructions.  This  is  a  handler  usable  by  the  micro¬ 
code  programmer  and  not  by  the  general  user. 

Hardware  is  present  within  the  PE  to  distinguish 
between  Run  mode  and  DEBUG  mode.  In  the  Run  mode,  micro¬ 
instructions  are  executed  as  the  Sequencer  dictates.  >fhen 
DEBUG  of  microinstructions  is  indicated,  a  specific  bit  in 
the  microinstruction  is  set.  This  action  causes  the  H/W  to 
execute  only  one  microinstruction  at  the  address  specified  by 
the  Sequencer  output.  Control  is  then  given  to  this  part  of 
PEXE . 

A  table  of  breakpoints  is  then  consulted  to  see  if 

the  user  wants  to  be  in  single-step  mode  or  if  this  is  a  true 

breakpoint.  If  none  of  the  conditions  are  met,  then  control  is 
returned  so  that  the  microinstruction  can  be  executed.  If  a 
condition  is  met,  then  the  DEBUG  results  are  sent  to  the  user. 

The  user  can  then  do  a  "stop",  a  "continue",  execute  n  instruc¬ 

tions,  execute  for  specified  period  of  pseudo-time,  or  various 
dump  and  load  status  commands. 

Since  microcode  DEBUG  is  processed  in  this  manner,  it 
will  be  very  slow.  The  user  should  judiciously  select  DEBUG 
options  at  this  level  because  of  the  great  slow-down  of  execution 
speed. 
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D1C  -  PROCESS  DEBUG/ PMS  INTERRUPT 

Whenever  a  macro-level  program,  I/O  process,  memory 
access  operation,  etc.,  has  ascertained  that  the  DEBUG/PMS  flag 
has  been  enabled  for  that  operation,  that  operation  will  send  an 
interrupt  to  PEXE.  PEXE  will  then  handle  the  data  collection 
process  through  PMSI  to  the  desired  location  in  FCP  memory. 

Upon  entering  PEXE,  because  of  the  interrupt,  PEXE  will 
stop  the  pseudo-clock  by  sending  a  stop  message  to  TAC.  If  the 
data  collection  is  run-time  and  the  event  was  not  caused  by  a 
breakpoint,  the  data  is  sent  to  PMSI.  Since  PMSI  will  handle  the 
data  and  will  stop  the  clock  if  too  much  data  is  sent  to  it,  PEXE 
will  start  the  clock  and  will  return  to  IEC.  Only  IEC  can  cause 
an  interrupt  to  PEXE  for  PMS/DEBUG  data  collection. 

If  the  event  is  run-time  and  is  caused  by  a  breakpoint, 
the  data  is  sent  to  PMSI  for  processing,  but  PEXE  has  to  wait  to 
see  what  the  user  may  now  wish  to  do. 

The  user  may  accomplish  several  types  of  actions  during 
a  breakpoint,  which  would  cause  control  to  return  to  other  places. 
If  the  user  wishes  to  continue  at  this  place  in  PEXE,  the  clock  is 
started;  control  then  returns  to  IEC. 

If  the  user  had  selected  to  do  off-line  data  collection, 
the  data  needed  is  sent  through  PMSI  to  buffer  files  within  FCP's 
memory.  After  PEXE  sends  the  data  to  PMSI,  PEXE  starts  the  clock, 
and  returns  control  to  IEC. 
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DID  -  PROCESS  ERROR  INTERRUPT 


Whenever  the  hardware  or  software  of  MMS  finds  an  error, 
an  interrupt  to  PEXE  will  handle  the  processing  of  this  error. 

The  hardware  can  find  several  types  of  errors:  parity  error,  bus 
timeout,  etc.  Software  can  handle  several  types:  access  to  non- 
eraulated  memory,  access  to  memory  not  assigned  to  user,  access  to 
module  not  emulated,  etc.  Many  other  types  of  errors  can  be  con¬ 
trolled  for  both  hardware  and  software.  The  suggested  procedure 
would  be  that  each  type  of  error  be  identified  by  a  code.  The 
user  would  identify  those  error  types  to  be  active  for  his  run. 

An  active  error  type  would  stop  the  execution  of  the  TS .  The 
FCP  would  identify  the  error  code  and  type  to  the  user. 
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DIE  -  PROCESS  H/W  INTERVAL  TIMER  INTERRUPT 


The  emulation  modules  will  have  one  of  the  16  Hardware 
Interval  Timers  assigned  to  it.  When  this  module  is  executed, 
the  real  execution  time  is  stored  in  its  Interval  Timer.  When  this 
Timer  decrements  to  zero,  an  interrupt. is  sent  to  PEXE. 

PEXE  will  stop  the  Pseudo-clock  while  it  processes  this 
interrupt.  First,  PEXE  will  determine  which  Timer  caused  the 
interrupt.  If  Timer  0  caused  the  interrupt,  then  all  Software 
Interval  Timers  are  decremented.  These  exist  as  a  stack  of  Software 
Timers  which  are  decremented  only  when  Hardware  Timer  reaches  zero; 
thus,  they  are  set  as  multiples  of  the  value  store  in  Timer  0. 

There  may  not  be  any  Software  Interval  Timers,  because  these  are 
assigned  only  when  there  are  not  enough  Hardware  Timers.  So,  after 
all  Software  Interval  Timers  have  been  decremented,  all  are  checked 
to  see  if  any  have  the  value  of  zero.  If  so,  then  the  address  of 
correct  handler  is  found  and  control  transfers  there.  When  control 
returns  from  the  Handler,  that  Software  Interval  Timer  is  reset 
and  the  pseudo-clock  is  restarted. 

If  Hardware  Interval  Timer  15  caused  the  interrupt,  then 
PMS  data  collection  based  upon  pseudo-time  is  to  be  done.  Thus, 

PMS  data  is  sent  to  PMSI  and  the  pseudo -clock  is  restarted. 

For  all  other  Hardware  Interval  Timers,  control  is 
transferred  to  the  user-assigned  Interrupt  Handler.  Then  the 
pseudo-clock  is  restarted. 

In  all  cases,  a  default  Interrupt  Handler  is  part  of 
PEXE.  This  Handler  would  allow  the  instruction  process  being 
emulated  to  continue  until  finished,  without  further  values  from 


the  pseudo-clock.  Then,  when  the  emulation  process  is  done,  control 
returns  to  the  step  in  this  phase  where  the  pseudo-clock  is  reset. 

Also,  the  Hardware  Timers  are  automatically  reset.  The 
Software  Timers  have  to  be  reset  by  software. 
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D2E5  -  EXECUTE  SOFTWARE  ROUTINE 

If  some  Software  Interval  Timers  have  been  assigned, 
they  are  all  decremented  whenever  Hardware  Interval  Timer  d 
reaches  zero  and  causes  an  interrupt  to  PEXE.  Then,  all  the 
Software  Interval  Timers  are  checked  to  see  £  any  of  these 
have  been  decremented  to  zero.  If  not,  then  control  returns 
to  the  step  in  DIE  ("Process  H/W  Interval  Timer  Interrupt") 
where  the  Pseudo-clock  is  restarted. 

If  one  of  the  Software  Interval  Timers  now  contain 
zero,  then  the  Handler  for  that  process  is  executed.  The 
logic  of  the  Handler  is  user-designed;  if  not  added  by  the 
user,  PEXE  will  have  a  default  address  to  go  directly  to  the 
next  step,  "Reset  Value  in  S/W  Timer".  Once  the  Handler  is 
finished,  the  value  is  reset  into  the  Software  Timer. 
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DIF  -  PROCESS  I/O  REQUEST 

The  hardware  emulators  for  I/O  processes  can  send  this 


type  of  interrupt  when  the  user  wishes  to  transfer  a  large  block 
of  data  from  the  FCP  to  someplace  within  the  PE  for  TS  usage,  or 
from  the  TS  in  the  PE  to  FCP  memory. 

First,  the  pseudo-clock  is  stopped.  Then  the  transfer 
of  the  data  is  done  one  word  at  a  time  over  the  MMS .  The  data  can 
be  from  memory  of  the  FCP  to  the  TS  to  emulate  input.  The  data 
can  be  from  the  TS  to  a  memory  buffer  in  the  FCP  as  output.  'Afhen 
the  total  transfer  is  completed,  the  pseudo-clock  is  started. 
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DIG  -  EXECUTE  SCHEDULER 


The  Scheduler  is  a  user-selectable  routine.  The  purpose 
for  having  the  Scheduler  is  so  that  the  user  can  do  I/O  by  inter¬ 
leaving  the  accesses  with  other  Inst.  uCt..o:i  .  ;<ecu  .  ior.*  .  .  n  *  s  ..te 

leaving  is  called  cycle  stealing.  The  reading  or  storing  of  data 
is  one  word  at  a  time.  When  each  word  process  is  completed,  an 
interrupt  is  set  so  that  the  TS  CPU  is  aware  that  this  process  is 
ready  for  restart.  Meanwhile,  control  is  returned  to  the  request¬ 
ing  emulator  so  that  it  can  continue  processing. 


D1H  -  PROCESS  PSEUDO- CLOCK  ALIGNMENT 


A  Pseudo-clock  Alignment  Interrupt  is  generated 
whenever  the  PE’s  Pseudo-clock  is  ahead  of  the  Window.  The  PE 
has  to  remain  in  an  idle  state  and  cannot  execute  any  more  macro 
instructions  until  the  other  PE's  of  the  "rS  ran  catch  up. 

If  any  Bus  Messages  have  been  accepted  by  the  BIU 
of  the  PE,  this  Handler  will  save  the  message  on  a  stack  (or 
Buffer) .  Then  the  BIU  is  free  to  send  or  receive  any  other  Bus 
Messages.  Also,  this  Handler  will  check  to  see  if  the  Window  is 
now  in  alignment  with  the  PE's  Pseudo-Time  clock.  If  yes,  then 
control  is  transferred  to  the  IEC  so  that  it  can  start  execution 
again  of  a  macro  instruction.  If  no,  then  the  Handler  loops 
back  to  again  check  for  Bus  Messages. 
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311  -  DO  GLaAT;  UP 

The  pseudo-clock  is  stopped.  'Whatever  is  needed  by 
FCP  to  complete  data  collection  is  transferred;  i.e.,  tables, 
ending  pseudo-time,  etc.  Then  the  ’’Done'*  flag  is  sent  to  the 
FCP,  where  final  MMS  housekeeping  is  done. 
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15.1  Abbreviations  Used  in  Section  15 

ADDR  Address 

BIU  Bus  Interface  Unit 

CPU  Central  Processing  Unit;  CPU  of  emulated  Computer 

CS  Control  Store 

DMA  Direct  Memory  Access 

EM  Emulation  Module 

FCP  Facility  Control  Processor 

H/W  Hardware 

IEC  Instruction  Emulation  Code 

I/O  Input/Output 

IOP  Input/Output  Processor 

MMS  Multiple  Microprocessor  System 

PC  Program  Counter 

PE  Processing  Element 

PEXE  PE  Executive 

PMS  Performance  Monitoring  System 

PMSI  PMS  (Performance  Monitoring  System)  Interface 

SGL  System  Generation  Loader 

TAC  Time  Alignment  Controller 

TS  Target  System 
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16.0  SYSTEM  GENERATION  LOADER 

The  System  Generation  Loader  'SGL)  is  the  first  soft¬ 
ware  module  utilised  by  the  user  to  configure  the  NWS  system. 

The  purpose  of  SGL  is  to  aid  the  user  in  selecting  all  the  hardware 
packages  which  emulate  the  I/O  portions  and  which  emulate  the 
instruction  set  of  all  computer  systems  which  comprise  a  Target 
system  CTS)  . 

The  user  utilizes  the  software  package  SGL  as  it  resides 
on  the  Facility  Control  Processor  (FCP,  which  is  a  mini-computer). 
Through  SGL,  the  user  scans  the  files  of  emulation  modules  which 
help  to  define  the  computer  systems  of  his  Target  System.  Once 
the  User  has  made  the  selection  of  those  modules  which  emulate  the 
peripherals  of  his  computer  system,  SGL  will  download  the  modules 
to  the  PE’s  of  MMS.  The  linkages  are,  as  much  as  possible,  auto¬ 
matically  developed.  If  necessary,  the  user  is  questioned  during 
SGL  to  help  finish  the  necessary  linkages.  Then,  these  linkage 
tables  are  saved  to  help  link  all  emulated  Computer  Systems  into 
the  desired  Target  System. 

SGL  can  be  accessed  by  the  user  in  an  interactive  mode, 
or  by  an  interactive  quick-load  mode,  or  through  a  control  file. 
These  methods  are  discussed  thoroughly  in  the  section  relative 
to  "User  Scenario",  Section  21.  Thus,  SGL  will  be  a  large,  power¬ 
ful,  software  module.  Its  name  implies  its  purpose:  to  generate 
the  TS  emulation  and  to  then  load  the  TS  so  that  it  is  ready 
for  execution. 
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Figure  16.0  sets  forth  the  diagrams  included  in  this  section 
to  accomplish  the  software  design. 
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Eg  -  MMS  SYSTEM  GENERATION  LOADER  .'SGL  j 

SGL  is  the  first  program  that  the  user  calls  so  that 
he  can  use  MMS.  SGL  will  use  the  hardware  diagnostic  package  to 
verify  the  total  number  of  PE's  (Physical  Elements  or  micro¬ 
processors)  that  are  operational.  This  allows  users,  who  need 
many  PE's  for  their  emulations,  to  verify  that  enough  PE’s  are 
operational . 

Then  SGL  allows  the  user  to  select: 

•  A  Target  System  (TS)  that  has  been  completely 
configured,  as  a  network  of  several  computers. 

•  One  or  more  computer  systems  that  have  been  com¬ 
pletely  configured,  e.g.,  an  IBM  370/155  and  a  PDP-11/45. 

•  Which  components  he  desires  from  those  available 
in  order  to  configure  his  own  computer  system. 

•  Which  interconnects  he  desires  between  any  emulated 
computer  systems,  in  order  to  design  his  own  network  system. 

A  vendor  supplied  executive  and  the  emulated  modules 
are  downloaded  to  the  PE's  by  SGL.  All  linkage  is  accomplished 
by  SGL.  When  the  TS  involves  a  shared  resource  or  needs  access 
to  an  external  device  which  is  emulated  on  the  FCP  (Facility 
Control  Processor)  computer,  SGL  also  does  the  necessary  linkage. 

The  output  from  SGL  consists  of  the  TS  configuration 
being  added  to  the  Library  File  for  future  utilication,  the  MMS 
hardware  being  loaded  with  the  emulators  of  the  TS,  and  a  set  of 
SGL  Tables  to  be  available  for  the  Run-Time  Executive.  These 
SGL  Tables  will  be  mapping  tables  necessary  to  link  in  the  TS  soft¬ 
ware  and  to  execute  the  user  programs  with,  or  without,  DEBUG/PMS. 
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E1A  -  EXECUTE  STARTUP 


Since  the  hardware  diagnostics  are  programs  to  be  written 
as  subroutines  and  since  these  can  be  then  utilized  to  functionally 
check  out  every  PE  and  all  other  hardware  of  MMS,  the  first  step 
of  "Execute  Startup"  is  to  verify  that  all  components  of  MMS  are 
operational.  This  step  will  probably  take  from  30  seconds  to  2 
minutes.  This  allows  the  user  to  know  what  is  operational  before 
trying  to  configure  a  Target  System  (TS) .  This  data  will  also 
need  to  be  saved  for  further  utilization  of  the  PE's. 

Of  course,  this  information  is  to  be  immediately  displayed 
on  the  CRT  for  the  user. 
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E1B  -  CONFIGURE  TS 

Within  this  step,  the  user  can  select  and  download 
an  existing  TS  that  has  been  configured  and  has  been  saved 
within  the  ”MMS  TS  File".  A  Target  System  (TS)  will  consist 
either  of  one  computer  system  or  of  several  computer  systems 
linked  into  a  network.  Therefore,  this  "MMS  TS  File"  will  include, 
for  each  computer  system  desired,  the  microcode  modules  for 
PEXE,  the  TS  instruction  set,  all  emulated  hardware  modules,  and 
the  necessary  emulation  of  all  interconnect  interfaces.  The 
interconnect,  such  as  a  bus,  will  have  arbitration  modules  in 
the  Shared  Resource  Controller  (SRC) ,  and  the  I/O  devices  emulated 
on  the  FCP  Computer  will  be  linked  through  the  I/O  Interface  (IOP)  . 
The  necessary  linkage  tables,  which  remain  in  FCP  memory  and 
allow  the  Run-time  Executive  (RTE)  to  function,  are  also  saved 
as  part  of  this  "MMS  TS  File". 

If  the  user  chooses  to  configure  a  new  TS,  he  then 
"grocery  shops"  through  the  library  of  emulated  hardware  modules 
and  proceeds  to  build  a  TS  of  one  or  more  computer  systems.  He 
can  select  which  PE  or  set  of  PE's  to  use  per  computer  system,  and 
he  then  identifies  the  ports  of  the  Computer  Systems  to  tie  in 
to  the  bus,  to  any  other  interconnect,  to  a  shared  resource,  or 
to  another  I/O  device  emulated  on  the  FCP.  As  the  user  designs 
his  TS,  these  emulated  hardware  modules  are  linked  with  the 
PE  Executive  (PEXE)  and  are  downloaded  to  the  PE.  If  the  user 
designs  a  TS  of  several  computer  systems,  he  also  has  to  select 
and  connect  in  the  required  interconnects. 

It  is  strongly  recommended  that  all  emulated  packages 


16-3 


written  by  a  microprogrammer  also  have  diagnostic  programs  for 
verification  of  correct  linkages  by  the  user  programmer.  It  is 
recommended  that  all  new  TS ' s  be  tested  for  correctness  by  also 
running  pertinent  TS  diagnostic  programs. 


PUXli  and  emulated 
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E2B1  -  SELECT  TS  FROM  FILE 


In  many  cases,  a  TS  will  already  be  available  for  the 
user  in  the  Configured  TS  File.  This  will  be  true  if  the  user 
has  previously  configured  the  TS  and  has  saved  the  TS  configu¬ 
ration.  A  TS  will  consist  of  one  or  more  emulated  computer  systems 
linked  together  in  a  network.  The  complexity  of  a  TS  depends  upon 
the  details  of  the  emulations  of  the  hardware  components. 

Once  the  user  has  selected  which  TS  he  desires,  the 
total  system  is  downloaded  to  the  PE's.  The  user  should  be  able 
to  specify  which  PE's  he  wishes  to  use,  or  he  can  let  these  be 
assigned  automatically.  It  should  be  possible  to  have  this  TS 
assign  the  PE's,  but  it  is  possible  that  these  PE's  may  not  be 
operational.  Or,  if  one  PE  of  a  series  may  not  be  operational, 
this  might  have  an  effect  upon  the  efficiency  of  the  total  TS ; 
i.e.,  all  PE's  required  should  reside  on  the  same  segment  within 
MMS  to  minimize  actual  bus  accesses.  It  is  suggested  that,  when 
the  user  specifies  the  TS  Name,  the  user  be  able  to  call  it  by 
number  within  a  list,  as  from  a  menu;  otherwise,  the  use  of  a 
space  at  the  wrong  spot  within  the  name  will  cause  the  user  name 
to  not  match  the  name  within  the  directory. 

The  downloading  of  code  to  MMS  will  consist  of  micro¬ 
code  to  Control  Store  within  the  PE,  to  SRC,  to  PMSI,  and  to  ICP. 
Linkage  tables  will  go  to  memory  within  the  FCP  Memory.  Other 
linkage  tables  used  by  PEXE  and  all  data  used  by  program  modules 
in  Control  Store  will  be  downloaded  to  Internal  Memory. 
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E232  -  SELECT  HARDWARE  MODULES 

This  step,  along  with  the  next  step,  is  repeated  so  that 


the  user  may  add  the  emulation  of  computer  hardware  systems  to 
his  TS  design. 

The  user  specifies  v-nich  computer  system  he  desires  wo 

emulate.  Then,  the  library  of  all  emulated  packages  available  for 
that  computer  system  is  listed.  The  user  selects  first  the  IEC, 
or  the  Instruction  Emulation  Code,  module.  If  necessary,  the 
user  responds  to  questions  which  help  to  further  refine  the 
emulation  to  fit  his  requirements.  SGL  will  update  the  user's 
preferences  into  the  data  area  of  IEC.  Then,  the  user  selects 
s.  module  which  emulates  some  hardware  which  the  user  wants  as 
part  of  this  computer  system  design.  Again,  the  user  may  be 
asked  his  preference  relative  to  some  variables  of  the  emulation, 
and  these  inputs  will  update  the  data  area  of  this  module.  The 
selection  of  hardware  modules  continues  until  the  user  is  finished. 
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E2B3  -  LINK  IN  PEXE 


At  this  point,  the  user  has  selected  the  IEC  and  all 
the  emulated  hardware  modules  to  specify  the  characteristics  of 
a  computer  system.  The  user  can  specify  which  PE's  he  wishes 
to  utilize,  or  he  can  let  SGL  do  this  for  him.  Ihe  list  of 
running,  or  operational,  PE's  is  available  for  this  selection. 

The  object  code  is  prepared  to  be  downloaded  to  the 
PE's  Control  Store  memory.  The  data  areas  required  by  these 
modules  is  prepared  for  downloading  to  the  PE's  Internal  Memory 
The  mapping  tables  for  the  storage  of  all  of  these  modules  is 
prepared,  in  order  to  enable  all  future  linkages  and  references 
to  these  modules. 

The  CS  and  IM  are  loaded  with  the  object  code  and  the 
data.  The  linkage  tables  for  PEXE  will  be  downloaded  later  be¬ 
cause  they  are  of  fixed  length  and  are  incomplete  at  this  point 

Diagnostic  Programs  should  be  processed  to  check  the 
correctness  of  emulation  and  the  linkage  between  modules  of  a 
computer  system.  Some  linkage  tables  will  need  to  be  in  IM  if 
diagnostics  are  processed.  Diagnostic  programs  are  unnecessary 
for  an  existing  configured  CS,  if  that  CS  has  already  been 
verified. 
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E2B-1  -  LINK  IN  INTERCONNECTS 


At  this  point,  the  emulations  of  the  hardware  and  of 
the  instruction  set  have  been  selected  for  the  parts  of  a  emulated 
network,  called  the  TS.  The  user  now  selects  those  interconnec¬ 
tors  -  as  buses,  shared  resources,  etc.  He  will  select  an  inter¬ 
connector  and  will  then  indicate  the  ports  of  the  I/O  devices 
which  he  wishes  to  be  connected  to  that  interconnector.  SGL 
will  then  update  the  linkage  tables  for  IOP,  for  SRC,  and  for  all 
PEXE ' s . 

Once  the  user  finishes  the  selection  of  interconnectors, 
the  parts  required  to  interface  the  shared  resources  and  the  linkage 
tables  for  SRC  are  downloaded  to  that  module.  The  SRC  should 
have  several  arbitration  schemes  identified,  and  these  modules  thus 
downloaded  will  allow  the  user  to  select  one  without  having  to 
program  it. 

Whether  or  not  the  user  has  a  shared  resource,  he  will 
be  able  to  finish  the  linkages  for  his  TS  (one  or  more  CS's)  to 
some  section  within  the  FCP.  These  linkages  can  be  to  a  memory- 
file,  to  a  tape  or  a  disk  file,  to  a  computer  program,  or  to  some 
device  external  to  FCP.  This  will  involve  buffer  areas,  pro¬ 
grams  to  maintain  these  buffers  [utility  programs) ,  interrupt- 
handlers,  linkage  tables  in  FCP,  etc.  Linkage  tables  will  also 
have  to  be  downloaded  to  the  IOP. 

Some  linkages  will  be  direct  from  PE  to  PE.  This 
section  of  the  linkage  tables  will  be  sent  to  IM  within  the  PE 
so  that  direct  accesses  can  be  made.  Again,  the  complexity  of 
such  accesses  will  be  user-dependent. 
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It  is  suggested  that  diagnostic  programs  be  available 
to  test  all  choices  for  interconnectors.  Again,  it  is  an  user 
option. 


E1C  -  SELECT  TS  OPERATING  SYSTEM 

So  far,  the  emulated  hardware  modules  have  been  down¬ 
loaded  to  the  PE's  and  all  linkage  has  been  done  so  that  the  TS 
represents  a  network  of  computer  systems.  The  linkage  tables 
(SGL  tables)  have  been  saved  to  enable  software  interfacing. 

If  it  is  possible,  in  the  future,  to  generalize  the 
various  operating  systems  so  that  an  operating  system  absolute 
module  can  be  loaded  into  Local  Memory  apart  from  the  absolute 
modules  of  the  TS  application  programs,  then  here  is  where  the 
absolute  operating  system  would  be  processed.  So  far,  the 
various  operating  systems  employ  different  approaches  to  loading 
programs  and  doing  dynamic  address  translation  and  paging. 

Virtual  memory  techniques  and  philosophies  vary.  Since  hardware 
emulators  can  be  designed,  so  also  can  software  operating  systems 
be  generalized  and  incorporated  with  interfaces. 

Therefore,  when  it  becomes  possible  to  do  so,  the 
operating  system  for  each  CS  (Computer  System)  will  be  selected 
by  the  user.  Interfaces  and  linkage  tables  will  be  created  for 
each  CS  so  that  the  user  can  select  application  programs  during 
RTE.  A  change  of  application  programs  would  not  necessitate  the 
return  to  SGL,  but  could  be  effected  during  RTE. 

Once  the  Operating  Systems  have  been  downloaded  to  all 
CS's,  then  further  diagnostics  should  be  run  to  see  that  the 
CS's  within  the  TS  can  communicate  with  each  other.  Of  course, 
the  execution  of  diagnostics  is  a  user  choice. 
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In  this  process,  the  modules  existing  on  the  Master 
Segment  are  prepared.  If  the  user  has  specified  that  a  shared 
resource  is  part  of  the  TS  and  that  the  shared  resource  requires 
some  arbitration  module,  then  SRC  needs  to  be  utilized. 

The  modules  to  go  to  CS  of  SRC  are  linked  with  the 
executive  of  the  SRC,  linkage  tables  and  data  are  prepared  to  go 
to  IM  of  SRC,  and  all  parts  are  downloaded  to  SRC. 

If  the  user  is  connecting  the  TS  to  programs  within 
FCP  or  to  some  emulated  I/O  devices  within  FCP,  he  has  been 
building  the  I/O  Port  Table  for  IOP.  Now  the  linkage  is  made 
to  the  executive  of  IOP,  and  the  IOPT  (I/O  Port  Table)  is  down¬ 
loaded  to  the  IM  of  IOP. 

FCP  retains  the  necessary  linkage  tables  required  by 
RTE  (Run-time  Executive) . 
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Abbreviations  Used  in  Section  16 

CRT 

Cathode  Ray  Tube 

CS 

Control  Store 

FCP 

Facility  Control  Processor 

H/W 

Hardware 

IEC 

Instruction  Emulation  Code 

IM 

Internal  Memory 

I/O 

Input/Output 

IOP 

Input/Output  Interface;  Input/Output  Processor 

IOPT 

I/O  Port  Table 

LM 

Local  Memory 

MMS 

Multiple  Microprocessor  System 

Oper.Sys 

Operating  System 

Op . Sys 

Operating  System 

OS 

Operating  System 

PE 

Physical  Element 

PEXE 

Executive  for  PE 

PMS 

Performance  Monitor  System 

PMSI 

PMS  Interface 

RTE 

Run-time  Executive 

SGL 

System  Generation  Loader 

SR 

Shared  Resource 

SRC 

Shared  Resource  Controller 

TS 

Target  System 
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RUN-TIME  EXECUTIVE 


The  second  package  which  the  MMS  general  user  will  call 
is  the  Run-Time  Executive  (RTE) .  The  user  has  already  called  System 
Generation  Loader  (SGL)  to  enable  him  to  configure  the  hardware 
(and  possibly  the  TS  Operating  System)  of  the  IS.  Linkage  Tables 
exist  in  the  FCP  computer  which  reflect  where  all  the  parts  of 
the  TS  now  reside. 

During  RTE,  the  user  will  link  in  the  necessary  soft¬ 
ware  and  environmental  data/programs  which  allow  the  execution 
of  the  TS.  During  execution  of  the  TS,  the  user  can  obtain 
results  from  his  application  programs,  can  do  DEBUG  processing 
on  his  program,  or  can  collect  performance  information  on  the 
application  program. 

The  RTE  is  a  large,  powerful  executive  which  will 
accomplish  much  for  the  user.  It  allows  the  user  to  execute 
different  application  programs  on  the  configured  TS  without  having 
to  re-execute  SGL.  The  linkage  tables  which  are  saved  from  SGL 
will  allow  the  user  to  change  only  the  application  programs  for 
the  TS. 

The  section  "User  Scenario"  will  discuss  the  usage 
of  RTE  from  the  user  viewpoint.  RTE  will  be  programmed  to  be 
run  interactively  from  a  CRT  or  to  be  directed  from  a  control 
file.  This  last  option  is  beneficial  for  setting  the  run  to 
execute  during  the  night  hours,  especially  for  those  runs  that 
need  a  lot  of  time  and  need  much  PMS  collection. 
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F0  -  RUN-TIME  EXECUTIVE  (RTE) 

The  Run-Time  Executive  (RTE)  supervises  all  facets  of 
executing  the  user’s  Target  System  (TS) .  The  Run-Time  Executive 
should  be  initiated  by  the  user  immediately  upon  completion  of  the 
System  Generation  Loader  (SGL)  phase.  The  SGL  initialises  and 
readies  the  Target  System  for  execution.  The  RTE  completes  the 
definition  of  TS  I/O;  optionally,  configures  user  controlled 
debugging  or  performance  monitoring,  and  then  executes  the  Target 
System. 

The  Run-Time  Executive  software  is  broken  into  four 
phases.  The  first  phase,  "Configure  Environment"  (F1A) ,  com¬ 
pletes  the  definition  of  all  Target  System  I/O  by  defining  buffer 
memory,  defining  the  handler  software,  and  updating  tables  within 
the  hardware.  The  "Configure  Debug"  (FIB)  ,  allows  the  user  to 
define  debugging  options  for  computers  within  his  Target  System. 
Rather  than  choosing  to  DEBUG  his  Target  System,  the  user  may 

execute  under  the  Performance  Monitoring  System  (PMS) .  This  third 
phase  of  RTE,  "Configure  PMS"  (FIC) ,  allows  the  user  to  select  his 
options  for  the  Performance  Monitoring  System.  The  "Execute 
TS"  (FID)  allows  the  user  to  evaluate  his  emulated  system  through 
the  interactive  use  of  either  DEBUG  or  PMS. 

The  Run-Time  Executive  utilizes  two  major  sets  to 
control  and  communicate  with  its  phases. 
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The  RTE  I/O  descriptor  (see  figure  17.0-2]  is  initiated  by  SGL 
and  is  completed  by  RTE.  It  contains  all  information  necessary 
to  set  up  and  supervise  the  operation  of  the  Target  System  I/O. 
This  data  set  contains  a  record  for  each  I/O  emulator  in  the 
Target  System.  This  record  is  a  duplicate  of  the  I/O  Port 
Table  contained  in  the  I/O  Processor  (IOP).  In  addition,  this 
record  contains  identifying  names  of  the  I/O  for  use  in  com¬ 
municating  with  the  user. 

The  second  RTE  data  set  is  the  DEBUG/PMS  Option  Table 
Format.  This  data  set  enables  RTE  to  control  the  operation  of  the 
Target  System  under  DEBUG  or  PMS.  This  data  set  contains  a  set 
of  records  for  each  computer  within  the  TS.  This  set  of  records 
is  depicted  in  Figure  17.0-3. 
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Computer  Name 


DEBUG/PMS  Flag 


Level 


Run- Time /Off -Line 


Filename  of  Symbol  Table 
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Option  Dependent 
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Figure  17.0-3 

RTE  DEBUG/PMS  OPTION  TABLE  FORMAT 
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CONFIGURE  ENVIRONMENT 


This  initial  phase  of  the  RTE  completes  the  definition 
of  the  Target  System  I/O  process.  These  definitions  consist  of 
configuring  the  I/O  support  environment  for  the  Target  System 
within  the  Facility  Control  Processor  (FCP)  computer.  For  each 
I/O  in  the  Target  System,  the  user  is  asked  to  define: 

a)  a  Handler  for  the  I/O 

b)  a  disk  file,  if  appropriate 

c)  the  I/O  buffer  sice 

d)  the  initial  "SEED”  data  for  generating  input 
data  to  a  PE 

Delaying  the  definition  of  this  information  until 
run-time  allows  the  user  the  flexibility  of  re-configuring  his 
support  environment  (i.e.,  FCP  resources)  without  the  necessity 
of  reconfiguring  his  Target  System.  Thus,  if  a  particular  I/O 
support  scheme  is  not  as  responsive  as  the  user  desires,  he  may  re 
configure  that  scheme  to  improve  that  response. 
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SET  UP  I/O  DESCRIPTOR 


This  step,  "Set  Up  I/O  Descriptor"  (F2A1) ,  begins  the 
environment  conf igurat ion  RfE  phase.  This  step  reads  an  I0PT 
entry  as  set  up  by  the  SGL  phase.  If  no  entry  is  present,  the 
environment  configuration  is  finished.  If  an  entry  is  present, 
this  step  creates  an  I/O  control  record  in  the  Run-Time  files. 
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ESTABLISH  HANDLER  FOR  I/O 


One  of  three  types  of  handlers  may  be  selected  for 
any  I/O.  These  types  are: 

t  An  existing  disk  file  within  the  FCP. 

•  An  existing  program  within  the  FCP. 

•  An  external  data  processor  whose  network  interface 
has  been  defined  within  the  FCP. 

Any  of  these  types  may  either  produce  or  consume  data 
as  required  by  the  defined  Target  System  environment. 

This  step,  "Establish 'Handler  for  I/O"  (F2A2)  ,  queries 
the  user  for  the  type  of  his  desired  handler.  If  the  user  selects 
a  disk  file,  the  user  is  queried  for  a  filename.  The  vendor- 
supplied  disk  handler,  with  appropriate  linkage  to  the  user's 
filename,  is  then  utilized  as  the  I/O  handler.  If  the  user 
selects  a  program  handler  type,  he  is  queried  for  a  program  name. 
If  the  user  selects  an  external  computer  type,  then  he  must  enter 
the  name  of  the  routine  which  handles  interfacing  with  his  de¬ 
sired  computer.  Finally,  the  user's  selected  handler  is  linked 
to  the  port  table,  IOPT,  which  resides  within  IOP. 
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Establish  Handler 
for  1/0 
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ALLOCATE  DUAL  BUFFER  FOR  I/O 


This  step,  "Allocate  Dual  Buffer  for  I/O"  (F2A3] , 
allocates  the  memory  resource  within  the  FCP  to  support  a  par¬ 
ticular  I/O.  It  is  invoked  for  each  IOPT  entry  defined  during 
SGL.  If  the  "filler"  type  is  a  disk  file,  then  •'-he  sector  sice 
of  the  FCP  mass  storage  media  is  used,  thus  minimizing  unnecessary 
user  interaction.  For  non-disk  "filler"  types,  the  user  is  allowed 
to  select  a  buffer  sice  which  is  optimal  for  this,  more  user 
intensive,  I/O. 


Allocate  Dual 
Buffer  for  I/O 


FZA4  -  FILL  DUAL  BUFFER 

For  I/O  types  that  involve  input  to  the  ?E  from  FCP, 
the  user  enters  a  "seed"  data  item.  This  allows  randomizing 
of  Target  System  inputs.  The  I/O  handler  is  always  given  the 
current  seed.  The  Handler  may  hen  apply  any  computer  program 
of  its  choice  in  generating  data  to  be  input  to  the  PE  and 
in  creating  the  new  see<J.  This  new  seed  is  stored  by  RTE  for 
the  next  call  of  the  handler. 

The  vendor-supplied  disk  handler  need  not  utilize  this 
seed  data  item.  Rather,  it  will  sequentially  read  the  user- 
specified  disk  file.  This  disk  handler  need  only  read  sequential 
disk  sectors  and  present  them  to  the  IOP  as  input  to  the  PE. 

The  seed  data  item  should  be  used,  however,  as  temporary  storage 
for  the  disk  sector  address.  This  allows  the  disk  handler  to 
be  reentrant,  as  it  must  be  capable  of  handling  many  separate 
PE  inputs . 

This  step,  "Fin  Dual  Buffer"  (F2A4),  performs  four 
functions.  First,  the  seed  data  item  is  obtained  from  the  user. 
The  I/O  handler  is  initialized.  For  PE  input  which  emulates  a 
type  as  disk  or  tape  input  data,  the  handler  is  then  executed 
to  fill  each  of  the  dual  buffers. 
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Get 


Fill  Dual  Buffer 


F2A5  -  STORE  CONNECTING  ADDRESS  IN  IGP 
This  step,  "Store  Connecting  Address  in  IOP"  (F2A5)  , 
completes  the  configuring  of  a  particular  I/O.  The  "Configure 
Environment"  phase  (F1A)  of  RTE  will  now  loop  to  process  the 
next  I/O  defined  by  the  SGL  phase.  Once  all  linkages  have 
been  completed,  the  completed  IOPT  table  is  downloaded  to  IOP. 
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CONFIGURE  DEBUG 


The  "Configure  Debug"  (FIB)  phase  is  the  second  of 
four  phases  of  the  Run-Time  Executive.  This  phase  is  highly 
interactive.  It  allows  the  user  a  powerful  means  for  analyzing 
and  debugging  his  Target  System.  The  user  may  select  for  de¬ 
bugging  any,  or  all,  of  the  PE's  in  his  configured  Target  System. 
Further,  the  user  may  choose  to  debug  his  emulator  (microprogram 
level)  or  his  application  (macroprogram  level)  for  any  given  PE. 

For  future  enhancement  to  MMS,  the  user  may  choose  to  do  DEBUG 
on  a  HOL,  but  this  feature  is  not  currently  part  of  the  MMS  system. 

The  user  scenario  is  defined  in  detail  in  Section  21. 

Every  effort  was  made  in  the  design  of  this  scenario  to  satisfy 
the  needs  of  all  levels  of  users.  The  naive  user  is  guided  through 
his  various  option  selections  by  extensive  "help"  displays.  The 
more  sophisticated  user  may  by-pass  these  "help"  displays  and 
rapidly  enter  his  options  by  concatenating  several  selections  together. 
Queries  of  the  user  and  his  responses  must  always  be  recorded  on  a 
disk  file.  This  will  allow  the  user  to  print  this  response  file 
should  any  questions  as  to  his  option  selection  arise  at  some  later 
date . 

This  phase  has  been  divided  into  seven  separate  steps. 


Ji 
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F2B1  -  CHOOSE  PROCESSOR  (PE)  FOR  DEBUG 


This  step,  "Choose  Processor  (PE)  for  Debug"  (F2B1)  , 
is  the  first  step  of  the  DEBUG  configuration  phase.  This  step 
allows  the  user  to  select  a  PE  configured  in  his  Target  System 
for  debugging.  The  user  should  be  allowed  to  make  this  selection 
in  terms  of  computers  being  emulated.  This  allows  the  user  to 
think  in  logical  terms  rather  than  having  to  remember  the  physical 
emulation  components  (PE's)  of  his  Target  System. 


Chouse  Process' 
(PE)  for  DEBUG 


F2B2  -  CHOOSE  LEVEL 

Having  selected  a  computer  to  be  debugged,  the  user 
is  queried  for  the  parameters  of  his  DEBUG  run.  This  second 
step  of  DEBUG  configuration,  ’’Choose  Level"  (F2B2)  ,  asks  three 
questions  of  the  user.  The  user  must  select  the  level  of  de¬ 
bugging.  Three  choices  are  possible:  micro-,  macro-,  or  H0L-. 
The  HOL-level  is  not  implemented  at  this  time;  however,  stubs 
are  provided  for  HOL-  level  debugging  should  this  capability 
be  added  in  the  future.  The  user  must  select  either  run-time 
or  off-line  mode  of  debugging.  In  the  off-line  mode,  the  RTE 
execution  phase  will  store  all  data  collected  by  DEBUG  in  a  disk 
file  for  later  analysis.  In  the  run-time  mode,  the  execution 
phase  will  display  all  DEBUG  data  to  the  user  as  it  is  collected. 
Finally,  the  user  may  select  a  symbol  table  file  for  use  in  his 
DEBUG  run.  DEBUG  will  use  this  symbol  table  to  convert  numeric 
addresses  and  opcodes  to  symbolic  equivalents  for  presentation 
to  the  user.  This  allows  the  user  to  think  about  his  data  in 
logical,  symbolic  terms  rather  than  in  physical  terms. 


Choose  Level 


F:B3  -  SELECT  OPTIONS 

With  this  step,  "Select  Options”  {FOBS  or  F1B4^  ,  the 
user  enters  his  debugging  options.  These  options  are  described 
briefly  here  and  in  greater  detail  in  Section  21,  "USER 
SCENARIO".  This  step  presents  identical  displays  to  the  user 
for  both  macro-  and  micro-level  debugging.  However,  not  all 
options  are  valid  for  both  levels  of  debugging.  A  powerful  set 
of  debugging  options  are  available  at  the  macro-level.  All 
macro-level  options  are  assisted  by  the  PE  hardware.  Thus,  these 
options  add  little  or  no  overhead  to  the  execution  of  the  TS 
emulation.  The  micro-level  debug  options  are  not  hardware 
assisted.  Therefore,  the  micro-  options  are  limited  to  those 
that  can  be  implemented  by  a  trap  to  the  PE  executive  software. 

In  designing  the  option,  selections  reflected  as  part 

of  the  user  scenario,  two  requirements  were  considered.  These 

•  • 

are  the  requirement  for  aiding  the  naive  user  and  the  require¬ 
ment  for  quick  and  easy  use  by  the  sophisticated  user.  This 
user  scenario  provides  an  optional  set  of  powerful  help  display 
which  lead  the  naive  user  through  each  step  of  the  option 
selection  process.  The  sophisticated  user  may  bypass  these 
help  displays  and  enter  his  selection  simply  by  concatenating 
his  various  selected  parameters. 

Briefly,  macro-level  debug  options  are: 

1.  Obtain  a  Help  display. 

2.  Abort  debug  option  selection. 

3.  Complete  debug  option  selection. 
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4.  Enter  quick  mode  of  option  selection. 

5.  Delete  a  prior  option. 

6.  Set  a  breakpoint  on: 

a.  a  specific  address 

b.  a  specific  instruction  opcode 

c.  after  a  specific  (pseudo)  time  interval 

7.  Select  a  trace  on: 

a.  a  specific  address  or  range  of  addresses 

b.  a  specific  instruction  opcode 

c.  after  a  specific  (pseudo)  time  interval 

8.  Trap  to  a  user  supplied  routine  in  the  FCP. 

9.  Error  stop  on: 

a.  bus  time-out 

b.  memory  protection  fault 

c.  execution  outside  a  specific  address  range 

10.  Inspect  a  memory  location. 

Briefly,  micro-level  debug  options  are: 

1.  Obtain  a  help  display. 

2.  Abort  debug  option  selection. 

5.  Complete  debug  option  selection. 

4.  Enter  quick-mode  of  option  selection. 

5.  Delete  an  option. 

6.  Set  a  breakpoint  at  an  address. 

7.  Trace  an  address. 

8.  Error  stop  on  either  bus  time-out  or  memory 
protection  fault. 

9.  Inspect  a  memory  location. 
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Update :  RT  Files 


Select  Options 


F2B4  -  SELECT  OPTIONS 

The  description  for  this  process  is  the  same  as  that 
for  F2B3 ,  "Select  Options". 


f:bs 


UPDATE  DEBUG  FLAGS 


This  step,  "Update  Debug  Flags"  'TLBS},  is  executed 
for  macro-level  DEBUG  options.  This  step  sets  the  hardware 


F2B6  -  UPDATE  LIN’KAG 


'ABLES 


This  step,  "Update  Linkage  Tables"  (F2B6) ,  completes 
the  configuring  of  macro-level  DEBUG  options.  This  step  modifies 
the  contents  cf  the  Memory  Interface  Unit.  The  MIU  performs 
a  logical - to-physical  address  mapping  for  the  ?E  hardware.  A 
logical  block  of  memory  within  the  emulated  Target  System  is 
mapped  to  a  physical  block  within  the  PE.  This  table  also 
includes  flags  for  initiating  DEBUG  whenever  the  block  is  refer¬ 
enced.  The  SGL  phase  initiates  this  table  as  it  down-loads  the 
user's  Target  System  software.  This  step  of  RTE  modifies  this 
table  to  set  up  the  hardware  DEBUG  flags  to  process  the  user 
selected  DEBUG  options. 
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Update  Linkage 
Tables 


F:B7  -  MODIFY  PE  MICROCODE 

This  step,  "Modify  PE  Microcode"  (F2B-) ,  completes  the 
configuration  of  micro-level  debugging.  The  PE  hardware  pro¬ 
vides  no  assistance  for  micro- level  debugging.  Thus,  each 
option  is  implemented  as  a  trap  to  PEXE.  When  a  micro-level 
DEBUG  trap  occurs  at  run-time,  PEXE  will  interact  appropriately 
with  RTE  tables  within  the  FCP. 
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Modify  Microcode 


FI C  -  CONFIGURE  PMS 


The  "Configure  PMS"  (F1C)  phase  is  the  third  of  four 
phases  of  the  Run-Time  Executive.  This  phase  configures  the 
Performance  Monitoring  System  for  the  Target  System.  PMS 

utilioes  the  powerful  trace  capabilities  of  the  RTE  DEBUG 
package  to  collect  information  about  the  TS  as  the  emulation 
proceeds.  Two  forms  of  PMS  are  available:  off-line  or  run-time. 

This  phase  begins  by  querying  the  user  for  his  trace 
options.  These  queries  are  achieved  by  executing  the  software 
defined  in  "Configure  DEBUG"  (FIB) . 

For  off-line  PMS,  an  I/O  is  configured  to  collect  the 
trace  data  and  store  that  data  in  a  disk  file.  This  file  is 
saved  for  later  analysis,  as  defined  in  Section  19.0, "PMS 
Off-Line  Analysis".  The  user  is  permitted  to  collect 
PMS  data  for  any,  or  all,  PE’s  in  his  Target  System. 

For  run-time  PMS,  the  user  is  queried  for  the  routines 
contained  in  the  PMS  analysis  library;  these  routines  are  to  be 
used  to  produce  a  display  of  the  selected  PE's  performance  in 
run  -time  as  the  emulation  proceeds.  If  the  data  from- more  than 
one  PE  is  to  be  displayed,  the  RTE  software  in  the  FCP  has  to  be 
able  to  differentiate  the  data  relative  to  a  CS  (Computer  System) . 
A  CS  may  reside  on  more  than  one  PE.  The  library  of  routines 
from  which  the  user  may  select  his  real-time  PMS  analysis  is 
identical  to  that  described  in  Section  19.0. 
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Configure  PMS 


F2C1  -  CONFIGURE  PMS  SAMPLING 


This  step,  "Configure  PMS  Sampling"  ,FZCi)  ,  is  func¬ 
tionally  identical  to  the "Configure  DEBUG"(F1B)  phase  of  RTE. 
Refer  to  FIB  for  documentation  and  charts. 
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F2C2 


CONFIGURE  PMS  STORAGE  FILE 


This  step,  "Configure  PMS  Storage  File"  (F2C2)  , 
is  executed  to  complete  the  configuration  of  a  PE  for  off-line 
PMS.  The  processing  of  this  step  is  very  similar  to  the  pro¬ 
cessing  identified  in  "Configure  Environment"  (F1A) .  This 
step  begins  by  allocating  space  on  a  disk  unit  attached  to 
the  FCP.  A  dual  buffer  is  allocated  and  associated  with  the 
disk  I/O  handler.  Finally,  the  address  of  the  dual  buffer  is 
down-loaded  to  the  IOP. 

During  the  emulation  run,  the  PE  will  output  PMS 
trace  data  which  this  configured  I/O  will  collect  and  store  on 
the  disk  file.  This  file  of  data  will  be  saved  for  later, 
off-line,  analysis. 
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F2C3  -  CONFIGURE  RUN-TIME  DISPLAY 


This  step,  "Configure  Run-Time  Display (FCCS) , 
completes  the  configuration  of  run  -time  PMS.  This  step 
queries  the  user  for  the  routines  he  desires  to  utilize  to 
construct  the  run  -time  display  of  PMS  data.  The  user  may 
choose  routines  from  a  library  of  analysis  routines.  These 
routines  are  described  in  greater  detail  in  Section  19.0. 
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Configure  Huh  Time 
Display 


FID  -  EXECUTE  TS 

This  fourth  phase  (FID)  is  called  "Execute  TS". 

Once  the  PE's  have  been  completely  configured,  the  emulation 
may  execute  with  little  or  no  interference  from  RTE,  which  resides 
in  the  Facilities  Controller  Processor.  RTE  merely  provides 
a  set  of  interrupt  handling  routines  in  order  to  support  the  emula¬ 
tion  processing.  These  interrupt  handlers  handle  the  IOP  inter¬ 
face  and  the  PMS  interface. 

The  IOP  interrupts  the  FCP  when  an  I/O  buffer  has  been 
completely  transferred,  either  to  or  from  a  PE.  This  phase 
then  executes  the  user  configured  handler  for  that  I/O  to  process 
that  buffer  for  the  next  I/O. 

The  PMS  interface  generates  an  interrupt  to  the  FCP 
whenever  any  PE  detects  a  "run-time"  DEBUG/PMS  flag  set  in  its 
MIU  or  in  other  internal  emulation  storage.  This  phase,  in  res¬ 
ponse  to  this  interrupt,  displays  appropriate  information  to  the 
user.  If  the  interrupt  was  caused  by  a  breakpoint,  then  this 
phase  allows  the  user  to  select/deselect  his  DEBUG/PMS  options. 
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F2D1  -  Initialize  Target  System 

The  user's  target  system  has  now  been  completely  de¬ 
fined  and  configured.  With  this  step,  "Initialize  Target  System" 
(F2D1) ,  the  emulation  begins.  A  start  message  is  sent  to  all 
PE's  in  the  TS.  The  user  is  then  queried  foT  a  final  "GO"/"NO—  GO" 
decision.  If  the  user  decides  to  go  ahead  with  his  emulation, 
the  MMS  Master  TAC  is  started,  and  the  emulation  proceeds. 
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Initialize 


F2D2  -  PROCESS  DEBUG 


This  routine,  "Process  Debug"  (F2D2) ,  processes  the 
run  -time  DEBUG  interrupt.  The  data  collected  by  user-configured 
option  is  displayed.  If  the  interrupt  was  caused  by  a  break¬ 
point,  then  the  user  is  given  the  opportunity  to  re-configure  his 
option  selections.  The  user  scenario  for  this  re-configuration 
is  identical  to  that  defined  for  initial  configuration.  The  user 
may  also  choose  to  stop  the  emulation  or  restart  the  emulation 
from  the  beginning.  Lastly,  the  user  may  choose  to  continue 
the  emulation,  either  in  single  step  (i.e.,  single  instruction) 
mode  or  in  free  running  mode.  This  continuation  restarts  the 
TAC. 
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DEBUG 


F2D3  -  PROCESS  PMS 


This  routine,  "Process  PMS"  (F2D3) ,  services  the  run¬ 
time  PMS  interrupt.  This  routine  reads  the  PMS  trace  data 
from  the  PE  and,  in  run  -time,  passes  that  data  to  the  user- 
selected  PMS  analysis  routine.  Finally,  this  routine  updates 
the  CRT  image  with  the  new  results  of  the  PMS  analysis. 
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Process  PHS 


F2D4  -  EXECUTE  DATA  OUTPUT  HANDLER 


This  routine,  "Execute  Data  Output  Handler"  (F2D4) , 
services  the  "Buffer  Full"  interrupt.  When  a  PE  produces  a 
data  item,  it  passes  that  data  to  the  IOP.  The  IOP  contains  an 
I/O  descriptor  indicating  where  that  data  should  be  stored, 
either  within  the  FCP  or  within  another  PE.  This  I/O  descriptor 
includes  a  buffer  pointer  and  current  word  count.  When  a 
buffer  is  full,  the  IOP  generates  an  interrupt.  This  routine 
services  that  interrupt.  This  routine  merely  executes  the 
previously  configured  I/O  handler.  That  handler  consumes  the 
PE  output  data  (input  to  the  handler)  and  passes  the  buffer 
back  to  this  routine.  This  routine  then  updates  the  new  buffer 
status  within  the  IOP. 


Handler 


F2D5  -  EXECUTE.  DATA  INPUT  HANDLER 


This  routine,  "Execute  Data  Input  Handler"  (F2D5)  , 
services  the  "Buffer  Empty"  Interrupt.  When  a  PE  requires  an 
input  data  item,  it  issues  a  request  to  the  IOP.  The  IOP 
contains  an  I/O  descriptor  indicating  the  source  of  input, 
either  the  FCP  or  another  PE.  This  I/O  descriptor  includes  a 
buffer  pointer  and  a  word  count.  Further,  this  I/O  descriptor 
also  points  to  another,  secondary,  buffer.  When  the  initial 
buffer  is  empty,  the  IOP  toggles  its  logic  to  process  the  other 
buffer  and  generates  an  interrupt.  This  routine  services  that 
interrupt  from  the  IOP.  This  routine  merely  executes  the  pre¬ 
viously  configured  I/O  handler.  That  handler  produces  new  PE 
input  data  (output  from  the  handler)  and  passes  the  full  buffer 
back  to  this  routine.  This  routine  completes  its  processing 
by  updating  the  new  buffer  status  within  the  IOP. 
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F2D6  -  TIDY  UP 


This  routine,  "Tidy  Up”  (F2D6) ,  completes  the  processing 
of  the  RTE  execution  phase.  This  routine  saves  all  pertinent 
information  generated  during  execution  of  the  emulation.  This 
information  includes,  as  a  minimum,  any  data  produced  by  any 
PE  during  the  course  of  the  emulation  and  any  off-line  DE3UG/PMS 
data  produced.  Finally,  this  routine  releases  any  FCP  resources 
acquired  during  the  emulation  run,  including  buffer  memory  and 
temporary  disk  storage. 


Tidy  Up" 
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CRT 

CS 

FCP 

HOL 

I  EC 

IEU 

I/O 

IOP 

IOPT 

MIU 

MMS 

param. 

PE 

PEXE 

PMS 

PMSI 

RT 

RTE 

SGL 

TAC 

TS 


Abbreviations  Used  in  Section  1" 

Cathode  Ray  Tube 
Computer  System 
Facility  Control  Processor 

Higher-Order  Language;  same  as  HLL  for  Higher  -  Level 
Language 

Instruction  Emulation  Code 
Instruction  Execution  Unit 
Input/Output 
Input/Output  Processor 
Input/Output  Port  Table 
Memory  Interface  Unit 
Multiple  Microprocessor  System 
parameters 
Processing  Element 
PE  Executive 

Performance  Monitoring  System 

PMS  (Performance  Monitoring  System)  Interface 

Run-time  Table 

Run-time  Executive 

System  Generation  Loader 

Time  Alignment  Controller 

Target  System 
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POST  MORTEM  DUMP 


The  purpose  of  the  Post  Mortem  Dump  is  sc  the 
user  can  get  the  contents  of  any  register  or  storage  locations  for 
the  TS  or  for  the  FCP  computer.  Just  as  DEBUG/PMS  options  allow 
dynamic  dumping  of  what  is  happening  during  execution,  the  Post 
Mortem  permits  the  static  results  of  ihe  parts  of  MMS. 

The  usual  application  of  PMD  would  be  when  the  TS  has 
stopped  because  of  an  error.  The  user  may  choose  to  stop  execu¬ 
tion  of  his  TS  at  any  time  and  then  scan  the  parts  of  the  total 
system. 

Since  the  total  MMS  may  be  quite  large  and  may  thus 
involve  many  PE’s,  the  first  step  should  be  a  listing  of  the  total 
system  which  may  be  accessed  by  the  user.  Thus,  the  user  can 
access  any  part  of  the  FCP  -  as  the  Program  Counter,  the  regis¬ 
ters,  memory  etc.  Any  module  on  the  Master  Segment,  called  the 
"Big  7",  can  also  be  accessed  because  a  table  will  exist  which 
contains  all  bus  addresses  to  these  modules.  The  list  will  iden¬ 
tify  all  parts  of  the  Computer  Systems  which  are  part  of  the  TS, 
and  will  also  identify  which  of  the  CS  parts  reside  on  which  PE. 

Another  option  available  to  the  user  will  be  that  the 
user  can  dump  to  disk  every  register,  all  memory  values,  and  other 
addressable  locations  from  all  PE's,  from  the  "Big  7",  and  from 
the  FCP.  This  would  necessitate  much  space  on  the  disk.  The 


user  could  then  print  out  the  total  dump,  as  during  the  night 
hours,  or  the  user  could  use  the  CRT  to  selectively  scan  the 
dump.  This  allows  another  user  to  quickly  utilize  MMS. 

A  suggested  refinement  is  that  the  results  from  the  TS 
software  be  compared  against  a  macrocode  table,  and  that  the 
results  be  printed  as  the  macro  instruction  along  with  the  num¬ 
eric  value.  This  numeric  value  can  be  octal,  decimal,  or  hexa¬ 
decimal.  As  further  refinements  are  made  to  the  loading  of  the 
operating  system  separate  from  the  user  application  programs,  the 
user  can  do  dumps  relative  to  program  names  or  to  variable  names 
within  the  named  program  rather  than  by  address  within  PE's. 

Figure  18.0  illustrates  the  modules  necessary  for  de¬ 
signing  the  Post  Mortem  Dump  program.  The  top  level  consists  of 
four  steps,  of  which  the  second  level  only  is  more  deeply  described. 
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G0  -  POST  MORTEM  DUMP 

The  first  step  is  to  see  what  the  user  wishes  to  do : 
to  terminate  or  to  check  contents  of  some  register  or  memory 
location,  or  to  do  a  total  dump. 

If  the  user  wants  to  check  contents  of  some  location, 
register,  etc.,  the  Summary  Table  is  listed  to  show  PE  numbers, 
the  parts  of  the  TS  stored  there,  the  parts  of  TS  stored  else¬ 
where  CIOP,  SRC,  etc.).  The  user  selects  FCP  or  a  PE,  and  then 
he  indicates  the  address.  The  result  at  that  location  is  then 

displayed  on  the  user's  CRT.  Then  the  cycle  repeats  itself  - 
what  does  the  user  now  want  to  do. 

If  the  user  wants  to  do  a  total  dump,  all  parts  of 
the  FCP,  the  "Big  7”V~a'nd  the  utilized  PE's  are  dumped  to  disk 
on  the  FCP. 


i 
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SCI.  Tables 


iluino 


GIB  -  LOCATE  ADDRESS 

Only  this  step  of  "G0  -  Post  Mortem  Dump"  needs  to  be 

further  defined.  When  the  Summary  Table  is  printed,  it  might  be: 

1.  FCP  Computer 

2.  KBC 

3.  SRC 

4.  FCPI 

5.  PMSI 

6.  IOP  -  Bus  A,  SM 

7.  S5BC 

8.  TAC 

9.  S2CBIU 

10.  S2BC 

11.  S2PE0  -  PDP-11/45 

12.  S2PE1  -  8080A 

13.  S2PE2  -  8080B 

14.  Dump  All 

The  user  would  respond  with  one  of  the  above  numbers. 
Then  the  options  available  for  that  module  would  be  listed  from 
which  the  user  selects.  If  the  user  had  selected  "12",  then  he 
might  get: 


1. 

BIU 

2. 

LM  - 

TS 

3. 

MI 

4. 

IEU 

5. 

CS  - 

PEXE 

6. 

CS  - 

EEC 

1S-6 


CS  - 

EBIU 

s. 

cs  - 

SMI 

9. 

IM  - 

PEXE 

10. 

IM  - 

IEC 

11 . 

IM  - 

EBIU 

12. 

IM  - 

SMI 

13. 

PTA 

This  list  identifies  those  areas  in  which  the  user  might 
be  interested.  If  the  user  wishes  to  look  at  memory  loaction  4025 
of  the  8080  TS ,  he  would  input: 

2  -  4025. 

This  identifies  that  the  8080  software  of  the  Target  System  is 
stored  within  Local  Memory  of  PEI,  Segment  2. 

Any  values  desired  from  the  MMS  PE's  have  to  be  re¬ 
quested  through  FCPI  on  the  Master  Bus.  These  requests  are 
really  bus  request  messages.  Any  values  requested  from  the  FCP 
are  handled  through  the  FCP. 


Locate 

Address 
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CRT 

CS 

EBIU 

FCP 

FCPI 

I  EC 

IEU 

IM 

IOP 

LM 

MBC 

MI 

MMS 

Msg. 

PMD 

PE 

PEI 

PEXE 

PMS 

PMSI 

PTA 

SGL 

SM 

SMI 

SRC 

S2BC 

S2CBIU 


Abbreviations  Used  in  Section  IS 
3us  Interface  Unit 
Cathode  Ray  Tube 
Control  Store 

Emulated  Bus  Interface  Unit 
Facility  Control  Processor 
Facility  Control  Processor  Interface 
Instruction  Emulation  Code 
Instruction  Execution  Unit 
Internal  Memory 
Input/Output  Processor 
Local  Memory 

Master  Broadcast  Controller 
Memory  Interface  Unit 
Multiple  Microprocessor  System 
Message 

Post  Mortem  Dump 
Processing  Element 
PEI 

PE  Executive 

Performance  Monitoring  System 

PMS  (Performance  Monitoring  System)  Interface 

Pseudo-time  Accumulator 

System  Generation  Loader 

Shared  Memory 

Shared  Memory  Interface 

Shared  Resource  Controller 

Segment  2  Bus  Controller 

Segment  2  Control  and  Bus  Interface  Unit 


S2PE0 

Segment  2 

PE0 

S2PE1 

Segment  2 

PEI 

S2PE2 

Segment  2 

PE2 

S5BC 

Segment  5 

Bus  Controller 

TAC 

Time  Alignment  Controller 

TS 

Target  System 
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PMS  OFF-LINE  ANALYSIS 


Whenever  the  user  has  gathered  a  let  ef  data  relative 
to  conditions  or  events  that  resulted  during  the  execution  c£  a 
program,  he  will  amass  this  data  on  the  disk  for  later  evaluation. 

The  PMS  Off-Line  Analysis  Program  \  ill  allow  the  user  to 
easily  process  this  large  amount  of  run  data.  The  user  will  be 
able  to  list  the  selected  data,  to  develop  a  frequency  table,  to 
do  straight  line  and  curve  fits,  and  to  do  statistical  analysis 
on  the  data  in  order  to  derive  a  numeric  measure. 

This  package  will  be  developed  as  a  main  program,  and 
a  library  of  routines  selectable  from  the  main  program.  The 
user  can  enhance  this  library  with  new  routines.  Note  that 
this  approach  of  a  main  routine  accessing  a  library  of  routines 
allows  the  library  to  be  utilised  during  run-time.  (See  ex¬ 
planation  under  "Run-Time  Executive",  Section  1")  The  out¬ 
put  can  be  either  lists,  tables,  or  graphs;  the  output  can  be 
produced  on  either  the  line  printer  or  on  the  CRT.  The  graphs 
for  the  line  printer  will  not  be  as  smooth  as  those  produced 
on  the  CRT. 

The  routines  available  in  the  library  will  include: 

•  Display  of  Data 

Table  printout 

Scattergram  or  Scatter  Diagram 
Histogram 

Table  printouts  from  Statistical  Analysis  Routines 
Line  fits  from  fitting  data  to  equations 
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•  Statistical  Analysis 

Frequency  Analysis 
Central  Tendency 
Measure  of  Variation 

•  Line  Fits 

Broken  Line 

Straight  Line  by  Selected  Points 
Straight  Line  by  Least  Squares 
Second  Degree  Parabola  by  Least  Squares 
Each  of  these  routines  will  be  further  detailed  before 
the  design  of  the  total  PMS  Off-Line  Analysis  Program  is  dis¬ 
cussed. 


t r 
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19.1 


Display  of  Data 


The  data  can  be 
printouts  or  listings,  or 
coordinates  as  a  graph. 


organized  and  displayed  as  either 
can  be  displayed  graphically  on  some 


The  plot  routines  should  allow  the  user  to  select  the 
mimimum  and  the  maximum  values  for  the  plots.  The  routines  can 
then  be  written  to  fit  one  of  two  ways.  The  first  is  that  the 
data  will  be  plotted  on  the  resulting  scale,  even  if  the  incre¬ 
mental  steps  are  not  numerically  logical.  The  second  way  would 
be  that  the  plot  would  closely  approximate  the  min-max  range, 
but  that  the  maximum  value  would  be  extended  to  obtain  numericall 
logical  increments.  Thus,  if  the  minimum  is  "0"  and  the  maximum 
is  "92",  and  since  the  horizontal  axis  is  100  units  long,  the 
maximum  value  would  be  extended  to  M100". 


19.1.1  Table 

Theory:  All  PMS-collected  data  has  been  stored  or.  disk.. 

To  print  the  results  in  a  tabular  form,  the  user 
should  be  able  to  print  all  collected  data  or  to  print 
selected  data  from  the  total.  Because  the  amount  of  data 
per  PMS  event  will  vary,  this  specialized  routine  should 
be  able  to  know  column  headings  relative  to  the  PMS  event. 
This  routine  should  be  callable  for  printouts  for  the  line 
printer,  for  the  CRT,  or  for  any  other  device  -  with  the 
output  form  being  specified  by  a  number.  The  final  criteria 
should  be  that  this  routine  be  callable  by  the  other 
routines  to  handle  their  output. 

Input:  KEY,  which  specifies  the  PMS  event  code. 

FILE  of  PMS  data 

TYPE,  which  specifies  either  line  printer,  CRT,  or  an 
additional  output  peripheral. 

Output:  The  table,  with  headings,  printed  on  the  line  printer, 
CRT,  or  other  peripheral. 

19.1.2  Scattergram  or  Scatter  Diagram 

Theory:  The  data  to  be  utilized  may  be  either  the  original  data 
or  it  may  be  the  derived  frequency  table.  The  X-values  will 
be  scaled  along  the  horizontal  axis,  and  the  Y-values  will 
be  scaled  along  the  vertical  axis.  Each  pair  of  X  -  Y  values 
will  represent  a  point  within  the  graph.  The  accuracy  will 
be  dependent  upon  the  scales  selected.  It  is  possible  that 
many  points  will  coincide  when  depicted  on  the  line  printer 
but  will  appear  more  dispersed  when  depicted  on  the  CRT. 
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Thus,  the  purpose  of  a  scattergram  is  to  show  relative 
relationships  of  the  data  points. 

Input:  File  of  PMS  data  (X  -  Y  values). 

LENGTH,  which  specifies  number  of  X  -  Y  values. 

TYPE,  which  specifies  either  line  printer,  CRT,  cr  an 
additional  output  peripheral. 

Output:  The  plot  on  desired  output. 

19.1.3  Histogram 

Theory:  Once  the  user  has  grouped  the  results  into  fixed  inter¬ 
vals,  it  is  easier  to  comprehend  the  frequencies  of  events 
occurring  in  all  intervals  through  a  pictorial  representation. 
A  histogram  reflects  the  intervals  on  the  abscissa  (X-axis) 
and  the  frequencies  on  the  orignate  (Y-axis).  Thus,  a  histo¬ 
gram  is  a  bar  graph,  with  the  height  reflecting  the  frequency 
which  occurs  within  the  range. 

Input:  File  of  PMS  data  (X  -  Y  values). 

LENGTH,  which  specifies  number  of  X  -  Y  values. 

TYPE,  which  specifies  either  line  printer,  CRT,  or  an 
additional  output  peripheral. 

Output:  The  plot  on  desired  output.  The  bars  can  be  one  charac¬ 
ter  wide,  or  can  be  several  characters  wide.  A  good  approach 
would  be  that  of  flexible  width,  relative  to  the  graph;  the 
center  would  be  blank,  i.e.,  only  the  outline  of  the  box 
would  be  printed. 

19.1.4  Table  Printouts  from  Statistical  Analysis  Routines 
Theory:  As  the  different  statistical  analysis  routines  are 

applied  to  the  data,  several  different  tables  are  produced. 
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The  descriptions  and  nature  of  these  tables  are  discussed 
as  part  of  those  routines.  This  description  is  included 
here  to  indicate  another  type  of  table  printouts. 

19.1.5  Line  Fits  From  Fitting  Data  to  Equations 

Theory:  As  the  different  line  fit  routines  are  applied  to  the 
data,  several  curves  can  be  produced.  The  descriptions  of 
these  curves  are  discussed  within  the  line  fit  routines. 
This  description  is  included  here  to  indicate  another  type 
of  printouts. 
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Statistical  Analvsis 


As  a  beginning  on  analysis  of  the  data  or  analysis  of 
the  frequency  table,  the  following  types  of  routines  are  in¬ 
cluded:  an  analysis  of  the  frequency  table  to  numerically  show 

the  relationships  of  the  resulting  intervals;  numeric  measuremer. 
of  the  cohesiveness  of  the  data;  numeric  measurements  of  the 
dispersion  of  the  data. 

In  all  cases,  the  input  will  consist  of  the  table  of 
X-values  and  Y-values  and  will  include  the  variable  LENGTH  to 
specify  the  length  of  this  table.  Another  table  of  length  n, 
where  n  reflects  the  total  tests  available  in  the  routine,  will 
consist  of  flags  correlating  to  tests.  Thus,  a  user  can  do  all 
calculations  or  can  select  those  he  desires. 

The  output  from  these  routines  can  be  a  table  of  re¬ 
sults,  a  printout  on  the  CRT,  or  a  line  printer  output.  This 
selection  is  by  number,  and  is  a  user  input  selection. 


19.2.1  Frequency  Analysis 

Theory:  Once  the  data  has  been  grouped  into  fixed  intervals, 
the  user  may  desire  to  assess  the  table  of  intervals.  A 
table  printout  can  present  the  analysis  of  the  frequencies. 
Method: 

First  column  is  the  range  of  the  interval. 

Second  column  is  the  midpoint  value  of  the  interval. 

Next  column  is  interval  frequency,  or  number  of  occurrences 
in  this  interval . 

Next  column  is  relative  frequency,  ot  the  interval  frequency 
divided  by  total  occurrences. 

Next  column  is  frequency  percent,  or  the  relative  frequency 
expressed  as  a  percent. 

Next  column  is  cumulative  of  the  relative  frequency,  which 
is  a  summation  of  the  relative  frequencies. 

Last  column  is  cumulative  of  the  frequency  percentage,  or 
summation. 

19.2.2  Central  Tendency 

Theory:  The  user  may  desire  some  measure  of  his  original  data 

or  of  his  grouped  data  which  resulted  when  he  did  a  frequency 
table.  Several  descriptive  measures  exist.  This  routine 
has  several  measures  of  the  cohesiveness  of  the  data. 

Method: 

1.  Mean  or  Arithmetic  Average  of  the  data. 


2.  Median  or  the  middle  observation  when  the  data  are 
arranged  in  order  of  magnitude. 

3.  Mode  or  observation  of  maximum  frequency,  which  refers 
to  the  midpoint  of  the  class  interval  with  maximum 

frequency . 

19.2.3  Measure  of  Variation 

Theory:  Once  the  user  has  grouped  his  data  into  fixed  intervals, 
he  may  wish  to  summarize  that  data  by  some  measures  of 
variation  (or  dispersion) .  These  measures  are  grouped  to¬ 
gether  to  allow  the  user  to  select  only  those  measures  which 
he  requires . 

Method : 

1.  Range  of  the  data,  which  is  the  largest  minus  the 
smallest . 

Range  *  Xmax  -  Xmin  ■  X(N)  -  X(l) 

2.  Average  Deviation  -  the  average  amount  by  which  the 
items  differ  from  the  mean. 


o.  Standard  Deviation  (or  Root-Mean-Square  Deviation) 
measures  the  deviations  from  the  mean. 


19-9 


4. 


Variance  or  Sample  Variance  -  the  square  of  the 
standard  deviation  of  any  distribution. 


S 


2 
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19.3 


Line  Fits 


The  user  can  apply  any  straight  line  or  curve  fitting 
techniques  to  his  data.  Any  of  the  resulting  lines  will  repre¬ 
sent  his  data.  Thus,  a  family  of  straight  lines  can  result;  a 
family  of  parabolas  can  result;  families  of  higher-order  curves 
can  result.  Thus,  the  user  cannot  select  a  line  which  does  not 
represent  his  data.  But,  a  line  of  each  family  type  bes t  fits 
the  user's  data,  and  there  exits  one  line  and  only  one  line 
which  best  fits  the  data.  The  user  has  to  decide  this  for  him¬ 
self. 

The  methods  presented  here  are  those  which  are  most 
popular  and  which  have  greatest  reliability.  The  needed  input 
consists  of  the  X  -  Y  values  and  length  of  the  table.  When  the 
user  selects  an  output  medium  ^as  line  printer,  CRT,  or  other), 
this  will  constitute  his  output . 
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19.3.1  Broken  Line 

Theory:  Assuming  that  the  user  has  the  data  in  the  form  desired 
(as  a  frequency  table)  ,  he  may  wish  to  graphically  depict 
the  data  in  a  simple  form.  A  broken  line  graph  plots  the 
data  with  connecting  lines  to  reflect  behavior  of  the  data. 

Method:  The  output  on  the  CRT  will  reflect  a  truer  picture  of 
this  plot  because  it  can  better  draw  the  connecting  lines. 
The  points  should  be  indicated  on  all  output,  with  an 
attempt  to  indicate  the  connecting  lines.  The  size  of  the 
plot,  and  thus  the  scaling,  will  follow  that  outlined  in 
paragraph  19.1. 

19.3.2  Straight  Line  by  Selected  Points 

Theory:  When  fitting  the  data  to  an  observation  line,  the 

points  are  selected  to  be  those  near  the  two  ends  of  the 
frequency  distribution.  Therefore,  the  two  points  repre¬ 
senting  the  average  of  the  first  and  last  intervals  become 
the  end  points  of  this  straight  line.  The  output  will  be 
more  meaningful  if  a  scattergram  is  also  printed  with  this 
graph. 

Method:  Solve  the  pair  of  equations: 

Y^  *  a  ♦  bX^ 

Y2  *  a  +  bX^ 

to  get  a  and  b.  Then  the  resulting  line  will  be  along  the 

line:  Y„  •  a  +  bX  . 

n  n 
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19.3.5  Straight  Line  fay  Least  Squares 

Theory:  When  fitting  the  data  to  a  linear  function,  the  obser¬ 

vations  will  deviate  from  the  assumed  functional  relation¬ 
ship.  It  is  assumed  that  the  values  of  X  do  not  have  cero 
errors,  but  that  these  errors  are  small  on  comparison  cc 
the  variability  of  Y.  Therefore,  this  method  produces  the 
one  line  from  which  the  sum  of  the  squares  of  the  errors  is 
the  smallest  possible  for  any  line  fitted  to  the  data. 

Method:  Need  to  solve  for  a  and  b  in  the  following  two  normal 

equations : 

Na  ♦  b£X  •  ZY 

alX  +  bZX2  =  ZXY 

where  N  is  number  of  observations 
X  is  the  input  X-values 
Y  is  the  input  Y-values. 

With  the  values  of  a  and  b,  we  get  the  line  Y  =  a  +  bX. 

19.5.4  Second  Degree  Parabola  by  Least  Squares 

Theory:  The  method  of  least  squares  can  also  be  applied  to  the 

data  to  result  in  a  second-degree  parabola  which  is  more 
likely  to  be  right  than  any  other  second-degree  parabola  if 
the  residuals  are  normally  distributed.  In  order  to  obtain 
the  equation  of  a  parabola,  Y  *  a  +  bX  +  cX“,  we  need 
to  solve  three  equations. 

Method:  Need  to  solve  for  a,  b,  and  c  in  the  following  set  of 

three  normal  equations: 
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Na  +  b:x  +  CIX"  =  :y 

alX  +  bIX2  +  cTX3  =  I (XY) 

alX2  ♦  b"X3  ♦  cZX4  -  Z(X2Y) 

With  the  values  of  a,  b,  and  c,  we  have  the  equation  of 
the  curve:  Y  =  a  +  bX  +  cX2 . 
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19  .  -1  General  Routines 

A  library  of  general  routines  should  be  available  to 
allow  the  user  to  scan  the  file  of  PM S  data.  The  output  could 
be  a  total  of  the  number  of  "hits”  or  occurrences  of  a  specified 
PMS  event,  cr  key.  jr ,  this  output  could  '  •:  the  "  1  e  ere:  d  f: 
some  of  the  statistical  analysis  programs  cr  for  the  plots  . 

When  the  user  wishes  to  reiace  the  data  file  to  a 
frequency  table,  which  reflects  the  total  number  of  occurrences 
within  some  range  of  X-values,  this  routine  has  to  be  available. 
This  routine  allows  the  user  the  option  of  applying  the  original 
data  set  or  a  frequency  table  to  the  other  routines  within  this 
PMS  library  of  routines. 


19.4.1  Summary 

Theory:  The  user  can  use  any  file  of  data  that  exists  within  a 

file.  By  specifying  the  total  number  of  colums  per  set  of 
data,  and  then  identifying  one  of  the  columns  as  the  "key", 
the  user  can  then  collect  all  rows  or  occurrences  in  which 
'a  specified  condition  happens  within  the  named  column. 

Method:  The  user  identifies  total  columns  per  table,  or  file. 

Then,  by  number,  he  identifies  the  important  column.  Then, 
he  specifies  the  condition  of  that  column  in  which  he  is 

interested.  The  output  could  be  a  numeric  value  showing 

length  of  the  scan,  and  a  file  of  that  length  which  contains 
all  "hits". 

19.4.2  Frequency 

Theory:  The  user  should  be  able  to  apply  a  set  of  range  values 

to  the  set  of  X-values,  and  to  develop  a  set  of  Y-values 
which  indicates  the  number  of  occurrences  within  each  of 
the  increments . 

Method:  The  user  specifies  the  minimum  and  maximum  values  of  the 

X-scale.  He  then  decides  the  step  values  to  apply  to  this 

X-scale.  The  input  table  is  scanned  to  count  total  events 
within  each  incremental  block.  This  frequency  table  is 
utilized  as  input  to  many  of  the  other  routines,  but 
the  results  of  these  other  routines  can  vary  because  of  the 
choices  of  the  user  within  this  routine. 
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Top-Down  Design 

The  PMS  Off-line  Analysis  program  consists  of  the  main 
driver  routine  which  can  call  any  of  utility  packages  as  sub¬ 
routines.  The  library  of  utility  programs  can  be  expanded  by  the 
user.  Figure  19.6  reflects  the  charts  included  in  this  design. 
Not  much  detail  is  required  in  the  functional  design  of  this 
package . 


l-'igure  19.6  Top-Down  Design  Chart 


H0  -  PMS  OFF-LINE  ANALYSIS 

When  the  PMS  Off-Line  Analysis  package  is  called,  the 


user  sees  the  list  of  all  routines  available  to  him.  He  selects 
one-by-one  those  routines  that  he  wants  processed.  If  the  user 
doesn't  want  to  run  in  the  interactive  mode,  he  should  be  able 
to  list,  at  one  time,  all  routines  to  be  processed. 
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SELECT  ROUTINE 


When  the  user  initiates  the  PMS  Off-Line  Analysis  pro¬ 
gram  or  when  he  prints  the  results  of  a  previously- run  routine, 
he  can  select  the  routine  from  a  list  of  those  available.  Once 
one  is  selected,  that  routine  is  called;  control  passes  to  that 
routine . 
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EXECUTE  ROUTINE 


If  the  user  has  a  frequency  table  ready  to  access, 
this  file  is  read  into  memory.  If  the  user  wishes  to  generate 
that  data  file,  he  processes  the  original  data  file  through 
the  routine  that  creates  his  frequency  table  values.  Once  this 
table  of  frequency  values  is  created,  the  user  may  wish  to  save 
this . 

The  desired  routine  is  then  executed.  The  input  may 
be  the  newly  created  frequency  table,  a  previously-created 
frequency  table,  or  the  original  data  file.  The  output  will  be 
a  table  of  values  which  forms  the  input  into  a  display  routine. 
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DISPLAY  RESULTS 


Most  routines  have  the  ability  to  automatically  dis¬ 
play  that  data.  The  user  can  utilize  the  display  as  part  of 
that  routine  or  he  can  save  the  results  to  use  as  input  to 
another  one  of  the  routines. 
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Abbreviations  Used  in  Section  19 


CRT  Cathode  Ray  Tube;  a  terminal 

PMS  Performance  Monitoring  System 


2  0.0  TARGET  SYSTEM 

Target  Svsten  TS'  ,  in  the  context  of  MMS .  describe? 
the  system  to  be  emulated.  A  TS  emulation  is  included  as  part 
of  this  MMS  package  for  two  reasons.  First  ,  it  is  not  possibi 
to  show  that  MMS,  once  built,  works  or  that  it  works  correctly 
without  having  a  test  system.  Second,  the  TS  t.nuiatic.i  package 
illustrates  how  to  utilize  MMS  and  how  to  emulate  the  different 
techniques . 

Section  20.1  discusses  the  format  of  all  emulation 
modules.  Section  20.2  identifies  a  proposed  TS .  Section  20.3 
discusses  the  emulation  of  PDP-11/45,  which  is  part  of  the  pro¬ 
posed  TS,  while  Section  20.4  then  discusses  the  rest  of  the  pro 
posed  TS  -  the  INTEL  8080.  Section  20.5  is  included  to  discuss 
the  approach  towards  the  handling  of  registers  of  the  emulated 
computers . 
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20.1 


Emulation  Modules 


Section  14  covered  the  "Microcode  Assembler”  and  how 
to  organize  each  emulation  module.  Several  header  blocks  were 
created,  in  order  that  the  user  could  "fine  tune"  some  of  the 
emulators;  this  is  because  the  user  has  these  same  choices  when 
installing  the  actual  hardware. 

Section  16  covered  "System  Generation  Loader  (SGL)", 
and  how  SGL  processed  these  emulation  modules. 

This  section  will  discuss  the  steps  for  creating  the 
emulation  modules  for  the  proposed  TS.  Figure  20.1  identifies 

the  family  chart  for  the  Target  System  emulation. 

Thus,  every  Computer  System  will  follow  this  format 

to  create  the  module  for  the  instruction  set  and  for  the  separate 
modules  to  emulate  the  individual  parts  of  that  Computer  System. 
Also,  suppose  the  emulated  Computer  System  involves  a  disk 
controller  with  two  disk  units.  If  the  user  only  wishes  to  access 
one  disk  unit,  then  he  can  emulate  the  necessary  portions  to 
allow  I/O  and  need  not  emulate  the  controller. 
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10  -  TARGET  SYSTEM  EMULATION 

The  Target  System  Emulation  is  a  series  of  actions 
by  the  microcode  programmer.  These  actions  result  in  a  Symbol 
Table  and  microcode  object  module  existing  in  the  host  system, 
which  can  be  linked  through  SGL  with  other  modules  to  create  a 
Target  System. 

This  emulation  involves  eight  major  steps.  These 
steps  are:  Identify  ID  of  H/W  Emulator,  Identify  TS  User  Inputs, 
Identify  Status  Words,  Identify  I/O  Buffers,  Identify  Timing, 
Create  IEC  Microcode  Module,  or  Create  H/W  Microcode  Module.  This 
creates  the  source  of  the  emulation  module.  The  majority  of  the 
work  required  to  carry  out  these  functions  is  done  by  the  micro¬ 
programmer  rather  than  by  software.  However,  the  Microcode 
Assembler  does  take  care  of  assembly  of  the  microcode  source 
module  to  create  the  Symbol  Table,  and  assembled  microcode 
object  module. 

Note:  For  any  of  the  following  tables  that  are  being 

built  for  input  to  the  assembler,  the  microcode  programmer  can 
have  the  general  user  specify  any  variables  at  SGL  time.  (See 
the  section  on  Identifying  TS  User  Inputs) . 
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11A  -  IDENTIFY  ID  OF  H/W  EMULATOR 


The  purpose  is  to  identify,  to  the  system  and  to  the 
user,  information  concerning  the  module  being  created.  This  in¬ 
formation  might  include  the  following  descriptive  data: 

Machine  Type,  Version  of  Emulator,  Name  of  Machine,  Author’s  Name, 
Date  Created,  and  File  Length.  Once  the  format  of  this  section 
is  set,  then  all  emulators  will  contain  this  information  in  the 
prescribed  format. 

All  of  this  ID  information  is  given  by  the  programmer 
in  the  form  of  a  Header  Table.  The  programmer  will  place  this 
information,  in  a  standard  format,  at  the  beginning  of  the  Target 
System  Emulation  Module.  The  Microassembler,  when  it  assembles 
this  Emulation  Module,  will  also  place  this  Header  Table  in  the 
system  directory  which  identifies  all  emulation  modules.  At 
this  point,  the  assembler  will  add  to  the  Header  Table  a  reference 
to  the  storage  of  the  emulation  load  module.  This  reference  will 
probably  be  in  the  form  of  a  disk  file  name. 
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11B  -  IDENTIFY  TS  USER  INPUTS 


Identifying  User  Inputs  allows  the  user  a  certain 
amount  of  flexibility  when  a  Target  System  is  actually  generated 
Through  SGL,  the  user  will  specify  the  system  variables  which 
are  correct  for  his  system.  These  system  variables  are  identi¬ 
fied  to  SGL  by  the  creator  of  the  microcode  module.  These  var¬ 
iables  make  up  the  Question  Section  of  the  module. 

The  creator  of  the  microcode  module  sets  up  the  Ques¬ 
tion  Section  by  identifying  certain  information  for  each  system 
variable.  This  information  is:  the  question  number,  the  var¬ 
iable  name,  the  default  value,  and  the  upper  and  lower  limits. 
The  question  number  might  refer  to  a  master  table  of  questions 
maintained  by  SGL  so  that  this  section  of  the  emulator  will  not 
have  to  be  so  large.  The  variable  name  corresponds  to  the  name 
in  the  microcode  module  symbol  table. 

The  Symbol  Table,  upon  assembly  of  the  microcode 
module,  will  contain  references  to  these  User  Inputs  .  The 
variables  will  be  flagged  as  User.  Since  the  variables  are  only 
defined  at  SGL,  an  additional  field  in  the  Symbol  Table  refers 
to  the  address  at  which  SGL  should  place  the  value  of  the  symbol 
The  assembler  handles  any  addressing  indirectness  which  might 
occur. 
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I1C  -  IDENTIFY  STATUS  WORDS 

The  purpose  is  to  identify  to  the  system  all  of  the 
hardware  status  words  which  will  exist  as  part  of  the  emulation 
being  created.  These  status  words  need  to  be  made  available  to 
both  the  Target  System  and  the  microcode  source  module.  This  is 
accomplished  by  creating  a  Status  Word  Table  which  is  placed 
in  the  microcode  source  module  along  with  all  other  tables  and 
microsubroutines . 

The  creator  of  the  microcode  module  needs  to  specify 
certain  information  about  each  status  word.  This  information 
includes:  name  of  status  word,  size  in  bits,  and  number  of  fields 

in  the  status  word.  Then  each  field  needed  within  the  status 
word  is  identified  by  name,  bit  size,  and  its  position  in  the 
status  word. 

As  in  the  other  tables,  upon  assembly  by  the  Micro¬ 
assembler,  all  status  words  will  be  given  a  place  in  the  Symbol 
Table  which  will  include  the  name,  address,  and  addressing  infor¬ 
mation.  The  Status  Word  can  also  be  a  User-defined  variable. 
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IIP  -  IDENTIFY  I/O  BUFFERS 


I/O  buffers  need  to  be  identified  to  the  system  to 
ensure  that  data  that  is  input  or  output  through  a  system  de¬ 
vice  is  stored  in  the  proper  place  with  the  sufficient  number 
of  words. 

The  microcode  module  author  needs  to  identify  the 
name  of  the  buffer,  the  word  size  of  each  word,  and  the 
number  of  words  in  the  buffer.  After  he  has  identified  all 
of  the  I/O  buffers,  he  places  the  I/O  Buffer  Table  into  the 
microcode  module. 

During  assembly,  the  I/O  Buffer  Information  "ill  be 
added  to  the  Symbol  Table.  Then,  an  emulator's  I/O  buffers 
will  exist  in  the  PE's  Internal  Store.  The  address  is  stored 
in  the  Symbol  Table  along  with  each  buffer  entry. 
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IDENTIFY  I/O  PORTS 


I1E  - 

The  I/O  Ports  need  to  be  identified  to  the  system 
so  that  other  emulated  hardware  can  communicate  with  this  micro¬ 
code  module.  The  information  supplied  by  the  author  is  assembled 
in  the  form  of  a  Port  Linkage  Table. 

There  are  two  sections  to  this  table:  I/O  Port  De¬ 
vice  Code  and  the  space  for  assigned  Interval  Timer  Number 
associated  with  this  port.  The  I/O  Port  Code  associates  the 
address  in  the  Symbol  Table  at  assembly  time  with  the  code  of 
the  I/O  Port  in  the  microcode  source  module.  The  I/O  Port  De¬ 
vice  Code  is  supplied  by  the  device  manufacturer,  and  is  inserted 
by  the  microcode  programmer.  The  interval  timer  number  is  assign 
ed  by  SGL. 

The  microassembler  will  build  the  Symbol  Table  and 
resolve  the  addressing  in  control  store  for  the  ports  identified. 


I  .lull  I  i  I  y 
I/O  Ports 


I  IF  -  IDENTIFY  TIMING 

The  timing  of  the  microcode  module  needs  to  be  iden¬ 
tified  to  the  system  in  order  to  synchronize  timing  between 
H/W  emulators.  A  timer  is  identified  by  Device  Code,  Rate,  and 
associated  fields  of  timer  word.  Each  timer  is  also  identified 
by  a  timer  number. 

The  builder  of  the  emulation  module  specifies  in  the 
Timing  table  the  device  code  and  the  rate.  The  assembler  resolves 
all  references  to  the  timing  through  building  of  the  Symbol  Table. 


11  G  -  CREATE  I  EC  MICROCODE  MODULE 

The  generation  of  an  IEC  microcode  module  is  needed 
in  order  to  emulate  a  particular  Taget  System  instruction  set. 
This  IEC  module  needs  to  perform  many  functions.  These  functions 
are  repeated  in  sequence:  fetch  TS  instruction  from  the  Load 
Module,  decode  instruction  to  obtain  the  Opcode,  and  execute 
the  appropriate  microsubroutines. 

The  creator  of  the  microcode  module  needs  to  write 
microcode  which  will  perform  the  above  operation.  This  code, 
in  a  descriptive  format,  is  appended  to  the  tables  that  have 
previously  been  created.  The  Microassembler  will  assemble  the 
entire  microcode  source  module  and  produce  a  microcode  object 
module  and  its  Symbol  Table.  This  output  of  the  assembler  is 
suitable  for  use  by  SGL. 
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I1H  -  CREATE  H/W  MICROCODE  MODULE 
Hardware  microcode  modules  are  used  to  emulate  a 
particular  hardware  device.  The  emulation  involves  handling 
actual  I/O  processes  as  well  as  the  emulation  of  I/O.  The  H/W 
microcode  module  must  be  able  to  distinguish  between  the  two, to 
execute  the  correct  microcode,  and  to  store  the  results  in  the 
correct  memory  or  status  word  address. 

The  microcode  is  written  in  the  same  microassembler 
code  as  the  IEC  module.  This  H/W  module  is  then  ready  for 
assembly  by  the  Microassembler. 
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PROPOSED  TARGET  SYSTEM 


The  previous  section  (20.1)  described  the  needed  in¬ 
formation  within  every  emulation  module.  The  information  has  to 
follow  some  prescribed  format  in  all  cases,  and  one  format  was 
suggested. 

A  Target  System  (TS)  consists  of  one  or  more  Computer 
Systems  (Cs) .  Each  Cs  will  have  one  emulation  module  for  the 
instruction  set,  which  is  called  the  IEC  (for  Instruction  Emu¬ 
lation  Code).  The  IEC  will  include  the  description  of  the  word 
length,  registers,  memory  size,  etc.  The  needed  I/O  units  are 
individually  emulated,  and  the  detail  of  these  emulations  de¬ 
pend  upon  the  reason  for  the  emulation.  Thus,  if  the  emulator 
of  the  disk  is  to  study  data  transfer  without  regard  to  the  place¬ 
ment  of  that  data  on  the  disk,  then  the  emulation  doesn't  need 
the  added  detail  on  latency  times,  access  times,  etc. 

The  proposed  Target  System  to  be  emulated  involves  two 
Intel  8080 's  and  a  PDP-11/45,  which  are  able  to  communicate  to 
each  other  over  a  bus.  The  two  8080 's  share  memory.  The 
PDP-11/45  has  two  perpheral  devices:  a  magnetic  tape  drive  and 
a  disk  drive.  (See  Figure  20.2). 

There  are  two  main  groups  to  this  emulation:  8080 
modules  and  11/45  modules.  The  8080  modules  include  the  Instruc¬ 
tion  Emulation  Code,  the  Shared  Memory  emulation,  and  the  emulation 
of  the  interprocessor  communications.  The  11/45  modules  include 
the  Instruction  Emulation  Code,  the  disk  drive  and  controller, 
the  magnetic  tape  drive  and  controller,  and  the  emulation  of 
interprocessor  communications. 
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Figure  20.2  TS  To  He  liiim  luted 


The  disk  and  tape  units  on  the  11/45  will  interface  to 
the  FCP  Computer  through  the  IOP  (I/O  Processor).  The  shared 
memory  between  the  two  8080 's  will  interface  through  the  SRC 
(Shared  Resource  Controller) .  The  emulated  bus  between  the 
PDP-11/45  and  the  two  Intel  8080 's  is  a  simplified  bus  which 
illustrates  one  possible  bus  function;  it  is  called  "Bus  G"  to 
identify  it  as  a  non-standard  device. 

Each  emulation  module  also  requires  a  diagnostic 
package  which  the  user  utilizes  to  verify  the  correct  utilization 
of  that  emulation  module.  "System  Generation  Loader"  (Section 
16)  and  "User  Scenario"  (Section  21)  further  discusses  the 
purpose  and  approach  to  these  test  packages. 
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-0.3  Emulation  of  PDP-11 

The  Target  System  involves  one  PDP-11  05  or.  a  bus  wi*'^ 
two  Intel  SOSO's.  The  11,45  utilizes  a  magnetic  tape  as  input 
and  a  disk  device  for  output.  These  were  selected  to  illustrate 
how  to  model  these  well-utilized  peripherals,  and  also  how  to 
interface  the  TS  with  files  of  the  FCP  through  the  IIP.  The  bus 
between  the  11/45  and  the  SCSO’s  is  designed  so  that  the  11 '45  is 
the  Master  and  the  SOSO's  are  the  slaves. 

10.5.1  Emulation  Modifications 

Due  to  the  way  the  PDP-11/45  handles  peripheral  devices, 
two  routines  need  to  be  added  to  the  Instruction  Fetch  cycle. 

These  routines  are  the  device  interrupt  handler  and  the  device 
operation  handler. 

Each  peripheral  device  has  an  interrupt  vector  address 
which  can  not  be  changed  by  software.  This  interrupt  vector 
points  to  the  location  in  memory  which  contains  the  interrupt 
service  routine.  Following  the  interrupt/vector/memory  location 
is  the  device  interrupt  priority.  Within  the  emulation,  each 
device  has  an  interrupt  flag  which  is  turned  on  when  the  device 
wishes  to  interrupt  the  processor.  During  the  Fetch  cycle  when 
any  flag  is  detected  on,  the  priority  of  that  interrupt  is  check¬ 
ed  to  see  if  it  has  a  higher  priority  than  the  processor.  If  the 
priority  is  higher,  control  is  passed  to  the  appropriate  interrupt 
service  routine;  otherwise,  the  interrupt  is  ignored. 

The  Interrupt  Service  Routine  (ISR)  is  part  of  the 
PDP-11/45  applications  software.  Before  control  is  given  to  the 
ISR,  the  Program  Counter  and  Processor  Status  Word  are  saved  on 
the  processor  stack. 
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The  device  operation  handler  is  needed  to  start  the 
peripheral  device  emulation.  All  status  registers  for  the  devices 
reside  in  the  Local  Memory  of  the  PE  which  contains  the  PDP-11,  43 
IEC.  The  device  handler  checks  the  appropriate  status  bits  for 
turning  on  the  emulation.  These  bits  are  set  by  the  applications 
software.  Starting  the  emulation  involves  interrupting  PEXE 
which,  in  turn,  starts  executing  the  device  emulation  [which  mav 
reside  in  a  separate  PE)  . 

20. 3. 2  Instruction  Emulation  Code  (IEC) 

The  IEC  includes  the  ID  Section,  User  Input  Section, 

User  Register  Section,  the  "Fetch"  Routine,  Data  Area,  the 
symbolicing  of  all  instructions,  and  the  User-Defined  Data  Section. 
Figure  20.3.2-1  illustrates  the  details  of  three  of  these  sections. 
Figure  20.3.2-2  illustrates  the  details  of  the  emulation  of  some  of 
the  assembly  commands  of  the  11/45. 
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ID  Section 
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User  Input  Section 
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User  Register  Section 

REGISTER  GROUP 

REG,  16,  16 

SP,  16,  5 

REGISTER, 

MAR (16), 

PSW  ( 1 6 )  , 

PC  *  REG  +  8 
REGD  =  REG 
REGS  =  REG 


riouTp  ■’ft. 3. 2-1  Beeinning  Details  of  the  IEC  for  PDP-11  4 
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Figure  2 


TIMER*-  300 

If (TEMPS . LT . 0 . OR. 

MAR*- TEMPS 

TEMP-M(MAR) 

MAR*-TEMPD 

N-SIGNI6 

Z-ZERO 
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;Move  source  to  destination 
TEMPD.LT. 0;  GO  TO  MOV0 

:get  source  address 
;get  source 
;get  dest.  address 
;put  source  in  dest. 

.  If 

» 

.  f  l 


GO  TO  FETCH 


If CTEMPD.lt. 0. AND. TEMPS. GE.0)  GO  TO  MOVD 
If (TEMPD.GE.0. AND. TEMPS. LT.0)  GO  TO  MOVS 


R(REGD)-R(REGS) 
N-SIGN16 
Z-ZERO 
V— 0 


put  source  reg.  in  dest.  reg. 
set  condition  flag 


GO  TO  FETCH 


MAR -TEMPS 
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GO  TO  FETCH 


Get  source  address 
put  source  in  dest.  reg. 
set  condition  flag 
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Get  dest.  address 

put  source  reg.  in  dest. 

set  condition  flag 
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GO  TO  FETCH 


TIMER-300 
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MAR*- TEMPS 

TEMP*-M(MAR) 
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TEMP 2-M (MAR) 

TEMP*-TEMP-TEMP2 
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C- CARRY 16 

GO  TO  FETCH 


0.3. 2- 2  Emulation 


•.Compare  source  and  destination 
. TEMPO. LT . 0)  GO  TO  CMP0 

;get  source  address 
;get  source 
;get  dest.  address 
;get  destination 
;corapare  source  and  dest. 

;set  condition  flag 
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variables  for  the  emulation.  There  is  one  dish  drive 
oi5K  are  cl  t  r  a  c  k  s  ,  o  4  sectors  ter  t  r  a  c  ,  and  11  lo-cit  w  c 
per  sector.  This  amounts  to  6 -i K  words  of  storage. 

There  are  eight  device  registers  which  are  used 
handle  all  commands  and  status  for  disk  II.  A  descrioti: 
the  registers  and  their  locations  in  memory  follow.  The  b 
the  registers  which  are  net  used  in  the  emulation  are  kert 

Look  Ahead  Register  (RCLA) 

Disk  Address  Register  'RCDA', 
Disk  Error  Status  Register  'RCE 
Disk  Control  and  Status  Registe 
Word  Count  Register  (RCWC) 
Current  Address  Register  (RCCA) 
.Maintenance  Register 


Address 

-•'"440 

77 "442 

""“444 

"""446 

7""450 

"""452 

7  "  "  4  5  4 


456 


a  Buffer  Register  (RCDB) 


Disk  Emulation  Routine 


The  emulation  process  for  disk  is  simple.  At  Initiali¬ 
zation  of  MMS  during  RTE ,  the  appropriate  status  bits  are  set. 
During  execution  of  the  TS,  the  emulation  routine  for  disk  looks 
at  the  functions  bits  to  determine  what  operation  is  to  take 
place,  Read  or  Write.  .Another  two  functions  exist,  but  are 
meaningless  without  the  actual  hardware;  these  are,  therefore, 
ignored.  PEXE  is  then  sent  an  interrupt  to  indicate  whether  a 
Read  or  Write  is  to  take  place,  the  track  and  sector  on  the  disk 
and  the  memory  location  in  the  lEC's  Local  Memory  of  where  to 

retrieve  or  store  the  data.  An  I/O  Handler  within  PEXE  handles 
the  actual  operation  and  then  returns  control  to  the  emulation 
code.  Status  and  error  bits  are  set  and  all  data  is  operated 
on  until  the  Word  Count  is  zero. 

If  the  Interrupt  Enable  bit  is  set,  the  DIFLAG  is 
turned  on  in  the  IEC.  Execution  of  the  emulation  code  stops. 

The  IEC  then  acts  according  to  which  status  bits  are  set. 
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20.3.  -i  Magnetic  Tape  Configuration 

The  configuration  of  the  T'JIO  requires  no  variables  for 
the  emulation.  There  is  one  mag  tape  unit.  In  this  emulation, 
there  is  no  difference  between  "-track  or  "-'rack  tares.  Infor¬ 
mation  is  stored  in  3-bit  bytes,  and  there  is  a  capability  for 
storage  of  20  million  bytes. 

There  are  six  device  registers  which  are  used  to  handle 
commands  and  status  for  mag  tape  I/O.  A  description  of  ail  of 
the  registers  and  their  locations  in  memory  follow.  The  bits 
of  the  registers  which  are  not  used  in  the  emulation  are  kept  at 
”0” . 


Address 


’2320 

Status  Register  (MTS) 

"2522 

Command  Register  (MIC) 

"2  524 

Byte  Record  Counter  (M‘ 

73  RC) 

"2526 

Current  Memory  Address 

Register 

"2  3-30 

Data  Buffer  (MTD) 

"2532 

Two  Read  Lines  (MTRD) 

'  n 


Mag  Tape  Emulation  Routine 

When  the  magentic  tape  emulation  is  started,  appropriate 
status  bits  are  set  to  indicate  that  the  tape  is  in  operation. 

The  functions  bits  of  Magnetic  Tape  Controller  (MTC)  are  checked 
to  determine  which  of  eight  operations  is  to  be  performed.  Dur¬ 
ing  an  operation,  PEXE  may  be  interrupted  to  perform  the  actual 
I/O  and  give  the  data  back  using  a  Direct  Memory  Access  transfer. 
Status  and  any  error  bits  are  set  when  PEXE  gives  control  back  to 
the  emulation. 


If  the  Interrupt  Enable  bit  is  set,  the  MTIFLAG  is 
turned  on  in  the  IEC.  Execution  of  the  emulation  code  then  stops, 
awaiting  startup  by  PEXE. 

The  application  program  then  acts  accordingly,  depend¬ 
ing  on  the  status  of  the  device  registers. 


-0.3.3  ?DP  tc  Intel  Communicat ion  Configuration  -  "Bus  C" 

There  are  two  facets  to  the  PDF’s  communicat icr.  with 
the  SOSO:  PDP  initiating  a  function  and  the  SOSO  initiating  a 
tunc  t  ion .  In  both  cases,  I/C  transfers  are  one  5-bit  b”te  at  a 
time . 

The  PDP  initiates  a  function  by  placing  the  appropriate 
data  in  the  "Address"  and  "Command  and  Status"  Registers.  Also, 
the  GO  bit  is  set.  During  the  PDP  IEC's  instruction  fetch  cycle, 
the  Ready  and  GO  bits  are  checked.  If  they  are  on,  an  10 
function  is  initiated  which  operates  between  the  PDF’s  memory  and 
its  I/O  port.  Only  when  the  SOSO  lets  the  PDP  know  t-ftat  it  wants 
to  act  on  the  data  is  data  actually  moved  between  PE’s. 

The  SOSO  initiates  an  I/O  operation  by  setting  a  flag. 
This  flag  is  checked  by  the  PDP  during  its  fetch  cycle.  If  the 
flag  has  been  turned  on,  the  8080’s  Operation  ID  is  checked  and 
servicing  is  initiated. 

The  two  registers  utilized,  then,  within  the  comm¬ 
unication  configuration  are: 

Address 

’”7"1"0  Command  and  Status  Register  (INST) 

“""l’C  Address  Register  (I NAD) 

Thus,  "Bus  G"  is  not  designed  after  any  standard  bus, 
but  is  an  emulation  designed  to  accomplish  communication  between 
the  PDP-11/43  and  the  two  Intel  8080’s. 
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Emulation  of  Intel  8080 


The  Target  System  involves  two  8080 's.  The  purpose  is 
to  show  how  one  set  of  emulation  code  can  be  inserted  twice  in 
order  to  simulate  the  two  computers.  Both  are  identical: 

IEC  and  a  memory  unit  shared  by  the  two  8080 's.  Both  computers 
are  also  tied  to  a  PDP-11/43  as  "slaves”  to  that  "master”. 

20.4.1  Instruction  Emulation  Code  (IEC) 

The  IEC  involves  the  ID  Section,  User  Input  Section, 

User  Register  Section,  the  "Fetch"  Routine,  Data  Area,  the 
symbolizing  of  all  instructions,  and  the  User-Defined  Data  Section. 

Figure  20.4.1-1  illustrates  the  details  of  the  first 
sections  of  the  IEC.  Figure  20.4.1-2  shows  the  details  of  the 
FETCH  Routine.  Figure  20.4.1-3  illustrates  the  details  of  some 
of  the  8080  commands. 


ID  Se 


ction 
Intel  SOSO 
Y01 

TOM  JONES 
0  5/  09/'"  9 


User  Input  Section 
QN,  MS  IDE,  64,  8,  64 


User  Register  Section 
REGISTER  GROUP, 

SRI,  8,  8; 

REGISTER, 

SPC16)  , 

SPH  =  SP  C 15  -  8 )  , 
SPL  =  SP (7 -0]  ; 

PC  ( 16 )  , 

PCH  =  PC(IS-S)  , 
PCL  =  PC (7-0)  ; 
MAR(16)  , 

MARH  =  MAR ( 15  -  8 )  , 
MARL  *  MAR ( " -  0 ) ; 

SRI  =  SRI 
SR3  =  SRI 


Figure  10.4.1-1  Beginning  Details  of  the  IEC  for  INTEL  308C 
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FETCH  ROUTINE 


FETCH: 


IF(PCLOCK.EQ.l) 

•all  I/O  Handler 
IR^M(PC) 

PC«-PC  +  1 

DBGPMS«-D31D30D29 
IF (DBGPMS . EQ . "COND”) 
CASEIN-hIR 


Interrupt 
code  ■  > 


PEXE  for  COFF 


Interrupt  PEXE 


CASE 

0 : 

CASE<7:6>  6,0 

GO  TO  9 (CASER) 

CASE 

1: 

CA5E<2 : 0>  0,4 

GO  TO  9 (CASER) 

CASE 

2: 

CASE<  S : 3  >  3,12 

GO  TO  9 (CASER) 

CASE 

3 : 

CASE<5:3>  3,20 

GO  TO  9  (CASER) 

CASE 

4  : 

CASE<5:3>  3,28 

GO  TO  8 (CASER) 

CASE 

5: 

SR1-D5D4D3 

SR2^D2D1D0 

IF (SRI . EQ. ’110’ .AND 
GO  TO  MOV 

CASE 

6: 

SR1-D2D1D0 

CASE<5 : 3>  3,36 

GO  TO  9 (CASER) 

CASE 

n  . 

/  . 

CASE<2 : 0>  0,44 

GO  TO  0 (CASER) 

CASE 

8: 

CASE<5:3>  3,52 

GO  TO  9 (CASER) 

CASE 

9: 

CASE<  5 : 3>  3,60 

GO  TO  9 (CASER) 

CASE 

10: 

CASE<5:3>  3,68 

GO  TO  6 (CASER) 

CASE 

11: 

CASE<5:3>  3,76 

GO  TO  9 (CASER) 

CASE 

12: 

CASE<5:3>  3,84 

GO  TO  9 (CASER) 

CASE 

15 : 

CASE<5:3>  3,92 

GO  TO  9 (CASER) 

CASE 

14: 

CASE<5:3>  3,100 

.AND.SR2.EQ. ’110)  GO  TO  HALT 


GO  TO  9 (CASER) 


Figure  20.4.1-2  INTEL  8080  FETCH  Routine 
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DADLXI : 

TIMER-1500 

;  Set 

up  for  DAD  or  LXI 

SR2-IR.'5-3'> 

:  Get 

code  for  either  i 

r.s  t . 

If(SR2  is  ODD) 

n  ^  ***  -v 

U<w  i 

DAD 

;  Che 

-  ’  •  £  /«,  ^ 
w  K  T  —'.-\L 

LX I  : 

.  fc-C  a 

d  register  pair  im 

jnedia 

tely 

SR2-SR2-1 

;  set 

for  low-crder  of 

reg. 

pair 

R:  SR2WM(PC) 

;  s  to 

re  low -order  data 

in  re 

n 

s  * 

SR2-SR2-1 

;  set 

for  hit;  -order  c : 

reg  . 

T ~ 

PC-PC+1 

;  Up 

PC  for  h i gh - o rder 

data 

R(SR2)-Mf  PC) 

;  s  to 

re  high-order  data 

in  r 

eg  • 

GO  TO  FETCH 

DAD: 

;  Add 

register  pair  to 

H  and 

- 

SRI-101 

;  set 

for  register  L  of 

reg. 

pair 

RCSR1) -R  CSR10 - 

R(SR2) 

;  add 

low-order  reg.  to 

reg . 

L 

SRI-110 

;  set 

for  register  H  of 

reg. 

pair 

SR2-SR2 - 1 

;  set 

for  high-order  re 

g.  of 

pair 

R9(SR1)  -R  (SRI)  + 

R(SR2) 1 

•  CARRY  S  ;; 

add  high-order  reg 

to  H 

+  ca- 

9 

from  previous  low- 

order 

add 

CY-CARRY8 

;  set 

carrv  for  8080  code 

GO  TO  FETCH 

DCXIXX : 

TIMER-500 

;  Set 

up  for  DCX  or  I NX 

SR2-IR(S-3) 

;get 

reg.  pair  in  bits 

5-4 

If (SR2  is  odd) 

GO  TO 

DCX 

;  b  i  t 

5  on  means  DCX 

I  NX: 

•.Increment  register  pa 

ir 

SR2-SR2+1 

;get 

low-order  of  regi 

ster  ; 

pair 

R(SR2)-R(SR2)+ 

1 

; increment  low-order  o 

f  reg 

.  pai: 

SR2-SR2 - 1 

;  set 

for  high-order  of 

reg. 

pair 

R(SR2)-R(SR2) + 

CARRY8 

;  increment  high-order 

if  carry 

; is  set 


GO  TO  FETCH 


DCX : 

R(SR2)-R(SR2) -1 
SR2-SR2  - 1 

R(SR2)-R(SR2)  -  CARRY 8 
GO  TO  FETCH 


;Decrement  register  pair 
•.decrement  low  order  of  reg.  pair 
;set  for  high-order  of  reg.  pair 
•.decrement  high-order  if  carry 
; is  set 


I  NR: 


TIMER-500 
SR1-IR( 5  -  3) 

IF (SRI. EQ. 110) GO  TO  INRM 

R(SR1)-R(SR1)  +  1 

Z-GERO 

S-SIGN8 

P-PARITY 

AC-CARRY4 

GO  TO  FETCH 


Increment  register 
set  for  register 
check  for  memory  ref. 
increment  register 
set  condition  flag 

tt  tt 

M  M 

M  tl 


Figure  20.4.1-5  Details  of  Some  INTEL  Commands 
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20.4.;  Shared  Memory 

The  emulation  of  shared  memory  allows  the  Intel  8080 
to  share  memory  with  one  or  more  processors.  The  emulation 
requires  one  module  and  the  use  of  the  Shared  Resource  Controller 
(SRC) .  This  module  is  the  Shared  Memory  Interface  Module 
(SMIM)  which  resides  in  the  PE.  The  SRC  allocates  the  use  of 
the  shared  memory  to  those  PE's  which  attempt  to  use  it. 

The  SMIM  performs  the  actual  I/O  operation  between 
the  PE  referencing  the  shared  memory  and  the  shared  memory 
itself.  During  SGL,  the  appropriate  control  blocks  are  built 
for  storage  in  the  SRC.  These  control  blocks  contain  informa¬ 
tion  about  the  scheduling  of  the  shared  resource  to  the  PE's. 

In  addition,  SGL  supplies  to  the  module  information  concerning 
the  location  of  the  shared  resource. 

Upon  execution  of  a  memory  reference  instruction, 
the  Memory  Map  Table  determines  if  the  memory  is  local  or 
shared.  If  it  is  shared,  the  hardware  sets  a  flag  indicating 
the  need  for  a  shared  memory  reference.  The  microcode  asso¬ 
ciated  with  the  memory  operation  checks  this  flag.  If  the 
flag  has  been  set,  a  call  is  made  to  SMIM. 

This  module,  through  bus  communications,  sends  a 
message  to  the  SRC  asking  for  use  of  the  shared  memory.  When 
the  SRC  determines  that  the  shared  memory  is  available  for  use, 
it  sends  a  "request  granted"  message  to  SMIM.  The  SMIM  then 
performs  the  appropriate  function,  read  or  write,  using  the 
shared  memory. 


*  **i 


20.4.3 
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Intel  8080  to  PDP-11/43  Communication  -  "Bus 
The  only  device  with  which  the  8080  processor  communi¬ 
cates  is  the  PDP-11/45.  Therefore,  the  IN  and  OUT  instructions 
can  be  dedicated  to  serving  one  device.  When  the  8080  wishes  to 
talk  with  the  11/45,  it  sets  the  flag  WANT.  The  11/45  is  con¬ 
tinuously  (every  Fetch  cycle  in  IEC)  polling  this  flag  and  when 
it  sees  that  the  flag  is  on,  it  services  the  "interrupt".  When 
the  operation  requested  by  the  8080  has  been  completed,  WANT 
is  cleared.  The  8080  recognices  this  change  and  then  continues 
processing . 

Thus,  "Bus  G"  is  not  designed  after  any  standard  bus, 
but  is  an  emulation  designed  to  accomplish  communication  between 
an  Intel  8080  and  the  PDP-11/43. 


1C . 3  Register  Emulation 

The  registers  cf  a  processor  are  emulated  sc  that  the1-’ 
car.  be  manipulated  by  the  processors  as  if  they  were  m  their 
own  machine.  The  emulation  of  the  register  mav  address  them  eithe 
as  part  cf  the  PE's  software  registers,  cr  as  data  wcr.5 
PE's  Internal  Memory.  The  emulation  cf  both  cases  is  similar. 

Each  register  has  a  unique  numeric  value  associated 
with  it.  This  value  is  used  by  the  register  emulation  to  rescl.e 
addressing  within  a  PE. 

A  Register  Group  is  needed  for  each  group  cf  registers 
being  emulated.  This  register  group  is  identified  by  a  variable 
in  the  User  Register  Section  of  an  IEC  module.  When  an  emulated 
register  needs  to  be  referenced,  its  unique  numeri-  value  is  place 
ir.  the  register  group  variable.  The  register  is  then  referenced 
with  the  Reregister  group>)  convention.  The  macrocode  then 
resolves  PE  addressing  by  taking  the  address  cf  the  register  group 
variable  «■  1,  and  adding  it  to  the  value  in  the  variable  itself. 
This  yields  either  a  unique  internal  memory  address  or  a  software 
register . 

To  illustrate,  if  the  description  of  register  UREG  is 
part  of  the  header  "REGISTER  GROUP",  withir*1  the  emulation: 

REGISTER  GROUP,  ; In  User  Register  Section 

UREG, S, 5  ; Register  Group  Name  -  UREG 

referenced  bv  UREG*-I.D.  Value 
;  R  ;'UREG)  *- 

;sioe  of  register  -  S  bits 
jnumber  of  register  -  3  .0-1 i 
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Then  the  emulation  through  Internal  Memory  would  be: 


Internal  Memory  Emulation 


UREG-* 

Symbol  Table 
value  1004 


next  avail 


1002 

1003 

1004 

1005 

1006 
1007 
1010 
1011 

loc  ♦1012 


reg.  value  0 
1 

3 

4 


Internal  Memory 


And,  the  emulation  through  Software  Registers  would  be 


Software  Register  Emulation 
UREG  assigned  Software  Register  4 


register  value  0  "  5 

"  1  ”6 

•»  7  ii  - 

"3  "8 

"4  "9 


•  Software  Register  10  is  next  register  available. 


:o .  6 

Cs 

cs 

H/W 

ID 

IEC 

Inst . 

Inter . 

IC 

I/O 

IOP 

I  SR 

LM 

Max . 

MI 

MMS 

Msg. 

MTC 

MUX 

OpCode 

PE 

PEXE 
PMS 
Rec . 

RTE 

SGL 

SMIM 

SRC 

St.  Wd. 
TS 


Abbreviations  Used  in  Section  ID 

Computer  system 

Control  Store 

Hardware 

Identif icat ion 

Instruction  Emulation  Code 

Instruction 

Interval 

Input/Output 

Input/Output 

Input/Output  Processor 

Interrupt  Service  Routine 

Local  Memory 

Maximum 

Memory  Interface  Unit 
Multiple  Microprocessor  System 
Message 

Magnetic  Tape  Controller 
Multiplexer 
Operation  Code 
Processing  Element 
PE  Executive 

Performance  Monitoring  System 
Receive 

Run-Time  Executive 

System  Generation  Loader 

Shared  Memory  Interface  Module 

Shared  Resource  Controller 

Status  Word  Address 

Target  System 

with 


w 
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21.0 


USER  SCENARIO 


Sections  12  to  20  have  presented  the  software  nec¬ 
essary  for  MMS.  The  general  user  will  directly  utilize  only  a 
few  of  these  packages: 

SGL  (System  Generation  Loader) 

RTE  (Run-Time  Executive) 

PMD  (Post  Mortem  Dump) 

PMS  (PMS  Off-Line  Analysis) 

The  purpose  of  these  packages  have  been  explained  several  times 
(see  Sections  11,  36,  17,  18,  19,and  20).  In  fact,  Section  20 
also  discusses  the  structure  of  a  proposed  Target  System  to  be 
utilized  on  MMS. 

Since  the  above-named  packages  will  be  utilised 
by  users  of  all  level  of  experience,  these  packages  have  to  be 
able  to  respond  to  these  different  levels.  "Help"  files  have 
to  be  available.  These  programs  have  to  be  designed  so  that  users 
can  easily  utilize  them  without  having  to  learn  detailed  lan¬ 
guages.  The  programs  also  have  to  be  designed  so  that  exper¬ 
ienced  users  do  not  have  to  wait  for  CRT  displays  or  for  the 
FCP  computer  to  accomplish  the  specified  tasks.  In  the  discu¬ 
ssions  and  examples  that  follow,  these  users'  needs  are  in¬ 
corporated  into  the  designs. 

Figure  21.0-1,  which  is  the  same  as  Figure  11.0-3, 
shows  the  detailed  modular  design  of  MMS.  The  four  programs, 
previously  mentioned  as  being  user  oriented,  are  depicted  with 
heavy  boxes . 
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Ilxecule 


ailed  Modular  Design  of  MMS 


With  reference  to  the  program  SGL  (System  Generation 
Loader),  it  can  be  located  within  Figure  21.0-1  as  "Execute 
SGL".  Figure  21.0-2.  "E0  -  MMS  SGL",  then  shows  more  detail 
of  SGL.  This  package,  from  the  user  viewpoint,  will  be  discussed 
in  Section  21.2. 

Relative  to  RTE  (Run-Time  Executive),  this  is  at 
"Execute  RTE"  in  Figure  21.0-1  or,  in  more  detail,  as  Figure 
21.0-3,  "F0-Run-Time  Executive  (RTE)".  The  user's  viewpoint 
will  be  discussed  in  Section  21.3. 

The  program  "Post  Mortem  Dump"  is  found  in  Figure 
21.0-1  as  "Execute  Post  Mortem  Dump",  or  as  Figure  21.0-4 
as  "G0  -  Post  Mortem  Dump".  This  program  is  discussed  in  Sec¬ 
tion  21.4. 

The  last  user-oriented  package,  PMS  Off-Line 
Analysis,  is  found  in  Figure  21.0-1  as  "Execute  Off-Line 
Analysis",  or  in  Figure  21.0-5,  which  is  "H0  -  PMS  Off-Line 
Analysis".  This  forms  the  discussion  of  Section  21.5. 

Throughout  all  four  packages,  the  command  input 
for  the  interactive  user  is  by  selection  to  a  printed  menu. 

All  possible  responses  are  indicated.  A  response  other  than 

those  indicated  will  produce  a  NOP  (  no  operation) .  Whenever 

the  user  doesn't  understand  an  option,  he  can  get  an  explanation 

by  asking  for  the  display  of  the  "Help"  file.  This  "Help" 

file,  common  to  the  four  user  packages,  is  presented  in  Section  21.1. 


Coit  r  i  gure 


Kim  Time  I' i guru  21.0-3  Top- level  Design  o I  KTIi 

|:.xcciil  i  ve 

(RTI.I 


SfiL  Tables 


Select 


I’MS 

Off-line 

Analysis 
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"Help”  File 

The  "Help"  file  can  be  displayed  at  any  time  by  the 


interactive  user,  who  is  a  user  involved  with  executing  a  pro¬ 
gram  from  the  CRT.  The  selection  of  options  can  be  by  the  full 
word  or  by  the  first  initial  only,  because  all  options  available 
to  the  user  have  separate  initial  letters. 

Figure  21.1.  lists  the  options  of  the  "help"  file. 

A  further  explanation  of  each  option  is  part  of  this  section. 
Alphabetically,  the  list  is: 

C  or  CONTINUE  -  Whenever  the  user  chooses  to  stop  one  of 
these  software  packages,  he  can  input  P  or  PAUSE. 

Then,  if  the  user  opts  to  continue  the  normal  usage 
of  the  software  package,  he  inputs  this  input  of  C 
or  CONTINUE.  The  P  I  PAUSE  did  not  distroy  the  or¬ 
iginal  display;  the  C  I  CONTINUE  also  will  not  destroy 
the  original  display. 

D  or  DONE  -  When  the  user  is  told  that  this  option  is 

selectable,  he  can  choose  to  terminate  the  execution 
of  the  software  package.  If  applicable,  the  tables 
and  generated  emulated  systems  are  saved. 

H  or  HELP  -  When  the  user  decides  that  he  doesn't  remember 
the  meaning  of  any  of  the  options,  a  "Help"  listing 
as  depicted  by  Figure  21.1  is  displayed.  The  pre¬ 
vious  display  is  no  longer  on  the  CRT.  As  illus¬ 
trated  at  the  end  of  the  CRT  display,  the  user  then 
selects  R  |  RETURN  to  return  to  his  original  display. 

L  or  LOAD  -  During  some  utilization  of  MMS,  the  user  may 
have  had  to  stop  during  execution  of  one  of  the  pack¬ 
ages  ,  as  SGL.  Because  the  user  did  not  want  to  loose 
all  the  time  and  efforts  invested  so  far,  he  has  done 
a  U  or  UNLOAD.  Registers,  tables,  etc.,  are  saved 
plus  necessary  parts  of  memory.  Thus,  during  LI 
LOAD,  all  of  these  saved  parts  are  reloaded  from  this 
disk  area.  The  involved  MMS  software  package  will 
have  to  ask  the  user  for  the  name  of  this  disk  file 
in  order  to  accomplish  this  restoration. 

N  or  NO  -  This  response  is  acceptable  only  where  indicated. 
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P  or  PAUSE  -  This  response  is  acceptable  at  any  time 
by  any  of  the  user- interactive  programs.  The  user 
can  process  the  PAUSE  as  a  DEBUG  |PMS  breakpoint  if 
the  MMS  program  is  RTE.  In  all  cases,  the  two 
acceptable  responses  are  ClCONTINUE  or  U|UNLOAD. 

Q  or  QUICK  -  During  SGL  or  RTE,  the  user  wishes  to 

utilize  the  package  without  having  to  be  in  the  inter¬ 
active  mode. 

R  or  RETURN  -  When  using  the  interactive  mode,  the  user 
may  make  a  wrong  selection.  The  R| RETURN  ignores 
the  most  recent  choice  and  returns  to  the  previous 
display  and  execution  step.  This  option  will  have  to 
be  limited  to  apply  only  to  the  most  recent  display; 
i.e.,  a  series  of  two  or  more  R's  cannot  be  handled 
by  SGL  or  RTE. 

S  or  SUMMARY  -  During  the  configuring  of  the  TS  within 
SGL  or  during  the  execution  of  RTE,  the  Summary 
Table  can  be  displayed  at  any  time.  This  shows  the 
configuring  of  the  PE’s.  A  R|  RETURN  will  return  to 
previous  display. 

T  or  TERMINATE  -  This  option  causes  control  to  go  to  the 
FCP  Executive.  Results  are  not  saved,  except  for 
some  updates  to  the  library  files  which  may  have 
been  noted  to  the  user  as  being  saved. 

U  or  UNLOAD  -  After  a  PlPAUSE,  the  user  may  wish  to  stop 
and  to  be  able  to  save  enough  data  to  continue 
execution  of  the  program  at  this  point.  This  option, 
if  feasible,  allows  this  condition.  Note  that  this 
option  should  be  included  in  MMS  only  if  SGL  or  RTE 
happen  to  require  a  lot  of  time;  otherwise,  the 
cost  required  to  implement  this  feature  is  not 
feasible . 

Y  or  YES  -  This  response  is  acceptable  only  where  indicated. 

As  indicated  at  the  end  of  the  "Help"  file,  all 
other  characters  are  do-nothing  commands  and  will  cause  no  action 
or  any  change  of  displays. 


YOU  NEED  HELP.  FURTHER  EXPLANATIONS  ARE: 

C  -  CONTINUES  YOU  CHANGED  YOUR  MONO  AFTER  SELECTING  (P). 

D  -  DONE;  YOU  WISH  TO  TERMINATE  MMS  WITH  TABLES  UPDATED. 

H  -  HELP;  YOU  GET  THIS  'HELP*  TABLE. 

L  -  LOAD;  YOU  PREVIOUSLY  DID  AN  UNLOAD  (U):  NON  YOU  NISH  TO  RE-LOAD  AT  THAT  POINT 
AND  CONTINUE  SYSTEM  GENERATION. 

N  -  NO. 

P  -  PAUSE;  YOU  NISH  TO  STOP  AND  THINK.  THE  RESPONSES: 

C  -  CONTINUE 
U  -  UNLOAD 

0  -  QUICK;  YOU  NISH  TO  DO  A  QUICK  VERSION  OF  THE  OPTION  AREA. 

R  -  RETURN;  YOU  CAN  'BACK  UP'  TO  PREVIOUS  LEVEL  OR  QUESTION 
S  -  SUMMARY;  YOU  CAN  PRINT  AN  UPDATED  SUMMARY  TABLE. 

T  -  TERMINATE;  YOU  ARE  6IVING  UP;  CONTROL  GOES  BACK  TO  FCP  EXECUTIVE 
AND  RECENT  RESULTS  ARE  NOT  SAVED. 

U  -  UNLOAD;  YOU  NISH  TO  STOP  AT  THIS  POINT  WITHIN  WSSGL  NITH 
EVERYTHING  SAVED.  A  PAUSE  <P)  MUST  HAVE  BEEN  DONE.  A  LOAD 
(U  MUST  BE  DONE  TO  RECOVER. 

Y  -  YES. 

ALL  OTHER  CHARACTERS  PRODUCE  A  DO-NOTHING  COMMAND. 


TYPE  RETURN  TO  GO  BACK  TO  PREVIOUS  PRINTOUT. 


FIGURE  21.1  "Help"  File 

i 


% 
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21.2  SGL  (System  Generation  Loader) 

Figure  21.0-2  illustrates  SGL.  The  purpose  to  the 
user  is  to  allow  him  to  configure  the  emulators  into  PE's  so 
that  the  user  can  execute  TS  software  on  the  -  mu la ted  modules. 

To  enable  the  beginning  user  to  quickly  utilize  SGL 
without  having  to  learn  a  new  language  or  new  commands,  this 
program  has  an  interactive  mode.  The  user  is  lead  through  the 
configuration  by  choosing  options  of  a  menu.  As  the  options 
are  selected,  they  are  stored  within  a  table.  The  user  aoes  not 
have  to  wait  for  the  fulfillment  of  the  choices. 

Section  21.2.1  will  present  the  scenario  of  this 
beginning  user.  Section  21.2.2  will  then  present  the  scenario 
for  a  user  who  has  more  knowledge  of  SGL  and  who  doesn't  need  to 
configure  on  an  interactive  basis.  Section  21.2.3  illustrates 
the  utilization  of  SGL  on  a  batch  basis;  thus,  he  can  configure 
and  execute  MMS  during  non-peak  periods.  Section  21.2.4  ill¬ 
ustrates  how  to  select  an  existing  Target  System  configuration. 
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21.2.1  Interactive  Mode 

The  interactive  mode  helps  the  user  to  select 
emulator  packages  from  a  library.  The  library  allows  the  user  to 
select  the  basic  emulator  packages,  already  configured  computer 
systems,  or  one  of  the  already  configured  Target  Systems.  With¬ 
in  this  example,  the  user  wishes  to  configure  the  Target  System 
covered  within  Section  20. 

Only  fourteen  basic  displays  are  utilized  to  illus¬ 
trate  this  example.  As  more  details  are  identified  relative  to 
the  user  question  area  of  all  emulator  packages  (see  Section 
14  and  20) ,  this  scenario  will  have  to  be  expanded. 

Figures  21.2.1-1  to  21.2.1-25  will  go  through  the 
user  scenario  to  interactively  configure  the  TS  of  Figure  20.2. 
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Figure  21,2.1-1 
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Figure  21.2.1-2 
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INTERACTIVE  MODE  SCENARIO 
Figure  21.2,1-3 
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INTERACTIVE  MODE  SCENARIO 
Figure  21.2.1-5 
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Figure  21.2.1-7 
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Figure  21.2.1-9 
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Figure  21.2.1-10 
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INTERACTIVE  MODE  SCENARIO 
Figure  21.2,1-11 
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Figure  21,2.1-13 
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INTERACTIVE  MODE  SCENARIO 
Figure  21.2.1-15 
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Figure  21.2.1-17 
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Figure  21,2.1-18 
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INTERACTIVE  MODE  SCENARIO 
Figure  21.2.1-19 
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Figure  21.2.1-22 
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WANT  tttC  SUMHMPf  SM«>  IN  FILE  HKMM.  OUT 
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21.2.2  Quick  Mode 

This  mode  allows  the  user  to  quickly  specify  his  options 
without  having  to  be  in  the  interactive  mode.  When  the  first  dis¬ 
play  is  on  the  CRT,  the  user  is  told  that  one  option  is  q|qUICK. 
Figures  21.2.2-1  to  21.2.2-2  illustrates  this  scenario. 
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QUICK  MODE  SCENARIO 
Figure  21.2.2-1 
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21.2.3  Batch  Mode 

This  mode  allows  the  user  to  create  a  "command” 
file  and  to  execute  from  this  file.  A  master  command  file  could 
reference  this  command  file  for  SGL  and  another  command  file  for 
RTE.  This  procedure  is  standard  for  the  FCP  computer.  Figure 
21.2.3  illustrates  this  batch  mode. 


21  -41 


Figure  21.2.3  Batch  Mode  Scenario 


21.2.4  Loading  of  Existing  TS 

Once  the  user  has  configured  his  Target  System  and 
has  saved  this  configuration  in  the  TS  Library,  it  is  simple  to 
reload  the  TS .  Figures  21.2.4-1  to  21.2.4-2  illustrate  this  concept. 
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TS  QUICK  MOPE  SCENARIO 
Figure  21.2.4-1 
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Figure  21.2.M-2 
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21.3  RTE  (Run-Time  Executive) 

The  modes  of  RTE  are  to  be  like  those  of  SGL.  The 
user  will  be  able  to  execute  his  TS  through  the  interactive  use 
of  RTE.  With  care,  the  user  can  process  the  RTE  functions 
through  the  batch  mode.  Figures  21.3-1  through  21.3-8  are  in¬ 
cluded  to  illustrate  the  variety  of  aids  the  interactive  user 
obtains  to  help  him  to  process  RTE  functions.  Other  displays 
will  be  required,  but  these  will  be  developed  as  the  design  of 
RTE  progresses. 
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Figure  21.3-1 
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Figure  21.3-2 
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summary  of  debug  options  for.  pdp-ij/hsCvaI-makn  on  pea. 
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RTE  Interactive  Displays 
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RTE  Interactive  Displays  Figure  21.3-7 
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21.4  PMD  (Post  Mortem  Dump) 

The  user  scenario  for  PMD  will  be  designed  so  that 
the  user  can  interactively  specify  what  areas  or  registers  that 
he  wishes  to  have  displsved.  The  display  can  be  in  octal,  decimal, 
hexidecimal,  or  as  an  opcode  mnemonic.  Because  this  can  be  a 
time-consuming  process  to  scan  parts  of  MMS ,  the  user  can  dump 
major  parts  or  all  of  MMS  and  the  FCP  computer  to  disk.  This 
necessitates  much  available  disk  space  for  this  operation,  but 
the  user  can  later  scan  and/or  print  parts  of  this  dump. 


21.  3  PMS  (PMS  Off-Line  .Analysis) 

The  user  scenario  for  PMS  should  be  that  the  user 
can  interactively  specify  the  routines  and  then  watch  the  display 
of  the  results.  An  option,  after  viewing  the  results,  could 
be  some  printout.  The  user  should  be  able  to  execute  PMS  in  the 
batch  mode.  The  results  could  then  be  as  a  printout  or  as  a 
CRT  display  saved  in  a  disk  file.  The  user  has  the  ability  to 
select  any  of  these  disk  display  files  for  his  CRT. 
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Abbreviations  Used  in  Section  21 


CRT 

Cathode  Ray  Tube  (user  terminal) 

FCP 

Facility  Control  Processor 

FCPI 

FCP  Interface 

H/W 

Hardware 

XEC 

Instruction  Emulation  Code 

IOP 

Input/Output  Processor 

MMS 

Multiple  Microprocessor  System 

Op  Sys 

Operating  System 

PE 

Physical  Element 

PEXE 

PE  Executive 

PMD 

Post  Mortem  Dump 

PMS 

Performance  Monitor  System 

RTE 

Run-time  Executive 

SGL 

System  Generation  Loader 

Subs . 

Subroutines 

s/w 

Software 

TS 

Target  System 
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22.0  F CP  DESCRIPTION 

The  FCP  (Facility  Control  Processor)  is  to  be  a  mini¬ 
computer.  All  software  of  MMS,  except  those  specified  as  firmware, 
is  to  be  either  executable  on  the  FCP  or  to  be  downloaded  from 
the  FCP.  Therefore,  all  software  of  MMS  has  an  impact  upon  the 
requirements  of  FCP. 

SGL  and  RTE  are  executed  on  the  FCP  computer,  and  thus 
influence  the  requirements  for  execution  times,  memory  sice,  and 
disk  storage.  The  MMS  Diagnostic  routines  require  fast  download 
time.  The  options  of  Post  Mortem  Dump  require  fast  transfer  of 
commands  and  of  large  blocks  of  data.  PMD  also  requires  a  large 
disk  area  for  saving  full  PE  dumps,  ’’Big  7"  dumps,  and  the  FCP 
dump  at  one  time.  Thus,  these  are  the  critical  requirements  for  the 
FCP. 

Three  DEC  mini -computers  were  evaluated  to  ascertain  which 
one  would  best  fit  the  needs  of  the  MMS  project.  These  three  were: 
PDP-11/60,  PDP- ll/70 ,  and  VAX-780. 

Since  all  source  programs  plus  the  object  versions  are 
to  be  saved  on  the  disk  of  the  FCP,  this  was  one  area  of  study 
relative  to  the  FCP.  All  three  PDP  computers  can  utilize  dual 
RP06's,  or  a  more  recent  release.  Each  RP06  has  a  pack  capacity 
of  176  Megabytes.  This  feature  allows  multi-user  development, 
plus  the  growth  of  the  necessary  libraries.  For  the  RP06 : 

Peak  Transfer  rate:  806  Kbytes/sec 

Average  Seek  Time:  28  ms 

Average  Rotational  Latency:  8 . 3  ms 

Number  Disk  Drives/Controller:  8 
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At  least  one  magnetic  tape  unit  should  be  part  of  the  FCP. 
This  allows  for  the  necessary  system  backup,  should  anything  happen 
to  the  FCP.  Again,  all  three  can  utilize  the  same  unit.  The  TU- 
45  is  program  selectable  1600  or  800bpi,  9-track  data  storage. 

The  read/write  speed  is  75  ips.  Therefore,  the  data  transfer  rate 
is  120  Kbytes  per  second. 

One  line  printer  is  mandatory.  Because  of  the  full 
MMS  requirements,  the  line  printer  should  be  1200  lines  per  minute 
with  the  64 -character  set.  A  study  of  user  requirements  may  show 
the  necessity  for  the  LXY  Printer  -  Plotter.  If  much  PMS  plotting 
is  indicated,  this  would  provide  smoother  analysis  graphs. 

For  I/O  to  the  FCP  computer,  at  least  two  CRT  -  type 
terminals  are  necessary.  This  allows  interaction  with  some  of  the 
software  packages,  plus  displays  of  results  and  graphs.  An  LA36 
DEC  writer  could  easily  be  included  as  part  of  the  I/O  so  that  the 
user  of  MMS  can  retain  a  copy  of  his  decisions/input  to  MMS.  The 
output  as  graphics  would  then  be  directed  to  the  CRT,  with  all 
other  output  directed  to  either  type. 

Because  the  VAX- 780  is  a  newer  product,  and  is  higher 
up  the  line  than  the  PDP-11/60  and  the  PDP-11/70,  it  will  have 
a  longer  life-span  from  today,  although  the  other  two  are  also 
fairly  new  products.  The  VAX  can  process  an  interrupt  less  than  10 
micro  seconds.  If  the  PDP-11/70  is  operating  under  RSX-11M,  the 
VAX  still  processes  the  interrupt  in  about  2/3  of  the  time  than 
does  the  PDP-11/70. 

Also,  because  of  the  critical  nature  of  predicted  usage 
on  MMS  (relative  to  size  of  programs,  development  time,  etc.), 
memory  protection  is  a  must.  The  VAX  has  this  feature,  as  does 
PDP- 11/70  under  RSX-llM. 


A  sample  performance  test (designed  and  run  by  DEC)  which 
consisted  of  two  real-time  tasks  communicating  on  an  event  - 
driven  basis  shows  the  following: 

PDP-11/70  with  mnn 

1000  communications /sec 

RSX-11M  (950  microsecs/trip) 

VAX-11/780  with  over  2200  communications/sec 

VAX/MMS  (4S0  micro  secs/triP 

The  VAX- 780  does  have  error-correcting  memory.  Thus  if 
memory  starts  to  become  marginal  in  reliability,  the  program  will 
still  receive  a  good  copy  of  data. 

The  VAX-780  has  32  interrupt  priority  levels.  Sixteen 
of  these  are  hardware  and  sixteen  software. 

Automatic  restart  is  another  good  feature  for  ARPANET 
users  or  the  general  user.  Both  VAX  and  RSX-11M  on  the  PDP-11/70 
have  this  feature. 

To  help  maintain  the  FCP  computer,  it  is  necessary  to  run 
diagnostics,  especially  if  the  FCP  is  down.  The  VAX  has  the  feature 
that  the  diagnostics  can  be  remotfely  processed  over  phone  lines. 

This  will  greatly  minimize  down  time. 

Since  much  of  the  MMS  will  be  developed  in  HOL  (Higher 
Order  Language),  these  speed  ratios  are  important.  The  HOL  could 
be  ADA  (PASCAL)  or  FORTRAN.  Since  FORTRAN  measurements  have  been 
established,  these  are  quoted.  FORTRAN,  in  native  mode,  under 
VMS  is  1. 2-2.0  times  faster  than  PDP-11/70  FORTRAN. 

The  VAX  FORTRAN- IV- PLUS  is  a  full  implementation  of 
ANSI  '66  extended  FORTRAN.  This  includes  IF-THEN-ELSE  and 
character  data  types. 
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The  POP-ll/"^  lacks  large  virtual  memory  address  space. 


This  is  not  true  on  the  VAX.  The  VAX  also  has  priviledged 
instructions,  which  will  allow  the  better  tuning  of  the  FCP  to 
meet  the  needs  of  vendor  of  MMS. 

Many  more  arguments  (or  facts)  could  be  stated  to  show 
comparisons  of  the  three  systems.  The  PDP-11/70  is  better  than 
the  PDP-11/60,  and  the  VAX-780  is  better  than  the  PDP-11/70. 

If  MMS  enters  the  "build  phase"  in  one  year  and  takes  about  3H 
years  before  the  product  is  usable  at  RADC,  the  PDP-11/60 
and  PDP-11/70  are  approaching  obsolescence,  if  not  past  it  in  light 
of  MMS  requirements. 

An  effort  of  MMS-level  work  requires  present  state-of- 
the-art  computer  products  for  the  FCP.  DEC  will  probably  have 
another  computer  system  on  the  market  within  the  next  year. 
Therefore,  FCP  should  be  established  as  being  something  better 
than  the  best  VAX  and,  therefore,  something  more  costly  than  the 
best  of  VAX.  MMS  will  not  then  be  obsolete  when  it  is  built, 
but  should  be  state-of-the-art  for  5-10  years. 
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23.0  GENERAL  TOPICS 

Several  topics  are  referenced  within  several  sections 
(10. 0  -  22.0)  of  this  software  document.  Some  of  these  did  not 
logically  fit  within  a  section's  discussion.  Some  were  discussed 
in  parts,  but  the  parts  were  not  functionally  "tied  together". 
Therefore,  this  section  was  added  to  include  several  miscellaneous 
topics  which  are  of  interest  to  the  software  design,  whether  these 
topics  are  functionally  accomplished  by  hardware  or  by  software. 


23.1  Synchronous  Busing  Structure 

SBS  is  the  format  of  messages  carried  on  the  MMS  bus. 
Therefore,  this  relates  to  any  box  which  sends  or  receives  from 
the  bus.  Within  the  PE,  the  box  is  the  BIU. 

At  present,  the  format  is  that  of  78  parallel  lines 
with  a  200  nanosecond  transfer  rate.  The  transfers  are  register- 
to-register.  There  are  30  Control  lines  and  48  Information  lines. 
The  final  decision  for  number  of  lines  is  dependent  upon  the  number 
of  segments  of  MMS,  and  also  upon  the  number  of  devices  (PE’s) 
per  segment. 

The  functions  of  SBS  are: 

1)  Control: 

•  9  lines  for  Bus  Timing  and  Handshaking 

•  4  lines  for  descriptive  control  lines  used  by  BIU 

•  17  lines  for  Bus  Request  and  Grant  Lines 

2)  Information: 

•  2  lines  to  describe  if: 

-  IPC  (Inner  Processor  Communication) 

-  BCC  (Broadcast  Communication) 

-  Local  Memory  Address 

-  PE  Internal  Memory  Address 

e  3  lines  to  identify  Segment 

e  5  lines  to  identify  if  either  sub-address  with 

PE  or  BIU  address 

e  22  lines  to  identify  if  either  memory  address 

or  descriptive  information 

e  16  lines  for  data  or  for  descriptive  information 


Message  protocol  (for  sending  a  message)  is: 


Three  conditions  can  result  whenever  a  message 
sent  by  the  BIU  within  each  PE. 


23.2 


Executive  for  IOP 


The  Executive  for  the  IOP  was  originally  introduced  in 
Section  10.2.3.  This  is  to  be  "burned"  into  a  PROM  as  firmware,  and 
will  be  written  in  microcode. 

The  Executive  will  handle  the  transferring  of  data  for  the 
Target  System.  During  SGL,  the  user  specifies  what  emulators  are 
required,  and  these  are  linked  to  the  IOPT,  which  is  an  I/O  linkage 
table  in  IOP.  The  user  has  also  specified  which  method  is  to  be 
used  for  this  data  transfer  -  either  DMA  or  "time  slicing".  Both 
methods  are  part  of  PEXE. 

During  RTE,  the  user  specifies  the  "other  linkage"  to  the 
IOPT.  Within  FCP,  this  could  be  a  program,  a  disk  file,  a  mag  tape, 
an  external  device,  etc.,  to  produce  input  data.  Within  FCP,  the 
same  types  could  exist  to  accept  data  from  the  TS.  Another  PE 
could  be  also  utilized  as  the  "other  linkage",  and  the  appropriate 
addresses  would  have  to  be  generated  and  stored  within  the  IOPT. 

The  Executive,  when  not  busy  transferring  data,  will  be 
scaning  the  IOPT  to  find  the  activity  with  the  highest  priority. 

If  the  activity  involves  the  transfer  of  a  block  of  data,  this  amount 
of  data  is  moved.  If  the  data  relative  to  the  FCP  involves  the 
setting  of  an  interrupt,  this  interrupt  is  set  when  necessary.  Once 
the  transfer  is  completed,  a  flag  is  set.  The  "ON"  bit  for  this  entry 
in  the  IOPT  is  reset. 

Then,  the  Executive  will  wait  for  a  "time  out"  from  the 
Interval  Timer.  Then  the  "ON"  flag  in  the  IOPT  for  this  activity  is 
reset,  the  "return  address"  is  sent  to  the  PE,  and  TAC  is  started. 
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Executive  for  PMSI 


The  Executive  for  PMSI  was  originally  introduced  in  Section 
10.2.5.  This  routine  is  to  be  written  in  microcode  and  will  be 
"burned"  into  a  PROM. 

The  Executive  will  first  check  to  see  if  the  event,  which 
caused  the  PMS/DEBUG  data  collection  process,  is  a  breakpoint.  If 
so,  TAG  is  stopped  to  allow  the  user  to  interact  with  the  static 
condition  of  the  TS.  The  data  is  sent  to  a  buffer  in  FCP.  An 
interrupt  by  PMSI  to  FCP  will  allow  the  PMS  data  routines  to  display 
the  results  on  the  user's  terminal.  The  PMSI  Status  is  changed  to 
not  busy.  Once  the  user  has  finished,  a  continue  will  cause  PEXE 
to  resume  control  within  the  TS . 

If  the  event  is  not  a  breakpoint,  then  the  PMSI  Executive 
will  send  the  data  to  either  one  of  the  run-time/off-line  buffers 
or  to  both  the  run-time  and  off-line  buffers.  Again,  the  off-line 
buffer  system  is  dual-buffer  with  a  utility  routine  in  FCP  to  handle 
full  buffers.  Also,  the  run-time  buffer  is  interrupt-driven;  over¬ 
flow  cannot  occur  here  because  data  is  stored  oveT  previous  data. 

Once  the  data  is  sent  to  the  FCP, the  status  of  the  PMSI 
Register  is  reset  to  allow  new  data  to  be  accepted. 
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Executive  for  SRC 


The  Executive  for  SRC  was  originally  introduced  in 

Section  10.2.6.  This  routine  is  to  be  written  in  microcode  and 

will  be  "burned"  into  a  PROM. 

* 

The  SRC  Executive  will  resolve  arbitration  for  use  of  a 
shared  resource.  It  has  several  ways  to  obtain  the  data  for  the 
requesting  Computer  System  (CS) . 

Whenever  a  CS  has  requested  to  use  a  shared  resource 
(SR),  an  entry  has  been  placed  in  the  Request  Table.  Therefore, 
the  SRC  Executive  will  scan  this  Table  for  a  request  of  highest 
priority.  If  the  process  for  transferring  the  data  is  multiplexing 
with  the  TS  operations,  then  a  data  word  and  the  value  for  ar¬ 
bitration  delay  is  sent  to  the  PE.  Then  the  Executive  waits  for  the 
next  request  from  that  PE  before  it  sends  another  data  set.  Once 
the  PE  sends  a  release  message,  the  Table  is  updated  to  reflect 
that  this  process  is  finished. 

The  difference  between  "burst"  mode  and  "multiplexing" 
mode  is  that  all  data  is  transferred  to  the  PE’s  memory,  followed 
by  the  arbitration  time.  Again  a  release  message  has  to  be  received 
by  SRC. 

The  SRC  Executive  is  to  contain  several  possible  ways 
to  determine  the  arbitration  for  the  emulated  hardware.  These 
methods  are  to  be  available  to  the  user  as  possible  schemes  to 
implement. 

During  "burst"  mode,  the  approach  is  for  the  hardware  to 
get  control  and  to  retain  that  control  until  all  accesses  are 
satisfied.  During  emulation,  the  user  should  be  able  to  select 
zero  time,  uset-specif ied  time,  random- time,  or  the  pseudo-time 
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needed  to  do  the  emulated  process. 

During  ''multiplexing",  the  accesses  are  time-sliced 
with  the  execution  of  other  actions  within  the  TS.  The  deter¬ 
mination  of  time  delay  should  be  the  same  as  that  for  the  "burst" 


mode . 
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Abbreviations  Used  in  Section 
Broadcast  Communication 
Bus  Interface  Unit 


BCC 
BIU 

CS  Computer  System 

DMA  Direct  Memory  Access 

FCP  Facility  Control  Processor 

IOP  Input/Output  Processor 

IOPT  Input/Output  Port  Table 

IPC  Inner  Processor  Communication 

MMS  Multiple  Microprocessor  System 


MISSION 
of 

Rome  Air  Development  Center 

RXDC  plant  and  exec ute*  research,  development,  test  and 
selected  acquisition  programs  In  suppoJ it  of  Command,  Control 
Communication*  and  Intelligence  (C3 1)  activities.  Technical 
end  engmeefling  support  icithin  areas  of  technical  competence 
<*  provided  to  ESP  Px ogram  Office*  (POs)  and  other  ESP 
element*.  The  pxincipal  technical  mi**ion  axea*  axe 
communication* ,  electxomagnetic  guidance  and  contxol,  sur~ 
veiltance  of  gxound  and  aexo*pace  object*,  intelligence  data 
collection  and  handling,  infoxmation  system  technology, 
ionospheric  pxopagation,  to  lid  state  science*,  microwave 
physics  and  electronic  xeliability,  maintainability  and 
compatibility. 
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